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Introduction:
This document provides the Reference Message Contents definition for 34.123-3 as T1 PRD (Permanent Reference Document)．

Reason for Proposal:

The efficient of these parameters in this document are confirmed and have approved in the last T1 meeting #19 in Seoul. This document proposes to revise PRD (T1-030722) based on the core specs (March-03) and test spec(June 03) to keep these effective parameters.

Summary of change:

This document is revised from T1-030722 approved in the last T1 meeting #19 in Seoul.

1) These parameters are updated according to the core specification TS25.331 (v3.e.0), TS34.108 (v3.c.0) and TS34.123-1 (v5.4.0).

· No parameters are changed.
· Core specifications that this document is refferd are changed to the March / 2003 version.
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Reference Message Contents definition for 34.123-3
1. Scope

This document provides the Reference Message Contents definition for 34.123-3 as T1 PRD (Permanent Reference Document). 

The objective of this document is to make detail parameters used in 34.123-3 clear.

This document is Informative and 34.123-3 TTCN scenarios are normative. However 34.123-3 shall be keep same information with this document.

2.Reference Message Contents definition
This clause contains the default values of common messages, which unless indicated otherwise in specific clauses of TS 34.108, shall be transmitted and checked by the system simulator.
Parameters in this document are based on these specifications that show the table.
	Release
	Specification
	Version

	R1999
	TS25.101
	V.3.e.0

	R1999
	TS25.211
	V3.c.0

	R1999
	TS25.331
	V3.f.0

	R1999
	TS34.108
	V3.c.0

	Rel-5
	TS34.123-1
	V5.4.0


2.1 CS / PS combined attach Procedure
<END OF MODIFIDCATION>
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