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First changed section
1
Scope

This present document specifies the measurement procedure for the conformance test of the mobile station that contain transmitting characteristics, receiving characteristics and performance requirements in addition to requirements for support of RRM (Radio Resource Management) in TDD mode of both options of the TDD mode of UTRA. The two options are the 3,84 Mcps TDD Option and 1,28 Mcps TDD Option, respectively.  

The requirements are listed in different clauses only if the corresponding parameters deviate.  More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “definition and applicability” part of the test.  For example HSDPA tests shall only be performed on mobiles declared to be “release 5” or later,  that are supposed to support HSDPA.  In the event that  for some tests different conditions apply for different releases, this is indicated in the text of the test itself.
End of first changed section

Second Changed Section

2
References

……
…….

…….

[21]
3GPP TS 34.123-1: "User Equipment (UE) Conformance Specification; Part 1: Protocol Conformance Specification".

[22]
3GPP TS 25.225: "Physical Layer – Measurements (TDD)".
[23]
3GPP TS 51.010-1: " Mobile Station (MS) conformance specification; Part 1: Conformance specification".
Ref 23 added in CR 182 Tdoc ‘408 …..
[24]
3GPP TS 25.306: "UE Radio Access capabilities definition".
End of Second Changed Section

Third Changed Section

8.7.12
UE transmitted power

Void

9
Performance requirements for HSDPA

9.1
General

Receiving performance test of the UE is implemented during communicating with the SS via air interface. The procedure uses normal call protocol until the UE is communicating on traffic channel basically. (Refer to TS 34.108 [3] Common Test Environments for User Equipment (UE) Conformance Testing.) On the traffic channel, the UE provides special function for testing that is described in Logical Test Interface and the UE is tested using this function. (Refer to TS 34.109 [4] Logical Test Interface (FDD/TDD) Special conformance testing functions.)

Unless otherwise stated the receiver characteristics are specified at the antenna connector of the UE. For UE(s) with an integral antenna only, a reference antenna with a gain of 0 dBi is assumed. UE with an integral antenna may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. Receiver characteristics for UE(s) with multiple antennas/antenna connectors are for further study. 

The UE antenna performance has a significant impact on system performance, and minimum requirements on the antenna efficiency are therefore intended to be included in future versions of the present document. It is recognized that different requirements and test methods are likely to be required for the different types of UE. 

All Bit Error ratio (BER) measurements  shall be performed according to the general rules for statistical testing in Annex F.6.
9.2
Performance requirement for 3.84 Mcps TDD option

void

9.2.1
HS-DSCH throughput for Fixed Reference Channels
void

9.2.2
HS-DSCH throughput for Variable Reference Channels

void

9.2.3
Reporting of HS-DSCH Channel Quality Indicator

void
9.2.4
HS-SCCH Detection Performance
void
9.3
Performance requirements for 1.28 Mcps TDD option
End of Third Changed Section
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