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8.3.3
UTRAN Mobility Information

8.3.3.1 
UTRAN Mobility Information: Success

8.3.3.1.1
Definition

8.3.3.1.2
Conformance requirement

When the UE receives a UTRAN MOBILITY INFORMATION message, it shall:

1>
act on received information elements as specified in TS 25.331 subclause 8.6;

1>
if the IE "UE Timers and constants in connected mode" is present:

2>
store the values of the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS, replacing any previously stored value for each timer and constant; and

2>
for each updated timer value:

3>
start using the new value next time the timer is started;

NOTE:
If a new value of timer T305 is included in the IE "UE Timers and constants in connected mode", and the old value of timer T305 is "infinity", the UE will not use the new value of the timer T305 until the next cell reselection.

2>
for each updated constant value:

3>
start using the new value directly;


…

1>
transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH using AM RLC;

….

If the IE "New U-RNTI" is included in a received message, the UE shall:

1>
store the value in the variable U_RNTI, replacing any old stored value.

…

If the IE "New C-RNTI" is included, the UE shall:

1>
store the value in the variable C_RNTI, replacing any old stored value;

1>
use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

…

In case of cell update procedure the UE shall transmit a CELL UPDATE message.

The UE shall set the IEs in the CELL UPDATE message as follows:

…

1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

…

Reference

3GPP TS 25.331 clauses 8.3.3, 8.6.3.9, 8.6.3.10, 8.3.1.3.
8.3.3.1.3
Test purpose

1.
To confirm that the UE starts to use the new identities after it receives a UTRAN MOBILITY INFORMATION message from the SS. 
8.3.3.1.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.
Specific Message Contents
For system information block 1 of Cell 1 (gives IE's which are different from defaults given in 34.108 subclause 6.1) to be transmitted before idle update preamble.

System Information Block type 1 
Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception:

	Information Element
	Value/remark

	-T305
	10


Test Procedure

Initially, the UE is in CELL_FACH state and it has been assigned a C-RNTI and U-RNTI. SS waits for T305 to expire. The UE shall transmit a CELL UPDATE message. SS sends CELL UPDATE CONFIRM message to the UE on the downlink CCCH. Then SS transmits an UTRAN MOBILITY INFORMATION message which includes new C-RNTI and U-RNTI to the UE. Then the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message using the assigned new C-RNTI in MAC header as confirmation. SS waits for UE to perform periodic cell updating. When SS received a CELL UPDATE message, SS checks that UE uses the new U-RNTI in the CELL UPDATE message. Then SS sends CELL UPDATE CONFIRM on the downlink CCCH. SS waits for UE to perform periodic cell updating. When SS received a CELL UPDATE message, SS sends CELL UPDATE CONFIRM on the downlink CCCH to end the test procedure.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The initial state of the UE is CELL_FACH state. UE has been allocated both C-RNTI and U-RNTI during RRC connection establishment phase.

	1a
	
	
	SS waits for a period up to timer T305 to allow the UE to start performing a cell updating procedure.

	1b
	(
	CELL UPDATE
	

	1c
	(
	CELL UPDATE CONFIRM
	

	2
	(
	UTRAN MOBILITY INFORMATION
	Contains new C-RNTI and U-RNTI identities and a value for T305 that is different from the value defined in the system information. 

	
	
	
	

	3
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	The assigned new C-RNTI shall be included in MAC header.

	4
	
	
	SS wait for T305 (same as the value defined in system information) to expire.

	5
	(
	CELL UPDATE
	UE shall trigger cell updating. The message shall indicate the same U-RNTI assigned in the UTRAN MOBILITY INFORMATION message in step 2.

	6
	(
	CELL UPDATE CONFIRM
	

	7
	
	
	SS wait for T305 (the new value as specified in step 2) to expire.

	8
	(
	CELL UPDATE
	UE shall trigger cell updating. The message shall indicate the same U-RNTI assigned in the UTRAN MOBILITY INFORMATION message in step 2.

	9
	(
	CELL UPDATE CONFIRM
	


Specific Message Content

UTRAN MOBILITY INFORMATION (Step 2)
Use the same message sub-type as in TS 34.108, clause 9, with the following exceptions:

	Information Element
	Value/remark

	New U-RNTI
	

	       - SRNC Identity
	'0000 0000 0001'

	       - S-RNTI
	'0101 0101 0101 0101 0101'

	New C-RNTI
	’0000 0000 0000 1111’

	UE Timers and constants in connected mode
	

	       - T305
	5 minutes


UTRAN MOBILITY INFORMATION CONFIRM (Step 3)

Only the message type IE is checked in this message.

CELL UPDATE (Step 1b)

The same message found in TS 34.108, clause 9 shall be transmitted by the UE on the uplink CCCH.
CELL UPDATE (Step 5 and 8)

The same message found in TS 34.108, clause 9 shall be transmitted by the UE on the uplink CCCH, with the exception of the following IEs:

	Information Element
	Value/remark

	U-RNTI
	

	    - SRNC Identity
	Check to see if set to '0000 0000 0001'

	    - S-RNTI
	Check to see if set to '0101 0101 0101 0101 0101'

	Cell Update Cause
	Check to see if set to 'periodical cell updating'


CELL UPDATE CONFIRM (Step 1c)
Use the same message sub-type as in TS 34.108, clause 9.
CELL UPDATE CONFIRM (Step 6 and 9)
Use the same message sub-type as in TS 34.108, clause 9 on the downlink CCCH, with the exception of the following IEs:
	Information Element
	Value/remark

	U-RNTI
	

	    - SRNC Identity
	Check to see if set to '0000 0000 0001'

	    - S-RNTI
	Check to see if set to '0101 0101 0101 0101 0101'


8.3.3.1.5
Test requirement

After step 2 the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH that using the assigned new C-RNTI in MAC header. 
After step 4 and 7 the UE shall transmit a CELL UPDATE message on the uplink CCCH with IE "Cell update cause" set to "periodical cell updating". The IE "U-RNTI" shall be identical to the IE "New RNTI" found in UTRAN MOBILITY INFORMATION message sent by the SS in step 2.
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