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Introduction
This document provides a summary of CRs to support 3.84 Mcps TDD and 1.28 Mcps TDD to be presented in T1 meeting#21. 

This summary will be presented in agenda point 8.6. The companies interested are asked to review in detail offline. If no objections are received the last day of T1 meeting this group of CRs will be approved.

This document is a revision of T1-031417. The changes done are described below:

· Correction of the cover pages of several CR due to secretary comments received.

· 2 CRs from DATANG withdrawn.
TS 34.108

	T1-031659

(Revision of  T1-031335)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of  cell update and handover default message contents for TDD
	CATT/CCSA

	T1-031660

(Revision of  T1-031336)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of measurement default message contents for TDD
	CATT/CCSA

	T1-031661

(Revision of  T1-031337)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of physical channel reconfiguration default message contents for TDD
	CATT/CCSA

	T1-031662

(Revision of  T1-031338)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of radio bearer reconfiguration default message contents for TDD
	CATT/CCSA

	T1-031663

(Revision of  T1-031339)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of RRC connection setup and rejection default message contents for TDD
	CATT/CCSA

	T1-031664

(Revision of  T1-031340)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of transport channel reconfiguration default message contents for TDD
	CATT/CCSA

	T1-031665

(Revision of  T1-031341)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of UE capability default message contents for TDD
	CATT/CCSA

	T1-031666

(Revision of  T1-031342)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of RRC status default message contents for TDD
	CATT/CCSA

	T1-031644

(Revision of T1-031418)
	Description and corrections of channels for minimum performance levels, TDD mode, Rel 99.
	Siemens AG

	T1-031645
(Revision of T1-031419)
	Description and corrections of channels for minimum performance levels, TDD mode, 3.84 Mcps option and 1.28 Mcps option, Rel 4.
	Siemens AG


TS 34.123-1

	T1-031667

(Revision of T1-031343)
	CR to 34.123-1 Rel-5 Section 7.1.1: correction of coding of the Target Channel Type Field on FACH for TDD
	CATT/CCSA

	
	
	

	T1-031646

(Revision of T1-031420)
	Corrections and updates on 8.1 RRC Connection Management Procedure (40 TCs reviewed).
	Siemens AG

	T1-031647

(Revision of T1-031421)
	Corrections and updates on 8.1.6 RRC Connection Management Procedure, Direct Transfer (4 TCs reviewed).
	Siemens AG

	T1-031648

(Revision of T1-031422)
	Corrections and updates on 8.2.1 Radio Bearer control procedure, Radio Bearer Establishment (26 TCs reviewed).
	Siemens AG

	T1-031649

(Revision of T1-031423)
	Corrections and updates on 8.2.2 Radio Bearer control procedure, Radio Bearer Reconfiguration (35 TCs reviewed).
	Siemens AG

	T1-031650
 (Revision of T1-031424)
	Correction of references for section 18, RAB testing of TDD 1.28 Mcps option.
	Siemens AG



	
	
	


Contents
· For TS 34.108

	T1-031659

(Revision of  T1-031335)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of  cell update and handover default message contents for TDD 
	CATT/CCSA


· CELL UPDATE(TM)
· CELL UPDATE CONFIRM(UM) 
· HANDOVER FROM UTRAN-GSM(AM)
· HANDOVER FROM UTRAN FAILURE(AM)
Reason for change：

· to add the default contents of CELL UPDATE message
to add the default contents of CELL UPDATE CONFIRM message
· to modify the default contents DOWNLINK DIRECT TRANSFER(AM) message
· to add the default contents HANDOVER FROM UTRAN-GSM(AM) message
· to add the default contents HANDOVER FROM UTRAN FAILURE(AM) message
· to modify the default contents INITIAL DIRECT TRANSFER(AM) message
	T1-031660

(Revision of  T1-031336)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of measurement default message contents for TDD
	CATT/CCSA


· MEASUREMENT CONTROL (1.28Mcps TDD option)

· MEASUREMENT REPORT (1.28Mcps TDD option)

· MEASUREMENT CONTROL FAILURE (1.28Mcps TDD option)
Reason for change：

· to add the default message contents of MEASUREMENT CONTROL(both Intra-frequency measurement and inter-frequency measurement), 
· to add the default message contents of MEASUREMENT CONTROL FAILURE 
· to add the default message contents of MEASUREMENT REPORT(both Intra-frequency measurement and inter-frequency measurement) message default contents(1.28 Mcps TDD)
	T1-031661

(Revision of  T1-031337)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of physical channel reconfiguration default message contents for TDD
	CATT/CCSA


· PHYSICAL CHANNEL RECONFIGURATION (1.28Mcps TDD option)
· PHYSICAL CHANNEL RECONFIGURATION COMPLETE (1.28Mcps TDD option)
· PHYSICAL CHANNEL RECONFIGURATION FAILURE (1.28Mcps TDD option)
Reason for change：
· to add the default contents of PHYSICAL CHANNEL RECONFIGURATION message
· to add the default contents of PHYSICAL CHANNEL RECONFIGURATION COMPLETE message
· to add the default contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE
	T1-031662

(Revision of  T1-031338)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of radio bearer reconfiguration default message contents for TDD
	CATT/CCSA


· RADIO BEARER SETUP
· RADIO BEARER RELEASE COMPLETE
· RADIO BEARER SETUP FAILURE
· RADIO BEARER RELEASE FAILURE
· RADIO BEARER RECONGFIGURATION
· RADIO BEARER RECONGFIGURATION COMPLETE
· RADIO BEARER RECONGFIGURATION FAILURE
Reason for change：
· to add the default contents of RADIO BEARER RECONGFIGURATION message. According to the different conditions (A1, A2, A3, A4,  A5, A6), add the different contents of message.

· to add the default contents of RADIO BEARER RECONGFIGURATION COMPLETE message. 

· to add the default contents of RADIO BEARER RECONGFIGURATION FAILURE message.

· to add the default contents of RADIO BEARER RELEASE message. According to the different conditions(A1, A2, A3, A4,  A5, A6, A7, A8), add the different contents of message.

· to revise the default contents of RADIO BEARER RELEASE COMPLETE message.

· to add the default contents of RADIO BEARER RELEASE FAILURE message.

· to add the default contents of RADIO BEARER SETUP message. According to the different conditions(A1, A2, A3, A4,  A5, A6, A7, A8), add the different contents of message.

· to add the default contents of RADIO BEARER SETUP FAILURE message.
	T1-031663

(Revision of  T1-031339)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of RRC connection setup and rejection default message contents for TDD
	CATT/CCSA


· RRC CONNECTION REJECT
· RRC CONNECTION SETUP message: UM (Transition to CELL_FACH)   (1.28 Mcps TDD)
Reason for change：
· to modify the message of RRC CONNECTION REQUEST

· to add the message of RRC CONNECTION REJECT
· to modify the message of RRC CONNECTION RELEASE
· to modify the message of  RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)   (1.28 Mcps TDD)
· to add the message of  RRC CONNECTION SETUP message: UM (Transition to CELL_FACH)   (1.28 Mcps TDD)
	T1-031664

(Revision of  T1-031340)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of transport channel reconfiguration default message contents for TDD
	CATT/CCSA


· TRANSPORT CHANNEL RECONFIGURATION (1.28Mcps TDD option)
· TRANSPORT CHANNEL RECONFIGURATION COMPLETE (1.28Mcps TDD option)
· TRANSPORT CHANNEL RECONFIGURATION FAILURE(1.28Mcps TDD option)
· TRANSPORT FORMAT COMBINATION CONTROL (1.28Mcps TDD option)
· TRANSPORT FORMAT COMBINATION CONTROL FAILURE (1.28Mcps TDD option)
Reason for change：
· to add the default contents of TRANSPORT CHANNEL RECONFIGURATION message
· to add the default contents of TRANSPORT CHANNEL RECONFIGURATION COMPLETE message
· to add the default contents of TRANSPORT CHANNEL RECONFIGURATION FAILURE message
· to add the default contents of TRANSPORT FORMAT COMBINATION CONTROL message
· to add the default contents of TRANSPORT FORMAT COMBINATION CONTROL FAILURE message
	T1-031665

(Revision of  T1-031341)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of UE capability default message contents for TDD
	CATT/CCSA


· UE CAPABILITY INFORMATION (1.28Mcps TDD option)
· UE CAPABILITY INFORMATION CONFIRM (1.28Mcps TDD option)
Reason for change：
· to add the default message content of UE capability Enquiry
· to add the default message content of UE CAPABILITY INFORMATION
· to add the default message content of UE CAPABILITY INFORMATION CONFIRM
	T1-031666

(Revision of  T1-031342)
	CR to 34.108 Rel-4 Section 9.1.2: Addition of RRC status default message contents for TDD
	CATT/CCSA


· RRC STATUS
· URA UPDATE
· URA UPDATE CONFIRM 
· UTRAN MOBILITY INFORMATION
· UTRAN MOBILITY INFORMATION CONFIRM
Reason for change：
· to add the default contents of RRC STATUS message 
· to add the default contents of SECURITY MODE FAILURE message
· to add the default contents of URA UPDATE message
· to add the default contents of URA UPDATE CONFIRM message
· to add the default contents of UPLINK DIRECT TRANSFER message
· to add the default contents of UTRAN MOBILITY INFORMATION message
· to add the default contents of UTRAN MOBILITY INFORMATION CONFIRM message
	T1-031644

(Revision of  T1-031418)
	Description and corrections of channels for minimum performance levels, TDD mode, Rel 99.
	Siemens AG


Some descriptions, comments and corrections included for clarification for supported channels in SS.

Logical channels: 

· Addition of description and comments

· Inclusion of CTCH (Common Traffic channel)

· Correction of SHCCH (Shared Channel Control Channel)

Transport Channels:

· Addition of description and comments

· Number of DCHs specified as 2.

Physical channels:

· Addition of description and comments

· Inclusion of PNBSCH (Physical node B synchronisation channel)

	T1-031645

(Revision of  T1-031419)
	Description and corrections of channels for minimum performance levels, TDD mode, 3.84 Mcps option and 1.28 Mcps option, Rel 4.
	Siemens AG


Some descriptions, comments and corrections included for clarification for supported channels in SS.

Logical channels: 

· Addition of description and comments

· Inclusion of CTCH (Common Traffic channel)

· Correction of SHCCH (Shared Channel Control Channel)

Transport Channels:

· Addition of description and comments

· Number of DCHs specified as 2.

Physical channels:

· Addition of description and comments

· Inclusion of PNBSCH (Physical node B synchronisation channel) for 3.84 Mcps option.

· For TS 34.123-1
	T1-031667

(Revision of  T1-031343)
	Section 7.1.1: correction of coding of the Target Channel Type Field on FACH for TDD
	CATT/CCSA


In clause 7.1.1.1:
· According to TS25.321, coding of the Target Channel Type Field on FACH for TDD is specified.

· Transpot channel parameters for FACH for TDD are specified.

· The sections referenced from TS34.108 for 1.28 Mcps TDD are speicified.

· The correct TCTF value of CCCH over FACH for TDD is specified.
In clause 7.1.1.2:
· According to TS25.321, coding of the Target Channel Type Field on FACH for TDD is specified.

· Transpot channel parameters for FACH of TDD are specified.

· The sections referenced from TS34.108 for 1.28 Mcps TDD are speicified.

· The correct TCTF value of DCCH or DTCH over RACH for TDD is specifed.
In clauses 7.1.1.3, 7.1.1.4 and  7.1.1.5:

· Within “Test procedure”, the TCTF value of DCCH or DTCH over FACH for  TDD is added .
In clause 7.1.1.8:

· Within “Method of test”, the sections referenced from TS34.108 for TDD are specified.
	
	
	



	T1-031646

(Revision of  T1-031420)
	Corrections and updates on 8.1 RRC Connection Management Procedure (40 TCs reviewed).
	Siemens AG


Some corrections and updates are needed to apply RRC Connection Management Procedure to TDD mode

8.1.1.5 Paging for notification of BCCH modification in connected mode (CELL_PCH)
· SYSTEM INFORMATION BLOCK TYPE 5 (Step 3) for TDD included (two tables, one for 3.84 Mcps option and one for 1.28 Mcps option) 
· Expected sequence and Test Procedure are also updated in step 3

8.1.1.6
Paging for notification of BCCH modification in connected mode (URA_PCH)
· SYSTEM INFORMATION BLOCK TYPE 5 (Step 3) for TDD included (two tables, one for 3.84 Mcps option and one for 1.28 Mcps option) 
· Expected sequence and Test Procedure are also updated in step 3

In some clauses, references to Annex A corrected to clause 9 of TS34.108.

· 8.1.1.5, 8.1.2.5, 8.1.2.6, 8.1.5.3
8.1.3.9
RRC Connection Release in CELL_DCH state (Network Authentication Failure): Success 

· Values for TDD in Table 8.1.3.9 included.
· MEASUREMENT REPORT (Step 1) for TDD included, including event 1g for TDD instead of event 1a for FDD.
· ACTIVE SET UPDATE is applicable for FDD only.

8.1.5.1
UE Capability in CELL_DCH state: Success
· UE CAPABILITY ENQUIRY (Steps 4) (TDD) included.
	T1-031647

(Revision of  T1-031421)
	Corrections and updates on 8.1.6 RRC Connection Management Procedure, Direct Transfer (4 TCs reviewed).
	Siemens AG


Some corrections and updates are needed to apply RRC Connection Management Procedure to TDD mode

8.1.6.3
Measurement Report on INITIAL DIRECT TRANSFER message and UPLINK DIRECT TRANSFER message
· System Information Block type 11 (Step 1) for TDD included

· RRC CONNECTION REQUEST (Step 3) for TDD included

· INITIAL DIRECT TRANSFER ( SERVICE REQUEST ) (Step 6) for TDD included

· UPLINK DIRECT TRANSFER( AUTHENTICATION AND CIPHERING RESPONSE ) (Step 8) for TDD included

· UPLINK DIRECT TRANSFER( ACTIVATE PDP CONTEXT REQUEST ) (Step 11) for TDD included

· Test Requirement specified for TDD.
8.1.6.4
UPLINK Direct Transfer (RLC re-establishment)

· RRC CONNECTION SETUP updated for TDD mode

	T1-031648

(Revision of  T1-031422)
	Corrections and updates on 8.2.1 Radio Bearer control procedure, Radio Bearer Establishment (26 TCs reviewed).
	Siemens AG


Some corrections and updates are needed to apply RRC, TDD mode

In tests 8.2.1.3, 8.2.1.14, References to clause 9 of TS 34.108 included  instead of Annex A
8.2.1

Radio Bearer Establishment
8.2.1.9, Deletion of redundant table RADIO BEARER SETUP (Step 3)
8.2.1.11.4, inclusion of CHOICE mode in RADIO BEARER SETUP (FDD)
· editorial mistake in RADIO BEARER SETUP (for Step 2)

8.2.1.18, RADIO BEARER SETUP (Step 1) and RADIO BEARER SETUP (Step 2) updated for TDD

8.2.1.23, conformance requirement updated for TDD.

· RADIO BEARER SETUP (Step 3) for FDD and TDD, CHOICE mode included

8.2.1.24 conformance requirement updated for TDD.

· RADIO BEARER SETUP (Step 3) for FDD and TDD, CHOICE mode included

	T1-031649

(Revision of  T1-031423)
	Corrections and updates on 8.2.2 Radio Bearer control procedure, Radio Bearer Reconfiguration (35 TCs reviewed).
	Siemens AG


Some corrections and updates are needed to apply RRC, TDD mode

In tests 8.2.2.1, 8.2.2.7, 8.2.2.8, 8.2.2.9, 8.2.2.10, 8.2.2.18, 8.2.2.25, 8.2.2.28, References to clause 9 of TS 34.108 included  instead of Annex A

8.2.1
Radio Bearer Reconfiguration
8.2.2.1, conformance requirement updated for TDD.

· RADIO BEARER RECONFIGURATION for step 3 and step 6 for TDD updated

8.2.2.2, RADIO BEARER RECONFIGURATION, CHOICE mode included.

8.2.2.7 RADIO BEARER RECONFIGURATION (Step 1) specified for FDD and new table included for TDD

8.2.2.8, conformance requirement updated for TDD.

· RADIO BEARER RECONFIGURATION for TDD included.

8.2.2.9, conformance requirement updated for TDD.

8.2.2.10, conformance requirement updated for TDD.

8.2.2.11, inclusion of CHOICE mode in RADIO BEARER RECONFIGURATION
8.2.2.17, correction of RADIO BEARER RECONFIGURATION (Step 1)

8.2.2.18, correction of RADIO BEARER RECONFIGURATION (Step 1)

8.2.2.19, RADIO BEARER RECONFIGURATION, steps 1 and 2 included for TDD

8.2.2.23, conformance requirement updated for TDD.

· correction of RADIO BEARER RECONFIGURATION (Step 1)

8.2.2.25, conformance requirement updated for TDD.

8.2.2.27, RADIO BEARER RECONFIGURATION, CHOICE mode included

8.2.2.28, CHOICE mode included for RADIO BEARER RECONFIGURATION (Step 5) 

8.2.2.31, values corrected for TDD.

· CHOICE mode included for RADIO BEARER RECONFIGURATION (Step 5) 

8.2.2.32, CHOICE mode included for RADIO BEARER RECONFIGURATION (Step 6)
8.2.2.34, RADIO BEARER RECONFIGURATION specified for FDD or TDD.

· CHOICE mode included for RADIO BEARER RECONFIGURATION (Step 6)
	T1-031650

(Revision of  T1-031424)
	Correction of references for section 18, RAB testing of TDD 1.28 Mcps option.
	Siemens AG


Some references to other clauses in TS 34.123-1 must be corrected

References corrected for:

18.1.1.1
Generic radio bearer test procedure for Single RB configuration
· Generic test procedure for testing multi-RB configuration and simulateneous signalling
Other comments: CR presented due to e-mail from Nokia received.
· 
	· 
	· 
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