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9.1.2
Default Message Contents for Signalling (TDD)
Contents of MEASUREMENT CONTROL Message: AM (Intra-frequence measurement) (1.28 Mcps TDD)
	Information Element
	Value/remark

	Message Type
	

	UE information elements
	

	RRC transaction identifier
	Arbitrarily selects an unused integer between 0 to 3

	Integrity check info
	

	        - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement information elements
	

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	        - Measurement Report Transfer Mode
	Acknowledged mode RLC

	        - Periodical Reporting/Event Trigger Reporting Mode
	Periodical reporting

	Additional measurement list
	Not Present

	CHOICE Measurement type
	Intra-frequency measurement

	         - Intra-frequency measurement
	

	            - Intra-frequency cell info list
	

	              - CHOICE intra-frequency cell removal
	Not present

	              - New intra-frequency cell
	

	                 - Intra-frequency cell-id
	1

	                 - Cell info
	

	                     - Cell individual offset
	0dB

	                     - Reference time difference to cell
	Not Present

	                     - Read SFN number
	FALSE

	                     - CHOICE mode
	TDD

	                        - Primary CCPCH info
	

	                           - CHOICE mode
	TDD

	                              - CHOICE TDD option
	1.28 Mcps TDD

	                                 -TSTD indicator
	FALSE

	                              - Cell parameters ID
	Reference clause 6.1.4 Default settings for cell 1(TDD)

	                              - SCTD indicator
	FALSE

	                      - Primary CCPCH Tx power
	Not present

	                      - Timeslot list
	Not present

	           - Cells for measurement
	Not present

	          - Intra-frequency measurement quantity
	

	               - Filter coefficient
	Not present (use default 0)

	               - CHOICE mode
	TDD

	                  - Measurement quantity list
	

	                     - Measurement quantity
	Primary CCPCH RSCP

	          - Intra-frequency reporting quantity
	

	           - Reporting quantities for active set cells
	

	             - Cell synchronisation information reporting indicator
	FALSE

	             - Cell Identity reporting indicator
	TRUE

	             - CHOICE mode
	TDD

	               - Timeslot ISCP reporting indicator
	FALSE

	               - Proposed TGSN reporting indicator
	FALSE 

	               - Primary CCPCH RSCP reporting indicator
	FALSE

	               - Pathloss reporting indicator
	FALSE

	           - Reporting quantities for monitored set cells
	

	             - Cell synchronisation information reporting indicator
	FALSE

	             - Cell Identity reporting indicator
	TRUE

	             - CHOICE mode
	TDD

	               - Timeslot ISCP reporting indicator
	FALSE

	               - Proposed TGSN reporting indicator
	FALSE 

	               - Primary CCPCH RSCP reporting indicator
	FALSE

	               - Pathloss reporting indicator
	FALSE

	           - Reporting quantities for detected set cells
	Not present

	          - Reporting cell status
	Not present

	          - Measurement validity
	Not present

	          - CHOICE report criteria
	Intra-frequency measurement  reporting criteria

	                - Parameters required for each event
	

	                  - Intra-frequency event identity
	1g

	                  - Triggering condition 1
	Not present

( this IE is MP only for event "1b" or "1f", TDD should not present)

	                  - Triggering condition 2
	Not present

(this IE is  MP only for event "1c", TDD should not present)

	                  - Reporting Range Constant
	Not present

(this IE is MP only for event "1a" or "1b", TDD should not present)

	                  - Cells forbidden to affect Reporting range
	Not present

(this IE is  MP only for event "1a" or "1b", TDD should not present)

	                  - W
	Not present

(this IE is MP only for event "1a" or "1b", TDD should not present)

	                  - Hysteresis
	0 dBm

	                  - Threshold used frequency
	Not present
(this IE is MP only for event "1e", "1f", "1h" or "1i")

	                  - Reporting deactivation
 threshold
	Not present

(this IE is MP only for event  “1a”, TDD should not present)

	                  - Replacement activation
 threshold
	Not present

(this IE is MP only for event “1c” TDD should not present)

	                  - Time to trigger
	0 ms

	                  - Amount of reporting
	Not present

(this IE is MP only for event “1a” or “1c” TDD should not present)

	                  - Reporting interval
	Not present

(this IE is MP only for event “1a” or “1c”, TDD should not present)

	                  - Reporting cell status
	Not present

	Physical channel information elements
	

	DPCH Compressed mode status info
	Not Present


Contents of MEASUREMENT CONTROL Message: AM (Inter-frequence measurement) (1.28 Mcps TDD)
	Information Element
	Value/remark

	Message Type
	

	UE information elements
	

	RRC transaction identifier
	Arbitrarily selects an unused integer between 0 to 3

	Integrity check info
	

	        - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement information elements
	

	Measurement Identity
	2 

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	        - Measurement Report Transfer Mode
	Acknowledged mode RLC

	        - Periodical Reporting/Event Trigger Reporting Mode
	Periodical reporting

	Additional measurement list
	Not present  

	CHOICE Measurement type
	Inter-frequency measurement

	         - Inter-frequency measurement
	

	            - Inter-frequency cell info list
	

	              - CHOICE inter-frequency cell removal
	Not present

	              - New inter-frequency cell
	

	                 - Inter-frequency cell-id
	4

	                 - Frequency info
	

	                   - CHOICE mode
	TDD

	                     - UARFCN (Nt)
	Reference to table 6.1.7 for cell 4 

	                 - Cell info
	

	                     - Cell individual offset
	0dB 

	                     - Reference time difference to cell
	Not Present  

	                     - Read SFN number
	FALSE 

	                     - CHOICE mode
	TDD

	                        - Primary CCPCH info
	

	                           - CHOICE mode
	TDD

	                              - CHOICE TDD option
	1.28 Mcps TDD

	                                 -TSTD indicator
	FALSE

	                              - Cell parameters ID
	Reference clause 6.1.4 Default settings for cell 4(TDD)

	                              - SCTD indicator
	FALSE

	                      - Primary CCPCH Tx power
	Not present

	                      - Timeslot list
	Not present

	           - Cells for measurement
	Not present

	          - Inter-frequency measurement quantity
	

	            - CHOICE reporting criteria
	Inter-frequency reporting criteria

	            -  Inter-frequency reporting criteria
	

	               - Filter coefficient
	Not present (use default 0)

	               - CHOICE mode
	TDD

	                  - Measurement quantity for frequency quality estimate
	Primary CCPCH RSCP

	          - Inter-frequency reporting quantity
	

	           - UTRA Carrier RSSI
	FALSE

	           - Frequency quality estimate
	FALSE 
This parameters is not used in this release and should be set to FALSE. It shall be ignored by the UE.

	           - Non frequency related cell reporting quantities
	

	             - Cell synchronisation information reporting indicator
	FALSE

	             - Cell Identity reporting indicator
	FALSE

	             - CHOICE mode
	TDD

	               - Timeslot ISCP reporting indicator
	FALSE

	               - Proposed TGSN reporting indicator
	FALSE

	               - Primary CCPCH RSCP reporting indicator
	FALSE

	               - Pathloss reporting indicator
	FASLE

	          - Reporting cell status
	Not present

	          - Measurement validity
	Not present

	          - Inter-frequency set update
	Not present 

 (this IE only for FDD)

	          - CHOICE report criteria
	Inter-frequency measurement  reporting criteria

	                - Parameters required for each event
	

	                  - Inter-frequency event identity
	2b

	                  - Threshold used frequency
	-70dBm

(this IE is MP for event 2b, 2d, or 2f
Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -115..-25dBm)

	                  - W used frequency
	0

(this IE is MP for event 2a, 2b, 2d or 2f
Real(0, 0.1..2.0 by step of 0.1))

	                  - Hysteresis
	1 dBm

	                  - Time to trigger
	5000 ms

	                  - Reporting cell status
	Within active set or within virtual active set or of the other RAT

	                    - Maximum number of reporting cells
	1

	                  - Parameters required for each non-used frequency
	

	                    - Threshold non used frequency
	-70 dBm

(this IE is MP for event 2a, 2b, 2c or 2e
Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -115..-25dBm.

This IE is not needed if the IE "Inter-frequency event identity" is set to 2a. However, it is specified to be mandatory to align with the ASN.1)

	                   - W non-used frequency
	0

(this IE is MP if 2a, 2b, 2c or 2e
Real(0, 0.1..2.0 by step of 0.1))

	Physical channel information elements
	

	DPCH Compressed mode status info
	Not Present


Contents of MEASUREMENT CONTROL FAILURE Message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it's set to the identical value for the same IE in the downlink MEASUREMENT CONTROL message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Failure cause
	See the test content


Contents of MEASUREMENT REPORT message: AM（intra-frequency measurement） (1.28 Mcps TDD)
	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	1

	Measured Results
	

	         - Intra-frequency measured results
	

	          - Cell measured results
	

	           - Cell Identity
	Checked that this IE is present

	           - Cell synchronisation information
	Checked that this IE is absent

	           - CHOICE mode
	TDD

	              - Cell parameters Id
	Different from the Default setting in TS34.108 clause 6.1 (TDD)

	              - Proposed TGSN
	Checked that this IE is absent

	              - Primary CCPCH RSCP
	Checked that this IE is absent

	              - Pathloss 
	Checked that this IE is absent

	              - Timeslot list
	Checked that this IE is absent

	Measured results on RACH
	Checked that this IE is absent

	Additional measured results
	Checked that this IE is absent

	Event results
	

	- CHOICE event result
	Intra-frequency measurement event results

	             - Intra-frequency measurement event results
	

	                - Intra-frequency event identity
	Ig

	                - Cell measurement event results
	

	                    - CHOICE mode
	TDD

	                       - Primary CCPCH info
	

	                           - CHOICE mode
	TDD

	                              - CHOICE TDD option
	1.28 Mcps TDD

	                                 -TSTD indicator
	FALSE

	                              - Cell parameters ID
	Reference clause 6.1.4 Default settings for cell 1(TDD)

	                              - SCTD indicator
	FALSE


Contents of MEASUREMENT REPORT message: AM (inter-frequency measurement) (1.28 Mcps TDD)
	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	1

	Measured Results
	Checked that this IE is absent

	Measured results on RACH
	Checked that this IE is absent

	Additional measured results
	Checked that this IE is absent

	Event results
	

	- CHOICE event result
	Inter-frequency measurement event results

	             - Inter-frequency measurement event results
	

	                - Inter-frequency event identity
	2b

	                - Inter-frequency cells
	

	                    - Frequency info
	Reference to table 6.1.7 for cell 4

	                    - Non frequency related measurement event results
	

	                      - Cell measurement event results
	

	                        - CHOICE mode
	TDD

	                           - Primary CCPCH info
	

	                              - CHOICE mode
	TDD

	                                 - CHOICE TDD option
	1.28 Mcps TDD

	                                    -TSTD indicator
	FALSE

	                                 - Cell parameters ID
	Reference clause 6.1.4 Default settings for cell 1(TDD)

	                                 - SCTD indicator
	FALSE
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