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8.1.2.3 
RRC Connection Establishment: Failure (V300 is greater than N300)

8.1.2.3.1
Definition

8.1.2.3.2 
Conformance requirement

The UE shall initiate the procedure when upper layers in the UE requests the establishment of a signalling connection and the UE is in idle mode (no RRC connection exists).

Upon initiation of the procedure, the UE shall:

1>
set the IE "Initial UE identity" in the variable INITIAL_UE_IDENTITY according to TS 25.331 subclause 8.5.1;

1>
submit the RRC CONNECTION REQUEST message for transmission on the uplink CCCH;

1>
set counter V300 to 1; and

1>
start timer T300 when the MAC layer indicates success or failure to transmit the message;

1>
select a Secondary CCPCH according to TS 25.304;

1>
start receiving all FACH transport channels mapped on the selected Secondary CCPCH.

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

…

1>
if the UE has not yet received an RRC CONNECTION SETUP message with the value of the IE "Initial UE identity" equal to the value of the variable INITIAL_UE_IDENTITY; and

1>
if cell re-selection or expiry of timer T300 occurs:

the UE shall:

1>
check the value of V300; and

2>
if V300 is equal to or smaller than N300:

… 

3>
set the IEs in the RRC CONNECTION REQUEST message according to TS 25.331 subclause 8.1.3.3;

…

3>
submit a new RRC CONNECTION REQUEST message to lower layers for transmission on the uplink CCCH;

3>
increment counter V300;

3>
restart timer T300 when the MAC layer indicates success or failure to transmit the message.

…

2>
if V300 is greater than N300:

3>
enter idle mode.

3>
consider the procedure to be unsuccessful;

3>
Other actions the UE shall perform when entering idle mode from connected mode are specified in TS 25.331 subclause 8.5.2;

3>
the procedure ends.

Reference 

3GPP TS 25.331 clause 8.1.3.
8.1.2.3.3 
Test purpose

To confirm that the UE stops retrying to establish the RRC connection if V300 is greater than N300 and goes back to idle mode.
8.1.2.3.4 
Method of test

Initial Condition

System Simulator: 1 cell

UE: Idle state (state 2 or state 3 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

Specific Message Contents
SYSTEM INFORMATION TYPE 1 

Use the default parameter values for the system information block with the same type specified in clause 6.1.0b of TS 34.108, with the following exceptions:

- UE Timers and constants in idle mode


 -T300
2000 milliseconds 

Test Procedure

Before the test starts SS initializes an internal counter K to 0. The UE transmits an RRC CONNECTION REQUEST message to the SS on the uplink CCCH by an outgoing call operation. SS shall not respond to any RRC CONNECTION REQUEST message, instead the counter K is increased by 1 every time such a message is received. To arrive at the verdict, the SS checks that a total of (N300+1) such messages are received. SS calls for generic procedure C.1 to check that UE is in Idle Mode state.

Expected sequence

Step
Direction
Message
Comment


UE
SS



1


SS initializes counter K to 0 and then prompts the operator to make an outgoing call.

2
(
RRC CONNECTION REQUEST


3


SS increments K by 1.

4
   

If K is greater than N300, goes to step 5 else proceed to step 2.

5


SS monitor the uplink CCCH for a time period enough for UE to goes back to idle state. SS waits for 5s.

6
((
CALL C.1
If the test result of C.1 indicates that UE is in Idle Mode state, the test passes, otherwise it fails.

Specific Message Contents
None

8.1.2.3.5
Test requirement

After step 5, counter K shall be equal to (N300+1) and there shall be no uplink transmission in the monitoring period specified in step 5.
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