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	Reason for change:
(

	Removal of low priority GMM test cases 12.4.1.1c and 12.4.2.3a, see correspondent CR toTS 34.123-1 in T1-040116.

	
	

	Summary of change:
(

	Entry for test case 12.4.2.3b have been moved to correct location in the table and have been renumbered to 12.4.2.3a to be consistent with 34.123-1. 

Following GMM test cases have been marked as “Void”:


12.4.1.1c
Routing Area Updating / accepted / change of DRX parameter IE


12.4.2.3a
Combined routing Area Updating / accepted / change of DRX parameter IE
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not approved:
	34.123-2 not aligned to 34.123-1.
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4
Recommended test case applicability
The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	……

	PACKET SWITCHED MOBILITY MANAGEMENT

	……

	12.4.1.1b
	Routing area updating / accepted / Signalling connection re-establishment
	R99
	C12
	UE supporting PS domain services.

	12.4.1.1c
	Void
	
	
	

	12.4.1.2
	Routing area updating / rejected / IMSI invalid / illegal ME
	R99
	C12
	UE supporting PS domain services.

	12.4.1.3a
	Routing area updating / rejected / UE identity cannot be derived by the network
	R99
	C12
	UE supporting PS domain services.

	
	
	
	
	

	12.4.1.4a
	Routing area updating / rejected / location area not allowed
	R99
	C12
	UE supporting PS domain services.

	12.4.1.4b
	Routing area updating / rejected / No Suitable Cells In Location Area
	R99
	C12
	UE supporting PS domain services.

	12.4.1.4c
	Routing area updating / rejected / PS services not allowed in this PLMN
	R99
	C12
	UE supporting PS domain services.

	12.4.1.4d
	Routing area updating / rejected / Roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.

	12.4.1.5
	Routing area updating / abnormal cases / attempt counter check / miscellaneous reject causes
	R99
	C12
	UE supporting PS domain services.

	12.4.1.6
	Routing area updating / abnormal cases / change of cell into new routing area
	R99
	C12
	UE supporting PS domain services.

	12.4.1.7
	Routing area updating / abnormal cases / change of cell during routing area updating procedure
	R99
	C12
	UE supporting PS domain services.

	12.4.1.8
	Routing area updating / abnormal cases / P-TMSI reallocation procedure collision
	R99
	C12
	UE supporting PS domain services.

	12.4.2.1
	Combined routing area updating / combined RA/LA accepted
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.2
	Combined routing area updating / UE in CS operation at change of RA
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.3
	Combined routing area updating / RA only accepted
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.3a
	Void
	
	
	

	12.4.2.4
	Combined routing area updating / rejected / PLMN not allowed
	R99
	C78
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and PS attach attempted automatically by outstanding request.

	……
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