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<START OF MODIFIED SECTION>

	SESSION MANAGEMENT

	11.1.1.1
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested
	R99
	C12
	UE supporting PS domain services.

	11.1.1.2.1
	Void
	
	
	

	11.1.1.2.2
	Void
	
	
	

	11.1.2
	PDP context activation requested by the network, successful and unsuccessful
	R99
	C49
	UE supporting PS bearer services and supporting network requested PDP context activation and configured in such a way that one or more PDP contexts can be active simultaneously.

	11.1.3.1
	Abnormal Cases / T3380 Expiry
	R99
	C12
	UE supporting PS domain services.

	11.1.3.2
	Abnormal Cases / Collision of UE initiated and network requested PDP context activation
	R99
	C17
	UE supporting PS domain services configured in such a way that one or more PDP contexts can be active simultaneously. 

	11.1.3.3
	Abnormal Cases / Network initiated PDP context activation request for an already activated PDP context (on the UE side)
	R99
	C12
	UE supporting PS domain services.

	11.1.4.1.1
	Successful secondary PDP context activation procedure initiated by the UE/QoS Offered by Network is the QoS Requested
	R99
	C62
	UE supporting PS domain services. 

PDP context activation and secondary PDP context activation.

	11.1.4.1.2.1
	Void
	
	
	

	11.1.4.1.2.2
	Void
	
	
	

	11.1.4.1.2.3
	Successful secondary PDP context activation procedure Initiated by the UE/LLC SAPI rejected by UE
	R99
	C89
	UEs supporting FDD and GSM, PS bearer service and secondary PDP context activation.

	11.1.4.2
	Unsuccessful Secondary PDP Context Activation Procedure Initiated by the UE
	R99
	C62
	UE supporting PS domain services. 

PDP context activation and secondary PDP context activation.

	11.1.4.3.1
	Abnormal cases/T3380 Expiry


	R99
	C62
	UE supporting PS domain services. 

PDP context activation and secondary PDP context activation.

	11.2.1
	Network initiated PDP context modification
	R99
	C12
	UE supporting PS domain services.

	11.2.2.1
	UE initiated PDP context modification/UE initiated PDP context modification accepted by network
	R99
	C12
	UE supporting PS domain services.

	11.2.2.2
	UE initiated PDP context modification/UE initiated PDP context modification not accepted by network
	R99
	C12
	UE supporting PS domain services.

	11.2.3.1
	Abnormal Cases/T3381 Expiry
	R99
	C12
	UE supporting PS domain services.

	11.2.3.2
	Collision of UE and network initiated PDP context modification procedures
	R99
	C12
	UE supporting PS domain services.

	11.3.1
	PDP context deactivation initiated by the UE
	R99
	C12
	UE supporting PS domain services.



	11.3.2
	PDP context deactivation initiated by the network
	R99
	C12
	UE supporting PS domain services. 

	11.3.3.1
	Abnormal cases / T3390 Expiry
	R99
	C12
	UE supporting PS domain services.

	11.3.3.2
	Abnormal cases / Collision of UE and network initiated PDP context deactivation requests
	R99
	C12
	UE supporting PS domain services.

	11.4.1
	Error cases
	R99
	C12
	UE supporting PS domain services.

	PACKET SWITCHED MOBILITY MANAGEMENT

	12.2.1.1
	PS attach / accepted
	R99
	C12
	UE supporting PS domain services.

	12.2.1.2
	PS attach / rejected / IMSI invalid / illegal UE
	R99
	C12
	UE supporting PS domain services.

	12.2.1.3
	PS attach / rejected / IMSI invalid / PS services not allowed
	R99
	C12
	UE supporting PS domain services.

	12.2.1.4
	PS attach / rejected / PLMN not allowed
	R99
	C12
	UE supporting PS domain services.

	12.2.1.5a
	PS attach / rejected / roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.

	12.2.1.5b
	PS attach / rejected / No Suitable Cells In Location Area
	R99
	C12
	UE supporting PS domain services.

	12.2.1.5c
	PS attach / rejected / Location area not allowed
	R99
	C12
	UE supporting PS domain services.


<END OF MODIFIED SECTION>

<START OF MODIFIED SECTION>

	C341
IF A.1/3 AND A.18g/44.2 THEN R ELSE N/A

	C342
IF A.1/3 AND A.18g/45 THEN R ELSE N/A

	C343
IF A.1/3 AND A.18g/46 THEN R ELSE N/A

	C344
IF A.1/3 AND A.18g/49.1 THEN R ELSE N/A

	C345
IF A.1/3 AND A.18g/49.2 THEN R ELSE N/A

	C346
IF A.1/3 AND A.18g/50.1 THEN R ELSE N/A

	C347
IF A.1/3 AND A.18g/50.2 THEN R ELSE N/A

	C348
IF A.1/3 AND A.18g/51.1 THEN R ELSE N/A

	C349
Void

	C350
IF A.1/3 AND A.18g/52.1 THEN R ELSE N/A

	C351
IF A.1/3 AND A.18g/52.2 THEN R ELSE N/A

	C352
IF A.1/3 AND A.18g/53.1 THEN R ELSE N/A

	C353
IF A.1/3 AND A.18g/53.2 THEN R ELSE N/A

	C354
IF A.1/3 AND A.18g/54 THEN R ELSE N/A

	C355
IF A.1/3 AND A.18h/1 THEN R ELSE N/A

	C356
IF A.1/1 AND A.3/1 THEN R ELSE N/A

	C357
IF (A.1/2 OR A.1/3) AND A.3/1 THEN R ELSE N/A

	C358
IF A.1/1 AND A.3/2 AND A.20/26 THEN R ELSE N/A

	C359
IF A.1/1 AND A.3/3 AND (A.18a/8 OR A.18a/9 OR A.18a/10) THEN R ELSE N/A

	C360
IF (A.1/1 AND A.18c/26) AND (A.1/4 AND A.1/5) THEN R ELSE N/A

	C361
IF A.1/3 AND A.18h/2 THEN R ELSE N/A

	C362
IF A.1/3 AND A.18h/3 THEN R ELSE N/A

	C363
IF A.1/3 AND A.18i/1 THEN R ELSE N/A

	C364
IF A.1/2 OR A.1/3 AND A.20/26 THEN R ELSE N/A

	C365 
IF A.1/1 AND A.2/2 AND A.18a/12 THEN R ELSE N/A

	C366 
IF A.1/1 AND A.18a/12 THEN R ELSE N/A

	C367    IF A.19c/1 OR A.19c/2 THEN R ELSE N/A

	C368    IF A.1/1 AND (A.18a/8 OR A.18a/9 OR A.18a/10) THEN R ELSE N/A 

	C369    IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.18a/8 OR A.18a/9 OR A.18a/10) THEN R ELSE N/A

	C370
Void


<END OF MODIFIED SECTION>
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