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	Reason for change:
(

	1. In MEASUREMENT CONTROL message: AM(Intra-frequency measurement) (1.28Mcps TDD), IE name of ‘Intra-frequency measurement objects list’ is wrong. ’Intra-frequency cell info list’ is the type of IE Intra-frequency measurement objects list
2. in MEASUREMENT CONTROL message: AM(Inter-frequency measurement) (1.28Mcps TDD), IE name of ‘Inter-frequency measurement objects list’ is wrong. ’Intra-frequency cell info list’ is the type of IE Intra-frequency measurement objects list
3. In MEASUREMENT CONTROL message: AM(Inter-frequency measurement) (1.28Mcps TDD), IE structure of ‘Reporting cell status’ is wrong.
4. In MEASUREMENT REPORT message: AM(Intra-frequency measurement) (1.28Mcps TDD), IE structure of ‘Measured results' is wrong.
5. In MEASUREMENT CONTROL message: AM(Intra-frequency measurement) (1.28Mcps TDD), IE name of ‘proposed TGSN reporting required’ is wrong.
6. In MEASUREMENT REPORT message: AM(Inter-frequency measurement) (1.28Mcps TDD), IE value of ‘measurement identity’ is wrong.
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5. modify the name of the IE
6. modify the name of the IE
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Contents of MEASUREMENT CONTROL Message: AM (Intra-frequence measurement) (1.28 Mcps TDD)
	Information Element
	Value/remark

	Message Type
	

	UE information elements
	

	RRC transaction identifier
	Arbitrarily selects an unused integer between 0 to 3

	Integrity check info
	

	        - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement information elements
	

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	        - Measurement Report Transfer Mode
	Acknowledged mode RLC

	        - Periodical Reporting/Event Trigger Reporting Mode
	Periodical reporting

	Additional measurement list
	Not Present

	CHOICE Measurement type
	Intra-frequency measurement

	         - Intra-frequency measurement
	

	            - Intra-frequency measurement objects list
	

	              - CHOICE intra-frequency cell removal
	Not present


Contents of MEASUREMENT CONTROL Message: AM (Inter-frequence measurement) (1.28 Mcps TDD)
	Information Element
	Value/remark

	Message Type
	

	UE information elements
	

	RRC transaction identifier
	Arbitrarily selects an unused integer between 0 to 3

	Integrity check info
	

	        - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement information elements
	

	Measurement Identity
	2 

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	        - Measurement Report Transfer Mode
	Acknowledged mode RLC

	        - Periodical Reporting/Event Trigger Reporting Mode
	Periodical reporting

	Additional measurement list
	Not present  

	CHOICE Measurement type
	Inter-frequency measurement

	         - Inter-frequency measurement
	

	            - Inter-frequency measurement objects list
	

	              - CHOICE inter-frequency cell removal
	Not present


	                  - Reporting cell status
	

	                    - choice reported cell
	Within active set or within virtual active set or of the other RAT

	                     - Maximum number of reporting cells
	1


	Measured Results
	

	       -choice Measurement
	Intra-frequency measured results list

	         - Intra-frequency measured results
	

	          - Cell measured results
	

	           - Cell Identity
	Checked that this IE is present

	           - Cell synchronisation information
	Checked that this IE is absent

	           - CHOICE mode
	TDD

	              - Cell parameters Id
	Different from the Default setting in TS34.108 clause 6.1 (TDD)

	              - Proposed TGSN
	Checked that this IE is absent

	              - Primary CCPCH RSCP
	Checked that this IE is absent

	              - Pathloss 
	Checked that this IE is absent

	              - Timeslot list
	Checked that this IE is absent


In page 560

	          - Intra-frequency reporting quantity
	

	           - Reporting quantities for active set cells
	

	             - Cell synchronisation information reporting indicator
	FALSE

	             - Cell Identity reporting indicator
	TRUE

	             - CHOICE mode
	TDD

	               - Timeslot ISCP reporting indicator
	FALSE

	               - Proposed TGSN reporting required
	FALSE 

	               - Primary CCPCH RSCP reporting indicator
	FALSE

	               - Pathloss reporting indicator
	FALSE


In draft page 565

Contents of MEASUREMENT REPORT message: AM (inter-frequency measurement) (1.28 Mcps TDD)
	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	2
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