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Recommended test case applicability

…

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	…
	…
	…
	…
	…

	8.2.1.1
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success 
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.1.2
	Void
	
	
	

	8.2.1.3
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Unsupported configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.1.4
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.1.5
	Void
	
	
	

	
	
	
	
	

	8.2.1.6
	Void
	
	
	

	
	
	
	
	

	8.2.1.7
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Invalid message reception and invalid configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.1.8
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.9
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH: Success (Cell re-selection)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.10
	RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.11
	RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.12
	RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.13
	RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Physical channel Failure and reversion failure)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.14
	RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.15
	Void
	
	
	

	
	
	
	
	

	8.2.1.16
	RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_FACH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.17
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (Subsequently received )
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.1.18
	RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success (Subsequently received )
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.19
	Void
	
	
	

	
	
	
	
	

	8.2.1.20
	Void
	
	
	

	
	
	
	
	

	8.2.1.21
	Void
	
	
	

	8.2.1.22
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.23
	RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.1.24
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.2.1.25
	Radio Bearer Establishment for transition from CELL_FACH to CELL_FACH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.1.26
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (Transparent mode with ciphering on)
	R99
	C356
	UEs supporting FDD and CS bearer service.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.2.1.27
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (two radio links, start of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.1.28
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (RB mapping for both DL DCH and HS-DSCH in cell without HS-DSCH support)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.1.29
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (Uplink TFCS restriction, start of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.1.30
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, start of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.2.1
	RRC / Radio Bearer Reconfiguration (Hard Handover) from CELL_DCH to CELL_DCH: Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.2.2
	RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Unsupported configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.2.3
	Void
	
	
	

	8.2.2.4
	RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion failure)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.2.5
	Void
	
	
	

	8.2.2.6
	Void
	
	
	

	8.2.2.7
	RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (Continue and stop)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.2.8
	RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.9
	RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Success (Cell re-selection)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.10
	RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.11
	Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.12
	Void
	
	
	

	8.2.2.13
	Void
	
	
	

	8.2.2.14
	Void
	
	
	

	8.2.2.15
	Void
	
	
	

	8.2.2.16
	Void
	
	
	

	8.2.2.17
	RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_FACH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.18
	RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_FACH: Success (Cell re-selection)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.19
	RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (Subsequently received)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.2.20
	RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Success ( Subsequently received )
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.21
	Void
	
	
	

	
	
	
	
	

	8.2.2.22
	Void
	
	
	

	
	
	
	
	

	8.2.2.23
	RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.24
	Void
	
	
	

	
	
	
	
	

	8.2.2.25
	RRC / Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH including modification of previously signalled CELL_DCH configuration
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.26
	RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (Incompatible Simultaneous Reconfiguration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.2.2.27
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.2.2.28
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH (Transport channel type switching with frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.29
	Void
	
	
	

	
	
	
	
	

	8.2.2.30
	Void
	
	
	

	
	
	
	
	

	8.2.2.31
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.32
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_FACH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.33
	Void
	
	
	

	
	
	
	
	

	8.2.2.34
	Radio Bearer Reconfiguration for transition from CELL_FACH to URA_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.2.35
	Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Successful channel switching with multiple PS RABs established
	R99
	C358
	UEs supporting FDD and supporting PS bearer service and secondary PDP context activation.

	
	
	R99
	C364
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service and secondary PDP context activation.

	8.2.2.36
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.2.37
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and from CELL_DCH to CELL_FACH: Success (start and stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.2.38
	Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (with active HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.2.39
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, start and stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.3.1
	RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.3.2
	Void
	
	
	

	8.2.3.3
	Void
	
	
	

	8.2.3.4
	Void
	
	
	

	8.2.3.5
	Void
	
	
	

	8.2.3.6
	Void
	
	
	

	8.2.3.7
	RRC / Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.3.8
	RRC / Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success (Cell re-selection)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.3.9
	RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.3.10
	Void
	
	
	

	8.2.3.11
	RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and successful reversion to old configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.3.12
	Void
	
	
	

	8.2.3.13
	Void
	
	
	

	8.2.3.14
	Void
	
	
	

	8.2.3.15
	RRC / Radio Bearer Release for transition from CELL_FACH to CELL_FACH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.3.16
	RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (Subsequently received)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.3.17
	RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Success (Subsequently received)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.3.18
	RRC / Radio Bearer Release from CELL_DCH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.3.19
	RRC / Radio Bearer Release from CELL_DCH to URA_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.3.20
	RRC / Radio Bearer Release for transition from CELL_DCH to CELL_FACH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	8.2.3.21
	RRC / Radio Bearer Release from CELL_DCH to CELL_PCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	8.2.3.22
	Radio Bearer Release for transition from CELL_FACH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service

	8.2.3.23
	Radio Bearer Release for transition from CELL_FACH to URA_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service

	8.2.3.24
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD

	8.2.3.25
	Radio Bearer Release for transition from CELL_DCH to URA_PCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	8.2.3.26
	Radio Bearer Release for transition from CELL_FACH to CELL_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.3.27
	Radio Bearer Release for transition from CELL_FACH to URA_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.3.28
	Radio Bearer Release for transition from CELL_FACH to CELL_FACH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.3.29
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Associated with signalling connection release during multi call for PS and CS services
	R99
	C228
	UEs supporting FDD and supporting CS bearer service and supporting PS bearer service and supporting Multi call.

	8.2.3.30
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.4.1
	RRC / Transport channel reconfiguration (Timing re- initialised hard handover with transmission rate modification) from CELL_DCH to CELL_DCH (Hard handover to same radio frequency): Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.4.1a
	RRC / Transport channel reconfiguration (Transmission Rate Modification) from CELL_DCH to CELL_DCH of the same cell: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.4.2
	Void
	
	
	

	8.2.4.3
	RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion to old configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.4.4
	RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion failure)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.2.4.5
	Void
	
	
	

	8.2.4.6
	Void
	
	
	

	8.2.4.7
	Void
	
	
	

	
	
	
	
	

	8.2.4.8
	Void
	
	
	

	8.2.4.9
	Void
	
	
	

	
	
	
	
	

	8.2.4.10
	RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.4.11
	Void
	
	
	

	8.2.4.12
	Void
	
	
	

	8.2.4.13
	Void
	
	
	

	8.2.4.14
	Void
	
	
	

	8.2.4.15
	Void
	
	
	

	8.2.4.16
	Void
	
	
	

	8.2.4.17
	Void
	
	
	

	8.2.4.18
	RRC / Transport Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (Subsequently received)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.4.19
	RRC / Transport Channel Reconfiguration from CELL_FACH to CELL_DCH: Success (Subsequently received)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.4.20
	Void
	
	
	

	
	
	
	
	

	8.2.4.21
	Void
	
	
	

	
	
	
	
	

	8.2.4.22
	Void
	
	
	

	8.2.4.23
	Void
	
	
	

	8.2.4.24
	RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Success with uplink transmission rate modification
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.4.25
	RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.4.26
	Void
	
	
	

	8.2.4.27
	Void
	
	
	

	8.2.4.28
	Void
	
	
	

	8.2.4.29
	Transport Channel Reconfiguration for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	8.2.4.30
	Void
	
	
	

	8.2.4.31
	Void
	
	
	

	8.2.4.32
	Void
	
	
	

	8.2.4.33
	Void
	
	
	

	8.2.4.34
	Void
	
	
	

	8.2.4.35
	Void
	
	
	

	8.2.5.1
	Void
	
	
	

	
	
	
	
	

	8.2.5.2
	Void
	
	
	

	8.2.5.3
	Void
	
	
	

	8.2.5.4
	RRC / Transport format combination Control in CELL_DCH: Failure (Invalid message reception and invalid configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.1
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.2
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Failure (Unsupported configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.3
	Void
	
	
	

	8.2.6.4
	Void
	
	
	

	8.2.6.5
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Failure (Incompatible simultaneous reconfiguration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.6
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Failure (Invalid message reception and invalid configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.7
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.8
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success (Cell re-selection)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.9
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.10
	Void
	
	
	

	8.2.6.11
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and successful reversion to old configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.12
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and cell re-selection)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.13
	Void
	
	
	

	8.2.6.14
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Invalid message reception and invalid configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.15
	Void
	
	
	

	
	
	
	
	

	8.2.6.16
	Void
	
	
	

	
	
	
	
	

	8.2.6.17
	RRC / Physical Channel Reconfiguration from CELL_DCH to CELL_DCH (Hard Handover for code modification): Success (Subsequently received)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.18
	RRC / Physical Channel Reconfiguration from CELL_FACH to CELL_DCH: Success ( Subsequently received )
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.19
	RRC / Physical channel from CELL_DCH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.20
	RRC / Physical channel from CELL_DCH to URA_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.21
	RRC / Physical channel reconfiguration for transition from CELL_FACH to URA_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.22
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.23
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing maintain): Success
	R99
	C01
	UEs supporting FDD.

	8.2.6.24
	Void
	
	
	

	8.2.6.25
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.26
	RRC / Physical Channel Reconfiguration from CELL_DCH to CELL_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.27
	RRC / Physical channel reconfiguration from CELL_FACH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.28
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Downlink channelisation code modification): Success
	R99
	C01
	UEs supporting FDD

	8.2.6.29
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Compressed mode initiation): Success
	R99
	C368
	UEs supporting FDD and supporting downlink compressed mode or supporting uplink and downlink compressed mode or supporting uplink compressed mode.

	8.2.6.30
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Modify active set cell): Success
	R99
	C01
	UEs supporting FDD

	8.2.6.31
	RRC / Physical channel reconfiguration transition from CELL_FACH to URA_PCH: Success


	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.32
	RRC / Physical channel reconfiguration for transition from CELL_DCH to URA_PCH (Frequency band modification): Success


	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.33
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.34
	RRC / Physical channel reconfiguration from CELL_FACH to CELL_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.35
	RRC / Physical channel reconfiguration for transition from CELL_FACH to URA_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.36
	Physical channel reconfiguration for transition from CELL_FACH to CELL FACH with frequency band modification
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.37
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised
	R99
	C01
	UEs supporting FDD.

	8.2.6.37a
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised) (1.28 Mcps TDD)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)

	8.2.6.38
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised): Failure (Physical channel failure and reversion to old channel)
	R99
	C01
	UEs supporting FDD.

	8.2.6.39
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change without MAC-hs reset)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.39a
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change without MAC-hs reset)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.39b
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change with MAC-hs reset)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.40
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Two radio links, change of HS-PDSCH configuration)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.41
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, signalling only)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.42
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving HS-DSCH cell change)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.7
	RRC / Physical Shared Channel Allocation [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS

	8.2.8
	RRC / PUSCH capacity request [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS

	8.3.1.1
	RRC / Cell Update: cell reselection in CELL_FACH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.2
	RRC / Cell Update: cell reselection in CELL_PCH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.3
	RRC / Cell Update: periodical cell update in CELL_FACH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.4
	RRC / Cell Update: periodical cell update in CELL_PCH 
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.5
	RRC / Cell Update: UL data transmission in URA_PCH
	R99
	C90
	 UEs supporting FDD and PS domain services and CS domain services.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.6
	RRC / Cell Update: UL data transmission in CELL_PCH
	R99
	C90
	 UEs supporting FDD and PS domain services and CS domain services.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.7
	Void
	
	
	

	8.3.1.8
	Void
	
	
	

	8.3.1.9
	RRC / Cell Update: re-entering of service area after T305 expiry and being out of service area
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.10
	RRC / Cell Update: expiry of T307 after T305 expiry and being out of service area
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.11
	RRC / Cell Update: Success after T302 time-out
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.12
	RRC / Cell Update: Failure (After Maximum Re-transmissions)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.13
	RRC / Cell Update: Reception of Invalid CELL UPDATE CONFIRM message
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.14
	RRC / Cell Update: Incompatible simultaneous reconfiguration
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.15
	RRC / Cell Update: Unrecoverable error in Acknowledged Mode RLC 
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.16
	Void
	
	
	

	8.3.1.17
	RRC / Cell Update: Failure (UTRAN initiate an RRC connection release procedure on CCCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.18
	RRC / Cell Update: Radio Link Failure (T314>0, T315=0), CS RAB established
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.19
	Void
	
	
	

	8.3.1.20
	RRC / Cell Update: Reception of CELL UPDATE CONFIRM Message that causes invalid configuration
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.21
	Cell Update: Cell reselection to cell of another PLMN belonging to the equivalent PLMN list
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.22
	Cell update: Restricted cell reselection to a cell belonging to forbidden LA list (Cell_FACH)
	R99
	C01
	UEs supporting FDD

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.23
	Cell Update: HCS cell reselection in CELL_FACH
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.24
	Cell Update: HCS cell reselection in CELL_PCH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.25
	CELL UPDATE: Radio Link Failure (T314=0, T315=0)
	R99
	C01
	UEs supporting FDD.

	8.3.1.26
	Cell Update: Radio Link Failure (T314>0, T315=0), PS RAB established
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.27
	Cell Update: Radio Link Failure (T314=0, T315>0), CS RAB
	R99
	C01
	UEs supporting FDD.

	8.3.1.28
	Cell Update: Radio Link Failure (T314=0, T315>0), PS RAB
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.29
	Cell Update: Radio Link Failure (T314>0, T315>0), CS RAB
	R99
	C01
	UEs supporting FDD.

	8.3.1.30
	Cell Update: Radio Link Failure (T314>0, T315>0), PS RAB
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.31
	Cell Update: re-entering of service area from URA_PCH after T316 expiry but before T317 expiry
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.32
	Cell Update: Transition from URA_PCH to CELL_DCH, start of HS-DSCH reception
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.2.1
	RRC / URA Update: Change of URA
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.2
	RRC / URA Update: Periodical URA update and Reception of Invalid message
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.3
	Void
	
	
	

	8.3.2.4
	RRC / URA Update: loss of service after expiry of timers T307 after T306
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.5
	RRC / URA Update: Success after Confirmation error of URA-ID list
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.6
	RRC / URA Update: Failure (V303 is greater than N303: Confirmation error of URA-ID list)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.7
	RRC / URA Update: Success after T303 timeout
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.8
	Void
	
	
	

	8.3.2.9
	RRC / URA Update: Failure ( UTRAN initiate an RRC connection release procedure on CCCH )
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.10
	RRC / URA Update: Reception of URA UPDATE CONFIRM message that causes invalid configuration 
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.11
	URA Update: Cell reselection to cell of another PLMN belonging to the equivalent PLMN list
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.12
	Restricted cell reselection to a cell belonging to forbidden LA list (URA_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.13
	URA Update: Change of URA due to HCS Cell Reselection
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	…
	…
	…
	…
	…


	C01
IF A.1/1 THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A

	C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

	C05
IF A.1/1 AND A.1/4 THEN R ELSE N/A

	C06
IF A.1/1 AND A.3/2 THEN R ELSE N/A

	C07
IF A.1/1 AND A.20/27 THEN R ELSE N/A

	C08
Void

	C09
IF A.1/1 AND NOT A.20/3 THEN R ELSE N/A

	C10
IF A.20/4 THEN R ELSE N/A

	C11
IF A.20/5 THEN R ELSE N/A

	C12
IF A.3/2 THEN R ELSE N/A

	C13
IF A.2/1 OR A.2/2 OR A.10/2 THEN R ELSE N/A

	C14
IF A.20/4 OR A.20/5 THEN R ELSE N/A

	C15
Void

	C16
Void

	C17
IF A.3/2 AND A.20/7 THEN R ELSE N/A

	C18
IF A.2/3  THEN R ELSE N/A

	C19
Void

	C20
IF A.2/4 THEN R ELSE N/A

	C21
IF A.20/8 AND A.3/1  THEN R ELSE N/A

	C22
IF A.20/9 AND A.3/1 THEN R ELSE N/A

	C23
IF A.3/1 THEN R ELSE N/A

	C24
IF A.20/11 AND A.3/1 THEN R ELSE N/A

	C25
IF A.20/12 AND A.3/1 THEN R ELSE N/A

	C26
IF A.2/5 THEN R ELSE N/A

	C27
IF A.2/6 THEN R ELSE N/A

	C28
IF A.20/8 AND A.3/2  THEN R ELSE N/A

	C29
IF A.20/9 AND A.3/2 THEN R ELSE N/A

	C30
IF A.3/2 AND A.20/31THEN R ELSE N/A

	C31
IF A.20/11 AND A.20/31 AND A.3/2 THEN R ELSE N/A

	C32
IF A.20/12 AND A.20/31 AND A.3/2 THEN R ELSE N/A

	C33
IF A.20/13 AND A.3/1 THEN R ELSE N/A

	C34
IF A.20/14 AND A.2/4 AND A.3/1 THEN R ELSE N/A

	C35
IF A.20/15 AND A.3/1 THEN R ELSE N/A

	C36
IF A.20/16 AND A.3/1 THEN R ELSE N/A

	C37
IF A.20/13 AND A.3/2 THEN R ELSE N/A

	C38
IF A.20/14 AND A.2/6 THEN R ELSE N/A

	C39
Void

	C40
Void

	C41
IF (NOT A.20/17) AND (NOT A.20/6) AND A.20/5 THEN R ELSE N/A

	C42 
IF A.1/1 AND A.3/2 AND A.20/27 THEN R ELSE N/A

	C43  
Void

	C44  
Void

	C45  
Void

	C46  
IF A.3/2 AND A.20/41 THEN R ELSE N/A

	C47  
Void

	C48  
Void

	C49  
IF A.3/2 AND A.20/7 AND A.20/10 THEN R ELSE N/A

	C50  
IF A.20/37 AND A.1/4 AND (A.1/2 OR A.1/3) THEN R ELSE N/A

	C51  
Void

	C52 
IF (A.1/2 OR A.1/3) AND A.3/2 THEN R ELSE N/A

	C53 
IF (A.1/2 OR A.1/3) AND A.20/27 THEN R ELSE N/A

	C54 
IF (A.1/2 OR A.1/3) AND A.3/2 AND A.20/27 THEN R ELSE N/A

	C55 
Void

	C56 
IF (A.1/2 OR A.1/3) AND A.1/4 THEN R ELSE N/A

	C57 
IF A.1/1 AND A.18c/5a THEN R ELSE N/A

	C58 
IF A.1/1 AND A.18c/7a THEN R ELSE N/A

	C59 
IF ((A.1/2 OR A.1/3) AND A.1/4) AND (A.2/1 OR A.2/2) THEN R ELSE N/A

	C60 
IF ((A.1/2 OR A.1/3) AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C61 
IF A.1/1 AND A.18e/4 AND A.2/7 THEN R ELSE N/A

	C62 
IF A.3/2 AND A.20/7 AND A.20/26 THEN R ELSE N/A

	C63 
IF A.3/2 AND A.20/7 AND A.20/26 AND A.20/41 THEN R ELSE N/A

	C64 
IF A.1/1 AND A.18e/5 THEN R ELSE N/A

	C65 
IF A.1/1 AND A.18f/2 THEN R ELSE N/A

	C66 
IF A.18a/7 THEN R ELSE N/A

	C67 
IF A.18b/6 OR A.18b/9 THEN R ELSE N/A

	C68 
IF A.1/3 AND A.18g/9 THEN R ELSE N/A

	C69 
IF A.1/3 AND A.18g/10 THEN R ELSE N/A

	C70 
IF A.1/3 AND A.18g/11 THEN R ELSE N/A

	C71 
IF A.1/3 AND A.18g/12 THEN R ELSE N/A

	C72 
IF A.1/3 AND A.18g/13.1 THEN R ELSE N/A

	C73 
IF A.1/3 AND A.18g/13.2 THEN R ELSE N/A

	C74 
IF A.1/3 AND A.18g/14.1 THEN R ELSE N/A

	C75 
IF A.1/3 AND A.18g/14.2 THEN R ELSE N/A

	C76 
IF A.1/1 AND A.18c/23a.2 THEN R ELSE N/A

	C77 
IF A.3/2 AND A.20/42 THEN R ELSE N/A

	C78 
IF A.3/3 AND A.20/42 THEN R ELSE N/A

	C79 
IF A.3/2 AND A.20/35 THEN R ELSE N/A

	C80 
void

	C81 
void

	C82 
void

	C83 
void

	C84 
void

	C85 
void

	C86 
void

	C87 
void

	C88
IF A.3/3 THEN R ELSE N/A.

	C89  
IF (A.1/1 AND A.1/4) AND A.3/2 AND A.20/26 THEN R ELSE N/A

	C90 
IF A.1/1 AND A.3/3 THEN R ELSE N/A

	C91 
IF (A.1/2 OR A.1/3) AND A.3/3 THEN R ELSE N/A

	C92 
Void

	C93
IF A.20/29 THEN R ELSE N/A

	C94
IF A.20/29 AND A.20/30 THEN R ELSE N/A

	C95
IF (A.1/1 AND A.1/4) AND A.3/1 THEN R ELSE N/A

	C96
IF A.2/2 THEN R ELSE N/A

	C97
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C98
IF A.3/1 OR A.3/3 THEN R ELSE N/A.

	C99
IF (A.3/1 OR A.3/3) AND A.20/36 THEN R ELSE N/A.

	C100
IF (A.3/1 OR A.3/3) AND A.7/30 THEN R ELSE N/A.

	C101 
IF A.2/3 AND A.2/4  THEN R ELSE N/A

	C102 
IF A.2/5 AND A.2/6  THEN R ELSE N/A

	C103
IF A.3/3 AND (NOT A.20/38 ) THEN R ELSE N/A

	C104 
IF A.20/37 AND A.1/1 THEN R ELSE N/A

	C105
IF A.20/37 AND (A.1/1 AND A.1/4) THEN R ELSE N/A

	C106
IF A.1/1 AND A.2/1 AND A.2/2 THEN R ELSE N/A

	C107
IF A.1/1 AND A.18c/1 THEN R ELSE N/A

	C108
IF A.1/1 AND A.18c/2 THEN R ELSE N/A

	C109
IF A.1/1 AND A.18c/3 THEN R ELSE N/A

	C110
IF A.1/1 AND A.18c/4 THEN R ELSE N/A

	C111
IF A.1/1 AND A.18c/5 THEN R ELSE N/A

	C112
IF A.1/1 AND A.18c/6 THEN R ELSE N/A

	C113
IF A.1/1 AND A.18c/7 THEN R ELSE N/A

	C114
IF A.1/1 AND A.18c/8 THEN R ELSE N/A

	C115
IF A.1/1 AND A.18c/9 THEN R ELSE N/A

	C116
IF A.1/1 AND A.18c/10 THEN R ELSE N/A

	C117
IF A.1/1 AND A.18c/11 THEN R ELSE N/A

	C118
IF A.1/1 AND A.18c/12 THEN R ELSE N/A

	C119
IF A.1/1 AND A.18c/13.1 THEN R ELSE N/A

	C120
IF A.1/1 AND A.18c/13.2 THEN R ELSE N/A

	C121
IF A.1/1 AND A.18c/14.1 THEN R ELSE N/A

	C122
IF A.1/1 AND A.18c/14.2 THEN R ELSE N/A

	C123
IF A.1/1 AND A.18c/15 THEN R ELSE N/A

	C124
IF A.1/1 AND A.18c/16 THEN R ELSE N/A

	C125
IF A.1/1 AND A.18c/17 THEN R ELSE N/A

	C126
IF A.1/1 AND A.18c/18 THEN R ELSE N/A

	C127
IF A.1/1 AND A.18c/19 THEN R ELSE N/A

	C128
Void

	C129
Void

	C130
Void

	C131
IF A.1/1 AND A.18c/23.1 THEN R ELSE N/A

	C132
IF A.1/1 AND A.18c/23.2 THEN R ELSE N/A

	C133
IF A.1/1 AND A.18c/23.3 THEN R ELSE N/A

	C134
IF A.1/1 AND A.18c/23.4 THEN R ELSE N/A

	C135
IF A.1/1 AND A.18c/24.1 THEN R ELSE N/A

	C136
IF A.1/1 AND A.18c/25.1 THEN R ELSE N/A

	C137
IF A.1/1 AND A.18c/25.2 THEN R ELSE N/A

	C138
IF A.1/1 AND A.18c/25.3 THEN R ELSE N/A

	C139
IF A.1/1 AND A.18c/25.4 THEN R ELSE N/A

	C140
IF A.1/1 AND A.18c/26 THEN R ELSE N/A

	C141
IF A.1/1 AND A.18c/27 THEN R ELSE N/A

	C142
IF A.1/1 AND A.18c/28 THEN R ELSE N/A

	C143
IF A.1/1 AND A.18c/29 THEN R ELSE N/A

	C144
IF A.1/1 AND A.18c/30 THEN R ELSE N/A

	C145
IF A.1/1 AND A.18c/31.1 THEN R ELSE N/A

	C146
IF A.1/1 AND A.18c/31.2 THEN R ELSE N/A

	C147
IF A.1/1 AND A.18c/32.1 THEN R ELSE N/A

	C148
IF A.1/1 AND A.18c/32.2 THEN R ELSE N/A

	C149
IF A.1/1 AND A.18c/33.1 THEN R ELSE N/A

	C150
IF A.1/1 AND A.18c/33.2 THEN R ELSE N/A

	C151
IF A.1/1 AND A.18c/34.1 THEN R ELSE N/A

	C152
IF A.1/1 AND A.18c/34.2 THEN R ELSE N/A

	C153
IF A.1/1 AND A.18c/35.1 THEN R ELSE N/A

	C154
IF A.1/1 AND A.18c/35.2 THEN R ELSE N/A

	C155
IF A.1/1 AND A.18c/36.1 THEN R ELSE N/A

	C156
IF A.1/1 AND A.18c/36.2 THEN R ELSE N/A

	C157
IF A.1/1 AND A.18c/37.1 THEN R ELSE N/A

	C158
IF A.1/1 AND A.18c/37.2 THEN R ELSE N/A

	C159
IF A.1/1 AND A.18c/38.1 THEN R ELSE N/A

	C160
IF A.1/1 AND A.18c/38.2 THEN R ELSE N/A

	C161
IF A.1/1 AND A.18c/38.3 THEN R ELSE N/A

	C162
IF A.1/1 AND A.18c/38.4 THEN R ELSE N/A

	C163
IF A.1/1 AND A.18c/39.1 THEN R ELSE N/A

	C164
IF A.1/1 AND A.18c/39.2 THEN R ELSE N/A

	C165
IF A.1/1 AND A.18c/39.3 THEN R ELSE N/A

	C166
IF A.1/1 AND A.18c/39.4 THEN R ELSE N/A

	C167
IF A.1/1 AND A.18c/40 THEN R ELSE N/A

	C168
IF A.1/1 AND A.18c/41 THEN R ELSE N/A

	C169
IF A.1/1 AND A.18c/42.1 THEN R ELSE N/A

	C170
IF A.1/1 AND A.18c/42.2 THEN R ELSE N/A

	C171
IF A.1/1 AND A.18c/43.1 THEN R ELSE N/A

	C172
IF A.1/1 AND A.18c/43.2 THEN R ELSE N/A

	C173
IF A.1/1 AND A.18c/44.1 THEN R ELSE N/A

	C174
IF A.1/1 AND A.18c/44.2 THEN R ELSE N/A

	C175
IF A.1/1 AND A.18c/45 THEN R ELSE N/A

	C176
IF A.1/1 AND A.18c/46 THEN R ELSE N/A

	C177
Void

	C178
Void

	C179
IF A.1/1 AND A.18c/49.1 THEN R ELSE N/A

	C180
IF A.1/1 AND A.18c/49.2 THEN R ELSE N/A

	C181
IF A.1/1 AND A.18c/50.1 THEN R ELSE N/A

	C182
IF A.1/1 AND A.18c/50.2 THEN R ELSE N/A

	C183
IF A.1/1 AND A.18c/51.1 THEN R ELSE N/A

	C184
IF A.1/1 AND A.18c/51.2 THEN R ELSE N/A

	C185
IF A.1/1 AND A.18c/52.1 THEN R ELSE N/A

	C186
IF A.1/1 AND A.18c/52.2 THEN R ELSE N/A

	C187
IF A.1/1 AND A.18c/53.1 THEN R ELSE N/A

	C188
IF A.1/1 AND A.18c/53.2 THEN R ELSE N/A

	C189
IF A.1/1 AND A.18c/54 THEN R ELSE N/A

	C190
Void

	C191
IF A.1/1 AND A.18d/1.1 THEN R ELSE N/A

	C192
IF A.1/1 AND A.18d/1.2 THEN R ELSE N/A

	C193
IF A.1/1 AND A.18d/2.1 THEN R ELSE N/A

	C194
IF A.1/1 AND A.18d/2.2 THEN R ELSE N/A

	C195
IF A.1/1 AND A.18d/3.1 THEN R ELSE N/A

	C196
IF A.1/1 AND A.18d/3.2 THEN R ELSE N/A

	C197
IF A.1/1 AND A.18d/4.1 THEN R ELSE N/A

	C198
IF A.1/1 AND A.18d/4.2 THEN R ELSE N/A

	C199
IF A.1/1 AND A.18d/5.1 THEN R ELSE N/A

	C200
IF A.1/1 AND A.18d/5.2 THEN R ELSE N/A

	C201
IF A.1/1 AND A.18d/6.1 THEN R ELSE N/A

	C202
IF A.1/1 AND A.18d/6.2 THEN R ELSE N/A

	C203
IF A.1/1 AND A.18e/1 THEN R ELSE N/A

	C204
IF A.1/1 AND A.18e/2 THEN R ELSE N/A

	C205
IF A.1/1 AND A.18e/3 THEN R ELSE N/A

	C206
IF A.1/1 AND A.18f/1 THEN R ELSE N/A

	C207
IF A.1/1 AND A.18c/24.2 THEN R ELSE N/A

	C208
IF A.1/2 AND A.2/2 THEN R ELSE N/A

	C209
IF A.20/37 AND A.1/2 THEN R ELSE N/A

	C210
IF A.1/2 AND A.2/1 AND A.2/2 THEN R ELSE N/A

	C211
IF A.3/3 AND A.20/39 THEN R ELSE N/A

	C212
IF A.3/2 AND A.20/40 THEN R ELSE N/A

	C213
IF A.3/2 AND A.19a/1 THEN R ELSE N/A

	C214
IF A.3/2 AND A.19a/1 AND A.19a/3 AND A.19a/4 THEN R ELSE N/A

	C215
IF A.3/2 AND A.19a/1 AND A.19a/2 THEN R ELSE N/A

	C216
IF A.3/2 AND A.2/7 AND A.19b/1 THEN R ELSE N/A

	C217
IF A.3/2 AND A.19b/1 AND A.19b/3 THEN R ELSE N/A

	C218
IF A.3/2 AND A.2/7 AND A.19b/1 AND A.19b/2 THEN R ELSE N/A

	C219 
IF A.3/2 AND A.2/7 THEN R ELSE N/A

	C220
IF A.1/3 AND A.18g/1 THEN R ELSE N/A

	C221
IF A.1/3 AND A.18g/2 THEN R ELSE N/A

	C222
IF A.1/3 AND A.18g/3 THEN R ELSE N/A

	C223
IF A.1/3 AND A.18g/4 THEN R ELSE N/A

	C224
IF A.1/3 AND A.18g/5 THEN R ELSE N/A

	C225
IF A.1/3 AND A.18g/6 THEN R ELSE N/A

	C226
IF A.1/3 AND A.18g/7 THEN R ELSE N/A

	C227
IF A.1/3 AND A.18g/8 THEN R ELSE N/A

	C228
IF A.1/1 AND A.3/3 AND A.7/28 THEN R ELSE N/A

	C291
IF A.1/3 AND A.18g/15 THEN R ELSE N/A

	C292
IF A.1/3 AND A.18g/16 THEN R ELSE N/A

	C293
IF A.1/3 AND A.18g/17 THEN R ELSE N/A

	C294
IF A.1/3 AND A.18g/18 THEN R ELSE N/A

	C295
IF A.1/3 AND A.18g/19 THEN R ELSE N/A

	C296
IF A.1/3 AND A.18g/23.1 THEN R ELSE N/A

	C297
IF A.1/3 AND A.18g/23.2 THEN R ELSE N/A

	C298
IF A.1/3 AND A.18g/23.3 THEN R ELSE N/A

	C299
IF A.1/3 AND A.18g/23.4 THEN R ELSE N/A

	C300
IF A.1/3 AND A.18g/24.1 THEN R ELSE N/A

	C301
IF A.1/3 AND A.18g/24.2 THEN R ELSE N/A

	C302
IF A.1/3 AND A.18g/25.1 THEN R ELSE N/A

	C303
IF A.1/3 AND A.18g/25.2 THEN R ELSE N/A

	C304
IF A.1/3 AND A.18g/25.3 THEN R ELSE N/A

	C305
IF A.1/3 AND A.18g/25.4 THEN R ELSE N/A

	C306
IF A.1/3 AND A.18g/26 THEN R ELSE N/A

	C307
IF A.1/3 AND A.18g/27 THEN R ELSE N/A

	C308
IF A.1/3 AND A.18g/28 THEN R ELSE N/A

	C309
IF A.1/3 AND A.18g/29 THEN R ELSE N/A

	C310
IF A.1/3 AND A.18g/30 THEN R ELSE N/A

	C311
IF A.3/2 AND A.20/26 THEN R ELSE N/A

	C312
IF A.1/3 AND A.18g/31.1 THEN R ELSE N/A

	C313
IF A.1/3 AND A.18g/31.2 THEN R ELSE N/A

	C314
IF A.1/3 AND A.18g/32.1 THEN R ELSE N/A

	C315
IF A.1/3 AND A.18g/32.2 THEN R ELSE N/A

	C316
IF A.1/3 AND A.18g/33.1 THEN R ELSE N/A

	C317
IF A.1/3 AND A.18g/33.2 THEN R ELSE N/A

	C318
IF A.1/3 AND A.18g/34.1 THEN R ELSE N/A

	C319
IF A.1/3 AND A.18g/34.2 THEN R ELSE N/A

	C320
IF A.1/3 AND A.18g/35.1 THEN R ELSE N/A

	C321
IF A.1/3 AND A.18g/35.2 THEN R ELSE N/A

	C322
IF A.1/3 AND A.18g/36.1 THEN R ELSE N/A

	C323
IF A.1/3 AND A.18g/36.2 THEN R ELSE N/A

	C324
IF A.1/3 AND A.18g/37.1 THEN R ELSE N/A

	C325
IF A.1/3 AND A.18g/37.2 THEN R ELSE N/A

	C326
IF A.1/3 AND A.18g/38.1 THEN R ELSE N/A

	C327
IF A.1/3 AND A.18g/38.2 THEN R ELSE N/A

	C328
IF A.1/3 AND A.18g/38.3 THEN R ELSE N/A

	C329
IF A.1/3 AND A.18g/38.4 THEN R ELSE N/A

	C330
IF A.1/3 AND A.18g/39.1 THEN R ELSE N/A

	C331
IF A.1/3 AND A.18g/39.2 THEN R ELSE N/A

	C332
IF A.1/3 AND A.18g/39.3 THEN R ELSE N/A

	C333
IF A.1/3 AND A.18g/39.4 THEN R ELSE N/A

	C334
IF A.1/3 AND A.18g/40 THEN R ELSE N/A

	C335
IF A.1/3 AND A.18g/41 THEN R ELSE N/A

	C336
IF A.1/3 AND A.18g/42.1 THEN R ELSE N/A

	C337
IF A.1/3 AND A.18g/42.2 THEN R ELSE N/A

	C338
IF A.1/3 AND A.18g/43.1 THEN R ELSE N/A

	C339
IF A.1/3 AND A.18g/43.2 THEN R ELSE N/A

	C340
IF A.1/3 AND A.18g/44.1 THEN R ELSE N/A

	C341
IF A.1/3 AND A.18g/44.2 THEN R ELSE N/A

	C342
IF A.1/3 AND A.18g/45 THEN R ELSE N/A

	C343
IF A.1/3 AND A.18g/46 THEN R ELSE N/A

	C344
IF A.1/3 AND A.18g/49.1 THEN R ELSE N/A

	C345
IF A.1/3 AND A.18g/49.2 THEN R ELSE N/A

	C346
IF A.1/3 AND A.18g/50.1 THEN R ELSE N/A

	C347
IF A.1/3 AND A.18g/50.2 THEN R ELSE N/A

	C348
IF A.1/3 AND A.18g/51.1 THEN R ELSE N/A

	C349
Void

	C350
IF A.1/3 AND A.18g/52.1 THEN R ELSE N/A

	C351
IF A.1/3 AND A.18g/52.2 THEN R ELSE N/A

	C352
IF A.1/3 AND A.18g/53.1 THEN R ELSE N/A

	C353
IF A.1/3 AND A.18g/53.2 THEN R ELSE N/A

	C354
IF A.1/3 AND A.18g/54 THEN R ELSE N/A

	C355
IF A.1/3 AND A.18h/1 THEN R ELSE N/A

	C356
IF A.1/1 AND A.3/1 THEN R ELSE N/A

	C357
IF (A.1/2 OR A.1/3) AND A.3/1 THEN R ELSE N/A

	C358
IF A.1/1 AND A.3/2 AND A.20/26 THEN R ELSE N/A

	C359
IF A.1/1 AND A.3/3 AND (A.18a/8 OR A.18a/9 OR A.18a/10) THEN R ELSE N/A

	C360
IF (A.1/1 AND A.18c/26) AND (A.1/4 AND A.1/5) THEN R ELSE N/A

	C361
IF A.1/3 AND A.18h/2 THEN R ELSE N/A

	C362
IF A.1/3 AND A.18h/3 THEN R ELSE N/A

	C363
IF A.1/3 AND A.18i/1 THEN R ELSE N/A

	C364
IF A.1/2 OR A.1/3 AND A.20/26 THEN R ELSE N/A

	C365 
IF A.1/1 AND A.2/2 AND A.18a/12 THEN R ELSE N/A

	C366 
IF A.1/1 AND A.18a/12 THEN R ELSE N/A

	C367    Void

	C368    IF A.1/1 AND (A.18a/8 OR A.18a/9 OR A.18a/10) THEN R ELSE N/A 

	C369    IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.18a/8 OR A.18a/9 OR A.18a/10) THEN R ELSE N/A

	C370
Void

	C371 
IF A.1/1 AND A.18a/13 THEN R ELSE N/A

	C372 
IF A.1/1 AND A.18a/13 AND (A,18c/7 OR A.18c/10) THEN R ELSE N/A

	C373 
IF C374 THEN O ELSE (IF A.1/1 AND A.18a/13 AND A.18g/1 THEN R ELSE N/A)

	C374 
IF A.1/1 AND A.18a/13 AND A.18g/2 THEN R ELSE N/A
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