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Introduction

This document provides a summary of CRs to support 3.84 Mcps TDD to be presented in T1 meeting#23. 

This summary will be presented in agenda point 8.8.12. Those companies interested are asked to review in detail offline. If no objections are received before the last day of T1 meeting this group of CRs will be approved.

TS 34.123-1
	T1-040658
	CR to 34.123-1 Section 8.4.1.24: Add HCR TDD content of Inter-frequency measurement for event 2A
	

	T1-040659
	CR to 34.123-1 Section 8.4.1.25: Add HCR TDD content of Inter-frequency measurement for event 2B and 2E
	

	T1-040660
	CR to 34.123-1 Section 8.4.1.26: Add HCR TDD content of Inter-frequency measurement for event 2D and 2F
	

	T1-040661
	CR to 34.123-1 Section 8.4.1.37: Add HCR TDD content for UE internal measurement, event 6c
	

	T1-040662
	CR to 34.123-1 Section 8.4.1.38: Add HCR TDD content for UE internal measurement, event 6d
	

	T1-040663
	CR to 34.123-1 Section 8.4.1.39: Add HCR TDD content for UE internal measurement, event 6e
	

	T1-040664
	CR to 34.123-1 Section 8.4.1.45: Adding of new test cases for events 1G for HCR TDD
	

	T1-040666
	CR to 34.123-1 Section 18.2(new section for this): Tests for HCR TDD RAB combinations
	


Important note

These CRs form a set to be approved, or not, together. The last is a significant change that adds all the single service test cases for 3.84Mcps (HCR).
 
Contents
· 1.
 #’s 658 through 664 represent changes to add 3.84Mcps (HCR) to these tests

· 2. #666 represents the tests that correspond to the 3.84Mcps (HCR) combination RABs added to 34.108.  Only the single service RAB tests are being added by this CR, future CRs will add the rest.
Consequences of non-approval
· 1.
Some tests need 3.84Mcps (HCR) TDD specific functions added to be able to test them. 

· 2.
Test coverage for 3.84Mcps (HCR) TDD UE capability classifications is incomplete.  RAB tests need to be added to verify 3.84Mcps (HCR) TDD capabilities. 
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