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8.1.2.9
RRC Connection Establishment: Success after Physical channel failure and Failure after Invalid configuration
8.1.2.9.1
Definition

8.1.2.9.2 
Conformance requirement

If the UE failed to establish, per TS 25.331 subclause 8.5.4, the physical channel(s) indicated in the RRC CONNECTION SETUP message.

After having received an RRC CONNECTION SETUP message with the value of the IE "Initial UE identity" equal to the value of the variable INITIAL_UE_IDENTITY.

Before the RRC CONNECTION SETUP COMPLETE message is delivered to lower layers for transmission,

the UE shall:

1>
clear the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
check the value of V300, and:

2>
if V300 is equal to or smaller than N300:

3>
set CFN in relation to SFN of current cell according to TS 25.331 subclause 8.5.15;

3>
set the IEs in the RRC CONNECTION REQUEST message according to TS 25.331 subclause 8.1.3.3;

3>
perform the mapping of the Access Class to an Access Service Class as specified in TS 25.331 subclause 8.5.13, and apply the given Access Service Class when accessing the RACH;

3>
submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink CCCH;

3>
increment counter V300; and

3>
restart timer T300 when the MAC layer indicates success or failure in transmitting the message.

2>
if V300 is greater than N300:

…

If the UE receives an RRC CONNECTION SETUP message which contains an IE "Initial UE identity" with a value which is identical to the value of the variable INITIAL_UE_IDENTITY; and

the variable INVALID_CONFIGURATION becomes set to TRUE due to the received RRC CONNECTION SETUP message:

the UE shall:

1>
clear the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS and proceed as below;

1>
if V300 is equal to or smaller than N300:

2>
set the variable PROTOCOL_ERROR_INDICATOR to TRUE;

2>
set the IEs in the RRC CONNECTION REQUEST message according to TS 25.331 subclause 8.1.3.3;

2>
perform the mapping of the Access Class to an Access Service Class as specified in TS 25.331 subclause 8.5.13; and

2>
apply the given Access Service Class when accessing the RACH;

2>
submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink CCCH;

2>
increment counter V300; and

2>
restart timer T300 when the MAC layer indicates success or failure in transmitting the message.

1>
if V300 is greater than N300:

…

Reference 

3GPP TS 25.331 clause 8.1.3.
8.1.2.9.3 
Test purpose

1.
To confirm that the UE retries to establish the RRC connection until V300 is greater than N300 when a physical channel failure occurs because SS does not configure the physical channel that is specified in the transmitted RRC CONNECTION SETUP message. 
2.
To confirm that the UE retries to establish the RRC connection until V300 is greater than N300 when the transmitted RRC CONNECTION SETUP message causes invalid configuration in the UE. 
8.1.2.9.4 
Method of test

Initial Condition

System Simulator: 1 cell

UE: Idle state (state 2 or state 3 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE
Test Procedure

Before the test starts,SYSTEM INFORMATION BLOCK TYPE 1 is modified and this modification is notified to the UE.  An internal counter K in SS is initialised to a value = 0. Following this, the UE shall transmit an RRC CONNECTION REQUEST message to the SS on the uplink CCCH, after the operator attempts to make an outgoing call. SS increments K every time such a message is received. Then, SS shall send a RRC CONNECTION SETUP message that contains an invalid configuration. UE shall then send RRC CONNECTION REQUEST message to SS again. This cycle is repeated until K reaches N300+1. When K is equal to N300+1, the SS again transmits an RRC CONNECTION SETUP message including an invalid configuration. Upon receiving this message the UE shall not send another RRC CONNECTION REQUEST message.

Next the SS re-initialises the internal counter K to value = 0, after which the operator attempts to make another outgoing call. Following this, the UE shall transmit an RRC CONNECTION REQUEST message to the SS on the uplink CCCH. SS increments K every time such a message is received. SS transmits an RRC CONNECTION SETUP message to make the UE configure the physical channel in order to communicate on the DCCH but SS does not configure the physical channel. Then the UE detects the physical channel failure and transmits an RRC CONNECTION REQUEST message. This cycle is repeated until K reaches N300+1. When K is equal to N300+1, the SS transmits the RRC CONNECTION SETUP message and configures the physical channel. The UE shall detect "in-sync" from physical layer and then acknowledge the establishment of RRC connection by sending the RRC CONNECTION SETUP COMPLETE message on uplink DCCH.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0
	  (
	PAGING TYPE 1
	SS transmits the paging message which comprises IE "BCCH Modification Information", with the "Value Tag" different from the "MIB Value Tag" of the current Master Information Block. Also the modification time is set to 2048 radio frames from the current SFN. SS continuously broadcast the same MASTER INFORMATION BLOCK and various types of SYSTEM INFORMATION BLOCK on BCCH. See specific message contents.

	0a
	(
	MASTER INFORMATION BLOCK
SYSTEM INFORMATION BLOCK TYPE 1


	SS starts to transmit the MIB with the "MIB Value Tag" IE different from the original setting.

At the same time, SS starts to transmit the affected SIB TYPE 1 messages. See specific message contents.

	1
	
	
	SS initialises counter K to 0. Operator is asked to make an outgoing call and SS starts to wait for RRC CONNECTION REQUEST on uplink CCCH.

	2
	(
	RRC CONNECTION REQUEST
	See specific message contents.

	2a
	
	
	SS increments K by 1 for every RRC CONNECTION REQUEST message received in step 2

	2b
	(
	RRC CONNECTION SETUP
	See specific message contents.

	3
	
	
	SS checks to see if K is equal to N300+1. If so, goes to step 3a. Else, continues to execute step 2.

	3a
	
	
	SS waits to verify that the UE does not send any further RRC connection REQUEST message

	3b
	
	
	SS re-initialises counter K to 0. Operator is asked to make another outgoing call and SS starts to wait for RRC CONNECTION REQUEST on uplink CCCH.

	3c
	(
	RRC CONNECTION REQUEST
	See specific message contents.

	3d
	
	
	SS increments K by 1 for every RRC CONNECTION REQUEST message received in step 3c

	3e
	
	
	SS checks to see if K is equal to N300+1. If so, goes to step 6. Else, continues to execute step 4

	4
	(
	RRC CONNECTION SETUP
	Use the default message with the same message sub-type specified in clause 9 in TS 34.108. SS does not configure the physical channel.

	5
	
	
	The next step is step 3c.

	6
	(
	RRC CONNECTION SETUP
	Use the default message with the same message sub-type specified in clause 9 in TS 34.108. SS configures the physical channel.

	7
	
	
	The UE configures the layer 1 and layer 2.

	8
	(
	RRC CONNECTION SETUP COMPLETE
	Use the default message with the same message sub-type specified in clause 9 in TS 34.108.


Specific Message Contents

SYSTEM INFORMATION TYPE 1 (Step 1a)

Use the default parameter values for the system information block with the same type specified in clause 6.1.0b of TS 34.108, with the following exceptions:

	- UE Timers and constants in idle mode
	

	 -T300
	2000 milliseconds 

	 -N300
	3

	 -T312
	10 seconds

	 - N312
	1


RRC CONNECTION REQUEST (Step 2 & step 3c, K=0) 
The same message sub-type found in clause 9 of TS 34.108 applies, with the following exceptions:

	Information Element
	Value/remark

	Initial UE identity
	Same as the IMSI stored in the TEST USIM card, or the registered TMSI or P-TMSI

	Establishment Cause
	Originating Interactive Call or Originating Background Call or Originating Streaming Call or Originating Conversational Call


RRC CONNECTION REQUEST (Step 2 & step 3c, K>0) 
The same message sub-type found in clause 9 of TS 34.108 applies, with the following exceptions:

	Information Element
	Value/remark

	Initial UE identity
	Same as the IMSI stored in the TEST USIM card, or the registered TMSI or P-TMSI

	Establishment Cause
	Originating Interactive Call or Originating Background Call or Originating Streaming Call or Originating Conversational Call

	Protocol error indicator
	Not Checked


RRC CONNECTION SETUP (Step 2b) 
Use the same message sub-type found in clause 9 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	RRC State Indicator


	CELL_DCH



	Uplink DPCH info
	Not present


8.1.2.9.5
Test requirement

After step 3a the UE shall not send any further RRC CONNECTION REQUEST message.

After step 8 the UE shall transmit an RRC CONNECTION SETUP COMPLETE message and establish an RRC connection.
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