3GPP TSGT #23                                                                                  Tdoc T1-040696
Beijing, China, 10th  – 14th MAY 2004
Title:
Verification results of Package 2 test cases - V
Source:
Motorola

Agenda Item:
8.10.4
Document for:
Information

1 Introduction

This document list 3 more Package 2 test cases verified using ETSI TTCN Week 4 release. This is in addition to the 74 Package 2 test cases reported verified in document T1S-030153, T1S-030592 and T1S-031477. Thus a total of 77 Package 2 test cases have been verified to date. Essential corrections to the ETSI Week 4 ATS are listed in clause 3.
2 Verification Status Summary

The following Package 2 test cases have been verified using our A835 UMTS mobile and a commercially available System Simulator.

	Area
	Clause
	Title

	MAC
	
	

	7.1.3.X
	7.1.3.1
	Priority handling between data flows of one UE

	
	
	

	RRC
	
	

	8.3.x
	8.3.1.31
	Cell Update: re-entering of service area from URA_PCH after T316 expiry but before T317 expiry

	
	
	

	RAB
	
	

	14.2.X
	14.2.31.1
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI

	
	
	


3 Corrections to ETSI MCC TTCN Week 4
3.1 General Corrections 
3.1.1 Delay needs to be added

	Test Step
	ts_C4_CheckCellPCH

	ER Number
	ER1551

	Reason for change
	In the test step ts_C4_CheckCellPCH, Row 12 is needed to put the delay of 500 ms after sending the RRC Connection Release Message on CCCH and before restart releasing the NW. Some time UE wont receive the message.

	Summary of change
	Added 500 ms delay


3.1.2 Wrong Message Type

	Constraint
	cr_AuthAndCiphRsp2

	ER Number
	ER1567

	Reason for change
	The message type in AUTHENTICATIONANDCIPHERINGRESPONSE message shall be '13'O instead of '12'O in cr_AuthAndCiphRsp2. 24.008 clause 10.4

	Summary of change
	Correct message type used


3.2 Corrections specific to test case 8.2.4.4
3.2.1 Delay needs to be added

	Test case
	tc_8_2_4_4

	ER Number
	ER1554

	Reason for change
	After Row 21, a delay of 500 ms is added.

REASON: After sending the Cell Update Cnf msg and before starting the NW reconfiguration delay is needed otrherwise UE will not receive the Cell Update Cnf Message.

	Summary of change
	Added 500 ms delay


3.2.2 Missing DPCH offset value.

	Test case
	tc_8_2_4_4

	ER Number
	ER1555

	Reason for change
	At row 45 , the constraint defaultDPCH_OffsetValue is used as 0 instead of OMIT , as when UE moves from FACH to DCH and there is a Hard Handover in progress the DPCH Offset  must be present in the DL Common Information.Here RL parameters of RB setup for FACH to PS DCH shall be used.

	Summary of change
	Corrected DPCH offset value


3.3 Corrections specific to test case 8.4.1.7
3.3.1 Wrong  TCV used

	Test case
	tc_8_4_1_7

	ER Number
	ER1622

	Reason for change
	Use  tcv_MIB_CellA in place of  tcv_MIB, as tcv_MIB will be over written in next step.

	Summary of change
	Used tcv_MIB_CellA


3.3.2 Delay needs to be added

	Test case
	tc_8_4_1_7

	ER Number
	ER1624

	Reason for change
	Add a delay of 500 seconds before calling SS Configuration step to allow transmission of RB config message from SS

	Summary of change
	Added delay


3.3.3 Wrong test step being called

	Test case
	tc_8_4_1_7

	ER Number
	ER1625

	Reason for change
	use step 67step ts_HO_ReconfFACH_ToFACH is called in place of ts_SS_Reconfig_DedicatedCh.

	Summary of change
	Used correct test step


3.3.4 Incorrect constraint being called

	Test case
	tc_8_4_1_7

	ER Number
	ER1623

	Reason for change
	Use constraint cbs_108_RB_ReconfigFACH_ToDCH  instead of cas_RB_Reconfigure as the existing constraint is not correctly coded.

	Summary of change
	Used cbs_108_RB_ReconfigFACH_ToDCH  


3.4 Corrections specific to test case 12.4.2.2
3.4.1 Wrong value of P-TMSI signature expected

	Test case
	tc_12_4_2_2

	ER Number
	ER1559

	Reason for change
	prose step 9, expects P-TMSI Signature to be included in the Routing Area Update message as it was assigned in previous attach procedure. But TTCN expects it as Omit.

	Summary of change
	Expecting correct P-TMSI Signature 


4 Conclusion

ETSI MCC has accepted the above changes and our understanding is that these changes shall be incorporated in the next release.
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