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5.11
Spurious Emissions

5.11.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329.

The requirements and this test apply to all types of UTRA for the FDD UE.

5.11.2
Minimum Requirements

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.

Table 5.11.1a: General spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm


Table 5.11.1b: Additional spurious emissions requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	925 MHz  935 MHz f 
	100 kHz
	-67 dBm (see note)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note)

	
	1805 MHz  1880 MHz f 
	100 kHz
	-71 dBm (see note)

	
	1893.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	II
	-
	-
	-

	III
	925 MHz 935 MHz f 
	100 kHz
	-67 dBm (see note)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note)

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	VI
	875 MHz  f  885 MHz
	3.84 MHz
	-60 dBm

	
	1893.5 MHz  f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	NOTE:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted for each UARFCN used in the measurement


The normative reference for this requirement is TS 25.101 [23] clause 6.6.3.1.

5.11.3
Test purpose

To verify that the UE spurious emissions do not exceed described value shown in table 5.11.1a and table 5.11.1b.

Excess spurious emissions increase the interference to other systems.
5.11.4
Method of test

5.11.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.8.

2)
A call is set up according to the Generic call setup procedure.

3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.11.4.2
Procedure

1)
Set and send continuously Up power control commands to the UE until the UE output power shall be maximum level.

2)
Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

5.11.5
Test requirements

The measured average power of spurious emission, derived in step 2), shall not exceed the described value in tables 5.11.2a and 5.11.2b.

These requirements are only applicable for frequencies, which are greater than 12,5 MHz away from the UE centre carrier frequency.
Table 5.11.2a: General spurious emissions test requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm


Table 5.11.2b: Additional spurious emissions test requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	925 MHz  935 MHz f 
	100 kHz
	-67 dBm (see note)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note)

	
	1805 MHz  1880 MHz f 
	100 kHz
	-71 dBm (see note)

	
	1893.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	II
	-
	-
	-

	III
	925 MHz 935 MHz f 
	100 kHz
	-67 dBm (see note)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note)

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	VI
	875 MHz  f  885 MHz
	3.84 MHz
	-60 dBm

	
	1893.5 MHz  f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm


	NOTE:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted for each UARFCN used in the measurement


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
{Unchanged Sections are snipped here}

6.8
Spurious Emissions

6.8.1
Definition and applicability

The spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the UE antenna connector.

The requirements and this test apply to all types of UTRA for the FDD UE.

6.8.2
Minimum Requirements

The power of any narrow band CW spurious emission shall not exceed the maximum level specified in table 6.8.1 and table 6.8.2.
Table 6.8.1: General receiver spurious emission requirements

	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	30 MHz ( f < 1 GHz
	100 kHz
	-57 dBm
	

	1 GHz ( f ( 12,75 GHz
	1 MHz
	-47 dBm
	


Table 6.8.2: Additional receiver spurious emission requirements

	Operating band
	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	I
	1 920 MHz ( f ( 1 980 MHz
	3,84 MHz
	-60 dBm
	UE transmit band in

URA_PCH, Cell_PCH and idle state

	
	2 110 MHz ( f ( 2 170 MHz
	3,84 MHz
	-60 dBm
	UE receive band

	II
	1850 MHz ( f ( 1910 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	III
	1710 MHz ( f ( 1785 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in

URA_PCH, Cell_PCH and idle state

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	VI
	830 MHz ( f ( 840 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	875 MHz ( f ( 885 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	


The reference for this requirement is TS 25.101 [1] clause 7.9.1.

6.8.3
Test purpose

To verify that the UE spurious emission meets the specifications described in clause 6.8.2.

Excess spurious emissions increase the interference to other systems.

6.8.4
Method of test

6.8.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect a spectrum analyzer (or other suitable test equipment) to the UE antenna connector as shown in figure A.8.

2)
RF parameters are setup according to table E.3.2.2.

3)
A call is set up according to the setup procedure specified in TS34.108 [3] sub clause 7.3.3, with the following exceptions for information elements in System Information Block type3.

	Information Element
	Value/Remark

	- Cell selection and re-selection info
	

	  - CHOICE mode
	FDD

	   - Sintrasearch
	0 dB

	   - Sintersearch
	0 dB

	   - RAT List
	This parameter is configurable

	     - Ssearch,RAT
	0 dB

	   - Maximum allowed UL TX power
	Power level where Pcompensation=0


NOTE:
The setup procedure (3) sets the UE into the CELL_FACH state. With this state and the SS level (2) it is ensured that UE continuously monitors the S-CCPCH and no cell reselections are performed [see 3GPP TS 25.304, clauses 5.2.3.and 5.2.6]. No transmission of the UE will interfere the measurement.

6.8.4.2
Procedure

1)
Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

6.8.5
Test requirements

The all measured spurious emissions, derived in step 1), shall not exceed the maximum level specified in table 6.8.3 and table 6.8.4.

Table 6.8.3: General receiver spurious emission requirements

	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	30 MHz ( f < 1 GHz
	100 kHz
	-57 dBm
	

	1 GHz ( f ( 12,75 GHz
	1 MHz
	-47 dBm
	


Table 6.8.4: Additional receiver spurious emission requirements

	Operating Band
	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	I
	1 920 MHz ( f ( 1 980 MHz
	3,84 MHz
	-60 dBm
	UE transmit band in

URA_PCH, Cell_PCH and idle state

	
	2 110 MHz ( f ( 2 170 MHz
	3,84 MHz
	-60 dBm
	UE receive band

	II
	1850 MHz ( f ( 1910 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	III
	1710 MHz ( f ( 1785 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in

URA_PCH, Cell_PCH and idle state

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	VI
	830 MHz ( f ( 840 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in

URA_PCH, Cell_PCH and idle state

	
	875 MHz ( f ( 885 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
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