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The following CRs were approved by TSG-G3 #19 relating to test specification 51.010-1. These CRs may also be of interest to TSG-T1 as there is a possibility that similar changes may be needed to GERAN test specifications.

From TSG G3#19:

	Spec
	CR
	Rev
	Phase
	Subject
	Version-Current
	Version-New
	Doc-1st-Level
	Test case
	Status-1st-Level

	51.010-1
	2098
	-
	Rel-5
	Change of Pb power parameter
	5.7.0
	
	GP-040579
	40
	Approved

	51.010-1
	2100
	-
	Rel-5
	New NITZ Test cases
	5.7.0
	
	GP-040581
	44.2.9
	Approved

	51.010-1
	2106
	1
	Rel-5
	Correction to Expected sequence of Test procedure 1.
	5.7.0
	
	GP-041124
	44.2.3.2.5
	Approved

	51.010-1
	2124
	-
	Rel-5
	Correction to test case 45.5.1
	5.7.0
	
	GP-040609
	45.5.1
	Approved

	51.010-1
	2125
	-
	Rel-5
	Correction to section 40.5 (Test PDP contexts)
	5.7.0
	
	GP-040610
	40.5
	Approved

	51.010-1
	2127
	-
	Rel-5
	Combined routing area updating / MS in CS operation at change of RA
	5.7.0
	
	GP-040612
	44.2.3.2.2
	Approved

	51.010-1
	2134
	-
	Rel-5
	New NITZ Test case
	5.7.0
	
	GP-040637
	26.7.6
	Approved

	51.010-1
	2148
	1
	Rel-5
	Setting Force to Standby in Routing Area Accept.
	5.7.0
	
	GP-041179
	44.2.3.1.4
	Approved

	51.010-1
	2149
	-
	Rel-5
	The GERAN #17 CR GP-032364 is not reflected in 51.010-1.
	5.7.0
	
	GP-040660
	44.2.3.1.7
	Approved

	51.010-1
	2150
	1
	Rel-5
	Setting Force to Standby in Routing Area Accept.
	5.7.0
	
	GP-041180
	44.2.3.3.1, 44.2.3.3.2, 44.2.3.3.4
	Approved

	51.010-1
	2169
	-
	Rel-5
	Correction to test case 44.2.3.1.2, deactivation of cell A
	5.7.0
	
	GP-040691
	44.2.3.1.2
	Approved

	51.010-1
	2171
	-
	Rel-5
	New test case for Intersystem Change and Integrity Protection
	5.7.0
	
	GP-040693
	60.10
	Approved

	51.010-1
	2172
	1
	Rel-5
	Corrections and improvements on section 60.x
	5.7.0
	
	GP-041171
	60.2, 60.3
	Approved

	51.010-1
	2178
	-
	Rel-5
	Check for no further CP_DATA_ACK missing in Expected sequence
	5.7.0
	
	GP-040741
	34.4.1
	Approved

	51.010-1
	2179
	-
	Rel-5
	Incorrect naming of timer TC1M
	5.7.0
	
	GP-040742
	34.4.6
	Approved

	51.010-1
	2180
	-
	Rel-5
	Conformance requirements and Initial conditions corrections
	5.7.0
	
	GP-040743
	34.4.7
	Approved

	51.010-1
	2181
	1
	Rel-5
	Conformance requirement for CP Error Handling updated and test corrected
	5.7.0
	
	GP-041187
	34.4.8.1
	Approved

	51.010-1
	2204
	-
	Rel-5
	Section 44.2.3.3.3 Value of TMSI status IE to be re-added.
	5.7.0
	
	GP-040767
	44.2.3.3.3
	Approved

	51.010-1
	2217
	-
	Rel-5
	Section 40 Specification of Rel 4 default conditions
	5.7.0
	
	GP-040780
	40
	Approved

	51.010-1
	2231
	-
	Rel-5
	Changing wait time in step 2 of the Expected Sequence for clause 26.8.1.2.2.3 - Outgoing call / U0.1 MM connection pending / lower layer failure
	5.7.0
	
	GP-040904
	26.8.1.2.2.3
	Approved

	51.010-1
	2237
	-
	Rel-5
	Default contents of System Information Type 6 and DTM Information
	5.7.0
	
	GP-040910
	40.2.4.36, 40.2.4.37
	Approved

	51.010-1
	2282
	-
	Rel-5
	GPRS Detach / Accepted/ IMSI Detach
	5.7.0
	
	GP-041061
	44.2.2.1.7
	Approved


These CRs are included with this liaison statement.





































3GPP


