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8.6.1.1
Event triggered reporting in AWGN propagation conditions

....

8.6.1.1.4.2
Procedure

1.
The RF parameters are set up according to T1.

2.
The UE is switched on.

3.
A call is set up according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.3.

4.
SS shall transmit a MEASUREMENT CONTROL message.

5.
After 5 seconds from the beginning of T1, the SS shall switch the power settings from T1 to T2.

6.
UE shall transmit a MEASUREMENT REPORT message triggered by event 1A. The measurement reporting delay from the beginning of T2 shall be less than 880 ms. If the UE fails to report the event within the required delay, then a failure is recorded. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

7.
After 5 seconds from the beginning of T2, the SS shall switch the power settings from T2 to T3.

8.
UE shall transmit a MEASUREMENT REPORT message triggered by event 1B. The measurement reporting delay from the beginning of T3 shall be less than 280 ms. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

9.
After 5 seconds from the beginning of T3, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

10.
Repeat steps 1-9 according to Annex F.6.2 Table 6.2.8.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message:

Information Element/Group name
Value/Remark

Message Type (10.2.17)


UE information elements


-RRC transaction identifier
0

-Integrity check info
Not Present

Measurement Information elements


-Measurement Identity
1

-Measurement Command (10.3.7.46)
Modify

-Measurement Reporting Mode (10.3.7.49)


 -Measurement Report Transfer Mode
AM RLC

 -Periodical Reporting / Event Trigger Reporting Mode
Event trigger

-Additional measurements list (10.3.7.1)
Not Present

-CHOICE Measurement type
Intra-frequency measurement

 -Intra-frequency measurement (10.3.7.36)


  -Intra-frequency measurement objects list (10.3.7.33)
Not Present

  -Intra-frequency measurement quantity (10.3.7.38)


   -Filter coefficient (10.3.7.9)
0

   -CHOICE mode
FDD

   -Measurement quantity
CPICH_Ec/N0

  -Intra-frequency reporting quantity (10.3.7.41)


   -Reporting quantities for active set cells (10.3.7.5)


    -SFN-SFN observed time difference reporting indicator
No report

    -Cell synchronisation information reporting indicator
TRUE (Note 1)

    -Cell Identity reporting indicator
TRUE

    -CHOICE mode
FDD

     -CPICH Ec/N0 reporting indicator
TRUE

     -CPICH RSCP reporting indicator
TRUE

     -Pathloss reporting indicator
TRUE

   -Reporting quantities for monitored set cells (10.3.7.5)


    -SFN-SFN observed time difference reporting indicator
No report

    -Cell synchronisation information reporting indicator
TRUE (Note 1)

    -Cell Identity reporting indicator
TRUE

    -CHOICE mode
FDD

     -CPICH Ec/N0 reporting indicator
TRUE

     -CPICH RSCP reporting indicator
TRUE

     -Pathloss reporting indicator
TRUE

   -Reporting quantities for detected set cells (10.3.7.5)
Not Present

  -Reporting cell status (10.3.7.61)
Not Present

  -Measurement validity (10.3.7.51)
Not Present

  -CHOICE report criteria
Intra-frequency measurement reporting criteria

   -Intra-frequency measurement reporting criteria (10.3.7.39)


    -Parameters required for each event
2

     -Intra-frequency event identity
Event 1A

     -Triggering condition 2
Monitored set cells

     -Reporting Range Constant
3 dB

     -Cells forbidden to affect Reporting Range
Not Present

     -CHOICE mode
Not Present

      -Primary CPICH info (10.3.6.60)
Not Present

     -W
1.0

     -Hysteresis
0 dB

     -Threshold used frequency
Not Present

     -Reporting deactivation threshold
0

     -Replacement activation threshold
Not Present

     -Time to trigger
0 ms

     -Amount of reporting
Not present

     -Reporting interval
0 ms (Note 2)

     -Reporting cell status
Not Present

     -Intra-frequency event identity
Event 1B

     -Triggering condition 1
Active set cells and monitored set cells

     -Reporting Range Constant
3 dB

     -Cells forbidden to affect Reporting Range
Not Present

     -CHOICE mode
Not Present

      -Primary CPICH info (10.3.6.60)
Not Present

     -W
1.0

     -Hysteresis
0 dB

     -Threshold used frequency
Not Present

     -Reporting deactivation threshold
Not Present

     -Replacement activation threshold
Not Present

     -Time to trigger
0 ms

     -Amount of reporting
Not Present

     -Reporting interval
0 ms (note 2)

     -Reporting cell status
Not Present

Physical channel information elements


-DPCH compressed mode status info (10.3.6.34)
Not Present

Note 1: 
The SFN-CFN observed time difference is calculated from the OFF and Tm parameters contained in the IE "Cell synchronisation information ", TS 25.331, clause 10.3.7.6. According to TS 25.331, 8.6.7.7, this IE is included in MEASUREMENT REPORT if IE "Cell synchronisation information reporting indicator" in IE "Cell reporting quantities" TS 25.331, clause 10.3.7.5 is set to TRUE in MEASUREMENT CONTROL.

Note 2: 
Reporting interval = 0 ms means no periodical reporting

…….

8.6.1.3
Event triggered reporting of two detectable neighbours in AWGN propagation condition

….

8.6.1.3.4.2
Procedure

1)
The RF parameters are set up according to T1.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.3.

4)
SS shall transmit a MEASUREMENT CONTROL message.

5)
After 10 seconds from the beginning T1, the SS shall switch the power settings from T1 to T2.

6)
UE shall transmit a MEASUREMENT REPORT message for Cell 2 triggered by event 1A. The measurement reporting delay from the beginning of T2 shall be less than 880 ms. If the UE fails to report the event within the required delay, then a failure is recorded. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

7)
After 10 seconds from the beginning T2, the SS shall switch the power settings from T2 to T3.

8)
UE shall transmit a MEASUREMENT REPORT message for Cell 3 triggered by event 1A. The measurement reporting delay from the beginning of T3 shall be less than 280 ms. If the UE fails to report the event within the required delay, then a failure is recorded. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

9)
After 10 seconds from the beginning T3, the SS shall switch the power settings from T3 to T4.

10)
UE shall transmit a MEASUREMENT REPORT message for Cell 2 triggered by event 1B. The measurement reporting delay from the beginning of T4 shall be less than 280 ms. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

11)
After 10 seconds, the UE is switched off.

12)
Repeat steps 1-11  until the confidence level according to annex F.6.2 is achieved.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message:

Information Element/Group name
Value/Remark

Message Type (10.2.17)


UE information elements


-RRC transaction identifier
0

-Integrity check info
Not Present

Measurement Information elements


-Measurement Identity
1

-Measurement Command (10.3.7.46)
Modify

-Measurement Reporting Mode (10.3.7.49)


 -Measurement Report Transfer Mode
AM RLC

 -Periodical Reporting / Event Trigger Reporting Mode
Event trigger

-Additional measurements list (10.3.7.1)
Not Present

-CHOICE Measurement type
Intra-frequency measurement

 -Intra-frequency measurement (10.3.7.36)


  -Intra-frequency measurement objects list (10.3.7.33)
Not Present

  -Intra-frequency measurement quantity (10.3.7.38)


   -Filter coefficient (10.3.7.9)
0

   -CHOICE mode
FDD

   -Measurement quantity
CPICH_Ec/N0

  -Intra-frequency reporting quantity (10.3.7.41)


   -Reporting quantities for active set cells (10.3.7.5)


    -SFN-SFN observed time difference reporting indicator
No report

    -Cell synchronisation information reporting indicator
TRUE (Note 1)

    -Cell Identity reporting indicator
TRUE

    -CHOICE mode
FDD

     -CPICH Ec/N0 reporting indicator
TRUE

     -CPICH RSCP reporting indicator
TRUE

     -Pathloss reporting indicator
TRUE

   -Reporting quantities for monitored set cells (10.3.7.5)


    -SFN-SFN observed time difference reporting indicator
No report

    -Cell synchronisation information reporting indicator
TRUE (Note 1)

    -Cell Identity reporting indicator
TRUE

    -CHOICE mode
FDD

     -CPICH Ec/N0 reporting indicator
TRUE

     -CPICH RSCP reporting indicator
TRUE

     -Pathloss reporting indicator
TRUE

   -Reporting quantities for detected set cells (10.3.7.5)
Not Present

  -Reporting cell status (10.3.7.61)
Not Present

  -Measurement validity (10.3.7.51)
Not Present

  -CHOICE report criteria
Intra-frequency measurement reporting criteria

   -Intra-frequency measurement reporting criteria (10.3.7.39)


    -Parameters required for each event
2

     -Intra-frequency event identity
Event 1A

     -Triggering condition 2
Monitored set cells

     -Reporting Range Constant
3 dB

     -Cells forbidden to affect Reporting Range
Not Present

     -CHOICE mode
Not Present

      -Primary CPICH info (10.3.6.60)
Not Present

     -W
1.0

     -Hysteresis
0 dB

     -Threshold used frequency
Not Present

     -Reporting deactivation threshold
0

     -Replacement activation threshold
Not Present

     -Time to trigger
0 ms

     -Amount of reporting
Not present

     -Reporting interval
0 ms (Note 2)

     -Reporting cell status
Not Present

     -Intra-frequency event identity
Event 1B

     -Triggering condition 1
Active set cells and monitored set cells

     -Reporting Range Constant
3 dB

     -Cells forbidden to affect Reporting Range
Not Present

     -CHOICE mode
Not Present

      -Primary CPICH info (10.3.6.60)
Not Present

     -W
1.0

     -Hysteresis
0 dB

     -Threshold used frequency
Not Present

     -Reporting deactivation threshold
Not Present

     -Replacement activation threshold
Not Present

     -Time to trigger
0 ms

     -Amount of reporting
Not Present

     -Reporting interval
0 ms (Note 2)

     -Reporting cell status
Not Present

Physical channel information elements


-DPCH compressed mode status info (10.3.6.34)
Not Present

NOTE 1: 
The SFN-CFN observed time difference is calculated from the OFF and Tm parameters contained in the IE "Cell synchronisation information ", TS 25.331, clause 10.3.7.6. According to TS 25.331, 8.6.7.7, this IE is included in MEASUREMENT REPORT if IE "Cell synchronisation information reporting indicator" in IE "Cell reporting quantities" TS 25.331, clause 10.3.7.5 is set to TRUE in MEASUREMENT CONTROL.

NOTE 2: 
Reporting interval = 0 ms means no periodical reporting.

……

8.6.1.4
Correct reporting of neighbours in fading propagation condition

….

8.6.1.4.4.2
Procedure

1)
The RF parameters are set up according to T1.

2)
The UE is switched on.

3)
A call is set up in AWGN conditions, according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.3. 

4)
SS shall transmit a MEASUREMENT CONTROL message.

5)
5 seconds after step4 has completed, the fading simulator is switched on, configured with the settings described in the tables above at the beginning of T1.

6)
UE shall start transmitting MEASUREMENT REPORT messages triggered by event 1A.

7)
SS shall count the reports. The number of received event 1A reports shall be less than 60. If the SS fails to receive less than 60 event 1A reports, then then a failure is recorded. If the SS receives number of event 1A reports within the required limit, the number of succesfull tests is increased by one.

8)
After 200 seconds from the beginning of T1, the SS shall switch the power settings from T1 to T2.

9)
UE shall start transmitting MEASUREMENT REPORT messages triggered by event 1B.

10)
During the first 1s of time period T2 no event reports shall be counted.

11)
After the first 1s SS shall start counting the reports. The number of received event 1B reports shall be less than 60. If the SS receives number of event 1B reports within the required limit, the number of succesfull tests is increased by one.

12)
After 201 seconds from the beginning of T2, the UE is switched off.

13)
Repeat steps 1-12  until the confidence level according to annex F.6.2 is achieved.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message:

Information Element/Group name
Value/Remark

Message Type (10.2.17)


UE information elements


-RRC transaction identifier
0

-Integrity check info
Not Present

Measurement Information elements


-Measurement Identity
1

-Measurement Command (10.3.7.46)
Modify

-Measurement Reporting Mode (10.3.7.49)


 -Measurement Report Transfer Mode
AM RLC

 -Periodical Reporting / Event Trigger Reporting Mode
Event trigger

-Additional measurements list (10.3.7.1)
Not Present

-CHOICE Measurement type
Intra-frequency measurement

 -Intra-frequency measurement (10.3.7.36)


  -Intra-frequency measurement objects list (10.3.7.33)
Not Present

  -Intra-frequency measurement quantity (10.3.7.38)


   -Filter coefficient (10.3.7.9)
0

   -CHOICE mode
FDD

   -Measurement quantity
CPICH_Ec/N0

  -Intra-frequency reporting quantity (10.3.7.41)


   -Reporting quantities for active set cells (10.3.7.5)


    -SFN-SFN observed time difference reporting indicator
No report

    -Cell synchronisation information reporting indicator
TRUE (Note 1)

    -Cell Identity reporting indicator
TRUE

    -CHOICE mode
FDD

     -CPICH Ec/N0 reporting indicator
TRUE

     -CPICH RSCP reporting indicator
TRUE

     -Pathloss reporting indicator
TRUE

   -Reporting quantities for monitored set cells (10.3.7.5)


    -SFN-SFN observed time difference reporting indicator
No report

    -Cell synchronisation information reporting indicator
TRUE (Note 1)

    -Cell Identity reporting indicator
TRUE

    -CHOICE mode
FDD

     -CPICH Ec/N0 reporting indicator
TRUE

     -CPICH RSCP reporting indicator
TRUE

     -Pathloss reporting indicator
TRUE

   -Reporting quantities for detected set cells (10.3.7.5)
Not Present

  -Reporting cell status (10.3.7.61)
Not Present

  -Measurement validity (10.3.7.51)
Not Present

  -CHOICE report criteria
Intra-frequency measurement reporting criteria

   -Intra-frequency measurement reporting criteria (10.3.7.39)


    -Parameters required for each event
2

     -Intra-frequency event identity
Event 1A

     -Triggering condition 2
Active set cells and monitored set cells

     -Reporting Range Constant
0 dB

     -Cells forbidden to affect Reporting Range
Not Present

     -CHOICE mode
Not Present

      -Primary CPICH info (10.3.6.60)
Not Present

     -W
1.0

     -Hysteresis
0 dB

     -Threshold used frequency
Not Present

     -Reporting deactivation threshold
0

     -Replacement activation threshold
Not Present

     -Time to trigger
120 ms

     -Amount of reporting
Not present

     -Reporting interval
0 ms (Note 2)

     -Reporting cell status
Not Present

     -Intra-frequency event identity
Event 1B

     -Triggering condition 1
Active set cells and monitored set cells

     -Reporting Range Constant
0 dB

     -Cells forbidden to affect Reporting Range
Not Present

     -CHOICE mode
Not Present

      -Primary CPICH info (10.3.6.60)
Not Present

     -W
1.0

     -Hysteresis
0 dB

     -Threshold used frequency
Not Present

     -Reporting deactivation threshold
Not Present

     -Replacement activation threshold
Not Present

     -Time to trigger
120 ms

     -Amount of reporting
Not Present

     -Reporting interval
0 ms (Note 2)

     -Reporting cell status
Not Present

Physical channel information elements


-DPCH compressed mode status info (10.3.6.34)
Not Present

Note 1: 
The SFN-CFN observed time difference is calculated from the OFF and Tm parameters contained in the IE "Cell synchronisation information ", TS 25.331, clause 10.3.7.6. According to TS 25.331, 8.6.7.7, this IE is included in MEASUREMENT REPORT if IE "Cell synchronisation information reporting indicator" in IE "Cell reporting quantities" TS 25.331, clause 10.3.7.5 is set to TRUE in MEASUREMENT CONTROL.

Note 2: 
Reporting interval = 0 ms means no periodical reporting
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