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8.3.1
FDD/FDD Soft Handover

8.3.1.1
Definition and applicability

The active set update delay of the UE is defined as the time from the end of the last TTI containing an RRC message implying soft handover to the switch off of the old downlink DPCH. 
The requirements and this test apply to the FDD UE.

8.3.1.2
Minimum requirement


The active set update delay is defined as the time from when the UE has received the ACTIVE SET UPDATE message from UTRAN, or at the time stated through the activation time when to perform the active set update, to the time when the UE successfully uses the set of radio links stated in that message for power control. 

The active set update delay is depending on the number of known cells referred to in the ACTIVE SET UPDATE message. A cell is known if either or both of the following conditions are true:

-
the UE has had radio links connected to the cell in the previous (old) active set.

-
the cell has been measured by the UE during the last 5 seconds and the SFN of the cell has been decoded by the UE.
And the phase reference is the primary CPICH.

The active set update delay shall be less than 50+10*KC+100*OC ms, where


KC is the number of known cells in the active set update message.


OC is the number of cells that are not known in the active set update message.

If the UE have radio links in the active set that it can not use for data detection (due to low signal level), the UE shall at least every 150 ms search for the radio link.
The normative reference for this requirement is TS 25.133 [2] clauses 5.1.2 and A.5.1.1. The active set update delay shall be less than 60 ms in CELL_DCH state when using test parameters as given in table 8.3.1.1.1.
8.3.1.3
Test purpose

To verify that the UE meets the minimum requirement.

8.3.1.4
Method of test

8.3.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
The test parameters are given in table 8.3.1.1.1 and 8.3.1.1.2 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A shall be used, and that CPICH Ec/Io and SFN-CFN observed time difference shall be reported together with Event 1A. The test consists of six successive time periods, with a time duration of T1, T2, T3, T4, T5 and T6 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.


Table 8.3.1.1.1: General test parameters for Soft handover
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL and UL Reference Measurement Channel 12.2 kbps
	As specified in clause C.3.1 and C.2.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	Reporting range
	dB
	3
	Applicable for event 1A and 1B

	Hysteresis
	dB
	0
	

	W
	
	1
	Applicable for event 1A and 1B

	Reporting deactivation threshold
	
	0
	Applicable for event 1A

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	T1
	s
	5
	

	T2
	s
	3
	

	T3
	s
	0.5
	

	T4
	ms
	60
	This is the requirement on active set update delay, see clause 8.3.1.2, where KC=1 and OC=0.

	T5
	s
	10
	

	T6
	s
	2
	


Table 8.3.1.1.2: Cell specific test parameters for Soft handover
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T5
	T6
	T1 
	T2
	T3
	T4
	T5
	T6

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	Note1
	Note1
	Note1
	N/A
	N/A
	N/A
	N/A
	Note3
	Note1
	Note1

	OCNS
	
	Note2
	Note2
	Note2
	-0.94
	-0.94
	-0.94
	-0.94
	Note2
	Note2
	Note2
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	dB
	0
	2.91
	2.91
	2.91
	2.91
	-Inf
	2.91
	2.91
	2.91
	2.91
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-14
	-14
	-14
	-14
	-Inf
	-14
	-14
	-14
	-14

	Propagation Condition 
	
	AWGN

	Relative delay of paths received from cell 2 with respect to cell 1
	chips
	{-148 … 148} 
Note 4

	Note 1: The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior
Note 3: The DPCH level is controlled by the power control loop. The initial power shall be set equal to the DPCH_Ec/Ior of Cell 1 at the end of T2.

Note 4:
The relative delay of the path from cell 2 with respect to cell 1 shall always be within (148 chip.


8.3.1.4.2
Procedure

1)
The RF parameters are set up according to T1 in table 8.3.1.1.3.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4 without Compressed mode parameters.


4)
SS shall transmit a MEASUREMENT CONTROL message.

5)
5 seconds after step4 has completed, the SS shall switch the power settings from T1 to T2.

6)
UE shall transmit a MEASUREMENT REPORT message triggered by event 1A containing the CFN-SFN observed time difference between cell 1 and cell 2.

7)
At the beginning of T3 the downlink DPCH of cell 2 shall be activated.
8)
SS shall send an ACTIVE SET UPDATE message with activation time "now ", adding cell 2 to the active set. The ACTIVE SET UPDATE message shall be sent to the UE so that the whole message is available at the UE at the beginning of T4.
9)
At the beginning of T5 the DPCH from cell 1 shall be switched off.
10)
The UE downlink BLER shall be measured during time period T6. 
11)
5 seconds after step10 has completed, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

12)
 BLER is measured during concatenated time periods T6.Repeat step 1-11 until the confidence level for BLER is achieved.  This is defined in annex F.6.1.10 

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message (step 4):

	Information Element/Group name
	Value/Remark

	Message Type (10.2.17)
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	Not Present

	Measurement Information elements
	

	-Measurement Identity
	1

	-Measurement Command (10.3.7.46)
	Modify

	-Measurement Reporting Mode (10.3.7.49)
	

	 -Measurement Report Transfer Mode
	AM RLC

	 -Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	-Additional measurements list (10.3.7.1)
	Not Present

	-CHOICE Measurement type
	Intra-frequency measurement

	 -Intra-frequency measurement (10.3.7.36)
	

	  -Intra-frequency measurement objects list (10.3.7.33)
	Not Present

	  -Intra-frequency measurement quantity (10.3.7.38)
	

	   -Filter coefficient (10.3.7.9)
	0

	   -CHOICE mode
	FDD

	   -Measurement quantity
	CPICH_Ec/N0

	  -Intra-frequency reporting quantity (10.3.7.41)
	

	   -Reporting quantities for active set cells (10.3.7.5)
	

	    -SFN-SFN observed time difference reporting indicator
	No report

	    -Cell synchronisation information reporting indicator
	TRUE (Note 1)

	    -Cell Identity reporting indicator
	TRUE

	    -CHOICE mode
	FDD

	     -CPICH Ec/N0 reporting indicator
	TRUE

	     -CPICH RSCP reporting indicator
	TRUE

	     -Pathloss reporting indicator
	TRUE

	   -Reporting quantities for monitored set cells (10.3.7.5)
	

	    -SFN-SFN observed time difference reporting indicator
	No report

	    -Cell synchronisation information reporting indicator
	TRUE (Note 1)

	    -Cell Identity reporting indicator
	TRUE

	    -CHOICE mode
	FDD

	     -CPICH Ec/N0 reporting indicator
	TRUE

	     -CPICH RSCP reporting indicator
	TRUE

	     -Pathloss reporting indicator
	TRUE

	   -Reporting quantities for detected set cells (10.3.7.5)
	Not Present

	  -Reporting cell status (10.3.7.61)
	Not Present

	  -Measurement validity (10.3.7.51)
	Not Present

	  -CHOICE report criteria
	Intra-frequency measurement reporting criteria

	   -Intra-frequency measurement reporting criteria (10.3.7.39)
	

	    -Parameters required for each event
	2

	     -Intra-frequency event identity
	Event 1A

	     -Triggering condition 2
	Active set cells and monitored set cells

	     -Reporting Range Constant
	3 dB

	     -Cells forbidden to affect Reporting Range
	Not Present

	     -W
	1.0

	     -Hysteresis
	0 dB

	     -Threshold used frequency
	Not Present

	     -Reporting deactivation threshold
	0

	     -Replacement activation threshold
	Not Present

	     -Time to trigger
	0 ms

	     -Amount of reporting
	Infinity

	     -Reporting interval
	0 ms (Note 2)

	     -Reporting cell status
	Not Present

	     -Intra-frequency event identity
	Event 1B

	     -Triggering condition 1
	Active set cells and monitored set cells

	     -Reporting Range Constant
	3 dB

	     -Cells forbidden to affect Reporting Range
	Not Present

	     -W
	1.0

	     -Hysteresis
	0 dB

	     -Threshold used frequency
	Not Present

	     -Reporting deactivation threshold
	Not Present

	     -Replacement activation threshold
	Not Present

	     -Time to trigger
	0 ms

	     -Amount of reporting
	Not Present

	     -Reporting interval
	Not Present

	     -Reporting cell status
	Not Present

	Physical channel information elements
	

	-DPCH compressed mode status info (10.3.6.34)
	Not Present

	Note 1: 
The SFN-CFN observed time difference is calculated from the OFF and Tm parameters contained in the IE "Cell synchronisation information ", TS 25.331, clause 10.3.7.6. According to TS 25.331, 8.6.7.7, this IE is included in MEASUREMENT REPORT if IE "Cell synchronisation information reporting indicator" in IE "Cell reporting quantities" TS 25.331, clause 10.3.7.5 is set to TRUE in MEASUREMENT CONTROL.

Note 2: 
Reporting interval = 0 ms means no periodical reporting


ACTIVE SET UPDATE message (step 8):

	Information Element/Group name
	Type and reference
	Value/Remark

	Message Type
	Message Type
	

	UE information elements
	
	

	RRC transaction identifier
	RRC transaction identifier 10.3.3.36
	0

	Integrity check info
	Integrity check info 10.3.3.16
	Not Present

	Integrity protection mode info
	Integrity protection mode info 10.3.3.19
	Not Present

	Ciphering mode info
	Ciphering mode info 10.3.3.5
	Not Present

	Activation time
	Activation time 10.3.3.1
	"now".

	New U-RNTI
	U-RNTI 10.3.3.47
	Not Present

	CN information elements
	
	

	CN Information info
	CN Information info 10.3.1.3
	Not Present

	Phy CH information elements
	
	

	Uplink radio resources
	
	

	Maximum allowed UL TX power
	Maximum allowed UL TX power 10.3.6.39
	33 dBm

	Downlink radio resources
	
	

	Radio link addition information
	
	Radio link addition information required for each RL to add

	>Radio link addition information
	Radio link addition information 10.3.6.68
	

	Radio link removal information
	
	Radio link removal information required for each RL to remove

	>Radio link removal information
	Radio link removal information 10.3.6.69
	Not Present

	TX Diversity Mode
	TX Diversity Mode 10.3.6.86
	None

	SSDT information
	SSDT information 10.3.6.77
	Not Present


Radio link addition information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Value/Remark

	Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	Same as defined in cell2

	Downlink DPCH info for each RL
	MP
	
	Downlink DPCH info for each RL 10.3.6.21
	See below

	TFCI combining indicator
	MP
	
	TFCI combining indicator 10.3.6.81
	FALSE

	SCCPCH Information for FACH
	OP
	
	SCCPCH Information for FACH

10.3.6.70
	Not Present


Downlink DPCH info for each RL
	Information Element/Group name
	Type and reference
	Value/Remark

	CHOICE mode
	
	

	>FDD
	
	

	>>Primary CPICH usage for channel estimation
	Primary CPICH usage for channel estimation 10.3.6.62
	Primary CPICH may be used

	>>DPCH frame offset
	Integer(0..38144 by step of 256)
	This should be reflected by the IE" Cell synchronisation information" in received MEASUREMENT REPORT message

	>>Secondary CPICH info
	Secondary CPICH info 10.3.6.73
	Not Present

	>>DL channelisation code
	
	

	>>>Secondary scrambling code
	Secondary scrambling code 10.3.6.74
	Not Present

	>>>Spreading factor
	Integer(4, 8, 16, 32, 64, 128, 256, 512)
	128.

	>>>Code number
	Integer(0..Spreading factor - 1)
	96

	>>>Scrambling code change 
	Enumerated (code change, no code change)
	No code change

	>>TPC combination index
	TPC combination index 10.3.6.85
	0

	>>SSDT Cell Identity
	SSDT Cell Identity 10.3.6.76
	Not Present

	>>Closed loop timing adjustment mode
	Integer(1, 2)
	Not Present



8.3.1.5
Test requirements

Table 8.3.1.1.3: Cell specific test parameters for Soft handover
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T5
	T6
	T1 
	T2
	T3
	T4
	T5
	T6

	CPICH_Ec/Ior
	dB
	-9.3
	-9.3

	PCCPCH_Ec/Ior
	dB
	-11.3
	-11.3

	SCH_Ec/Ior
	dB
	-11.3
	-11.3

	PICH_Ec/Ior
	dB
	-14.3
	-14.3

	DPCH_Ec/Ior
	dB
	Note1
	Note1
	Note1
	N/A
	N/A
	N/A
	N/A
	Note3
	Note1
	Note1

	OCNS
	
	Note2
	Note2
	Note2
	-1.13
	-1.13
	-1.13
	-1.13
	Note2
	Note2
	Note2
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	dB
	0
	2.91
	2.91
	2.91
	2.91
	-Inf
	2.91
	2.91
	2.91
	2.91
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-12.3
	-13.3
	-13.3
	-13.3
	-13.3
	-Inf
	-13.3
	-13.3
	-13.3
	-13.3

	Propagation Condition 
	
	AWGN

	Relative delay of paths received from cell 2 with respect to cell 1
	chips
	{-147.5 … 147.5} 
Note 4

	Note 1: The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior
Note 3: The DPCH level is controlled by the power control loop. The initial power shall be set equal to the DPCH_Ec/Ior of Cell 1 at the end of T2.

Note 4:
The relative delay of the path from cell 2 with respect to cell 1 shall always be within –147.5 … 147.5 chip.


The average measured quality on the DTCH of the UE downlink during T6 shall be BLER =0.01(30%. (The final BLER shall be achieved by integrating over a number of repetitions of procedure step 10). 

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

F.1.5
Requirements for support of RRM

Table F.1.5: Maximum Test System Uncertainty for Radio Resource Management Tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	8.2 Idle Mode Tasks
	
	

	8.2.2 Cell Re-Selection
	
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
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During T2:


[image: image10.wmf]or

I

(1)


±0.7 dB


[image: image11.wmf]or

I

(2, 3, 4, 5, 6) relative to 
[image: image12.wmf]or

I

(1)
±0.3 dB
	

	
	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(2) at T1 and the relative uncertainty of Ior(1, 3, 4, 5, 6), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(1) at T2 and the relative uncertainty of Ior(2, 3, 4, 5, 6), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
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Channel 1 during T1:
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Channel 1 during T2:
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Channel 2 during T1 and T2:
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Channel 2 during T1:
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Channel 2 during T2:
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	Assumptions:

a) to e): Same as for the one-frequency test 8.2.2.1.

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(3, 4), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(2) and the relative uncertainty of Ior(5, 6), are uncorrelated to each other.

g) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

h) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.2.2.1 Scenario 1: Single carrier case
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	0.1 dB uncertainty in CPICH_Ec ratio

0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

	8.2.2.2 Scenario 2: Multi carrier case
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 based on power meter measurement after the combiner

0.3 dB uncertainty in Ioc1/Ioc2 based on power meter measurement after the combiner

Overall error for the CPICH_Ec/Io is the sum of the 
[image: image38.wmf]oc

or

I

I

ˆ

 ratio error and the CPICH_Ec/Ior ratio. 

The absolute error of the AWGN is specified as 1.0 dB.

	8.2.3 UTRAN to GSM Cell Re-Selection
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
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	0.1 dB uncertainty in CPICH_Ec ratio

0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.3 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.2.3.2 Scenario 2: Only UTRA level changed
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	Same as 8.2.3.1

	8.2.4 FDD/TDD cell re-selection
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	Same as 8.2.2.2

	8.3 UTRAN Connected Mode Mobility
	
	

	8.3.1 FDD/FDD Soft Handover
	During T1 and T2/T3/T4/T5/T6:
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Relative delay of paths received from cell 2 with respect to cell 1:    ±0.5 chips
During T1:

Already covered above

During T2/T3/T4/T5/T6:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.
b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.
c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).
d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).
e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.
An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.2 FDD/FDD Hard Handover 
	
	

	8.3.2.1 Handover to intra-frequency cell
	During T1 and T2 / T3:
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During T1:

Already covered above

During T2 / T3:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.2.2 Handover to inter-frequency cell
	Channel 1 during T1 and T2 / T3:
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Channel 2 during T1 and T2 / T3:
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Channel 2 during T1:

Already covered above

Channel 2 during T2 / T3:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.3 FDD/TDD Handover
	TBD
	

	8.3.4 Inter-system Handover from UTRAN FDD to GSM
	TBD
	

	8.3.5 Cell Re-selection in CELL_FACH
	
	

	8.3.5.1 One frequency present in the neighbour list
	During T1 and T2:
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During T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(2) at T1 and the relative uncertainty of Ior(1, 3, 4, 5, 6), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(1) at T2 and the relative uncertainty of Ior(2, 3, 4, 5, 6), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.5.2 Two frequencies present in the neighbour list
	Channel 1 during T1 and T2:
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Channel 1 during T1:
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Channel 1 during T2:
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Channel 2 during T1 and T2:
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Channel 2 during T1:
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Channel 2 during T2:
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	Assumptions:

a) to e): Same as for the one-frequency test 8.3.5.1.

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(3, 4), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(2) and the relative uncertainty of Ior(5, 6), are uncorrelated to each other.

g) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

h) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions is recorded in 3GPP TR 34 902 [24]. 

	8.3.5.3 Cell Re-selection to GSM
	TBD
	

	8.3.6 Cell Re-selection in CELL_PCH
	
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2
	Same as 8.2.2.2

	8.3.7 Cell Re-selection in URA_PCH
	
	

	8.3.7.1 One frequency present in the neighbour list
	Same as 8.2.2.1
	Same as 8.2.2.1

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2
	Same as 8.2.2.2

	8.4 RRC Connection Control
	
	

	8.4.1 RRC Re-establishment delay
	TBD
	

	8.4.2 Random Access
	Settings.
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Measurements: 

Power difference. ( 1dB

Maximum Power: same as 5.5.2
	0.1 dB uncertainty in AICH_Ec ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error  is the sum of the 
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 ratio error and the AICH_Ec/Ior ratio. 

The absolute error of the AWGN is specified as 1.0 dB

Power difference:

Assume symmetric meas error (1.0 dB  comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error.

Maximum Power:

Assume asymmetric meas error -1.0 dB / 0.7 dB comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error, and +0.7 dB for upper limit

	8.4.3 Transport format combination selection in UE
	TBD
	

	8.5 Timing and Signalling Characteristics
	
	

	8.5.1 UE Transmit Timing
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±0.1 dB
	0.1 dB uncertainty in DPCH_Ec ratio

0.3 dB uncertainty in Ior1/Ior2 based on power meter measurement after the combiner

The absolute error of the Ior is specified as 1.0 dB.

	8.6 UE Measurements Procedures
	
	

	8.6.1 FDD intra frequency measurements
	
	

	8.6.1.1 Event triggered reporting in AWGN propagation conditions
	TBD
	

	8.6.1.2 Event triggered reporting of multiple neighbours in AWGN propagation condition
	TBD
	

	8.6.1.3 Event triggered reporting of two detectable neighbours in AWGN propagation condition
	TBD
	

	8.6.1.4 Correct reporting of neighbours in fading propagation condition
	TBD
	

	8.6.2 FDD inter frequency measurements
	
	

	8.6.2.1 Correct reporting of neighbours in AWGN propagation condition
	TBD
	

	8.6.2.2 Correct reporting of neighbours in Fading propagation condition
	TBD
	

	8.6.3 TDD measurements
	
	

	8.6.3.1Correct reporting of TDD neighbours in AWGN propagation condition
	TBD
	

	8.6.4 GSM Measurement
	TBD
	

	8.7 Measurements Performance Requirements
	
	

	8.7.1 CPICH RSCP
	
	

	8.7.1.1 Intra frequency measurements accuracy
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	Same as 8.2.2.1

	8.7.1.2 Inter frequency measurement accuracy
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	Same as 8.2.2.2

	8.7.2 CPICH Ec/Io
	
	

	8.7.2.1 Intra frequency measurements accuracy
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	Same as 8.2.2.1

	8.7.2.2 Inter frequency measurement accuracy
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	Same as 8.2.2.2

	8.7.3 UTRA Carrier RSSI
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	0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

0.3 dB uncertainty in Ioc1/Ioc2 based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB

	8.7.3A GSM Carrier RSSI
	TBD
	

	8.7.3C UE Transmitted power
	Mean power measurement 0,7 dB
	Downlink parameters are unimportant.

	8.7.4 SFN-CFN observed time difference
	TBD
	

	8.7.5 SFN-SFN observed time difference
	TBD
	

	8.7.6 UE Rx-Tx time difference
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Rx-Tx Timing Accuracy


[±0.5 chip]


	0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.



	8.7.8 P-CCPCH RSCP
	TBD
	


F.1.6
Performance requirement (HSDPA)

Table F.1.6: Maximum Test System Uncertainty for Performance Requirements (HSDPA)

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	9.2.1 Single Link Performance
	
[image: image121.wmf]oc

or

I

I

ˆ




±0.3 dB


[image: image122.wmf]oc

I




±1.0 dB


[image: image123.wmf]or

c

I

E



               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

The absolute error of the AWGN Ioc is not important for any tests in clause 9 but is specified as 1.0 dB.

	9.3.1 AWGN propagation conditions
	 No test system uncertainty applied
	


F.2
Test Tolerances (This clause is informative)

The Test Tolerances defined in this clause have been used to relax the Minimum Requirements in the present document to derive the Test Requirements.

The Test Tolerances are derived from Test System uncertainties, regulatory requirements and criticality to system performance. As a result, the Test Tolerances may sometimes be set to zero.

The test tolerances should not be modified for any reason e.g. to take account of commonly known test system errors (such as mismatch, cable loss, etc.).

F.2.1
Transmitter

Table F.2.1: Test Tolerances for transmitter tests.

	Clause
	Test Tolerance

	5.2 Maximum Output Power
	0.7 dB 

	5.3 Frequency error
	10 Hz 

	5.4.1 Open loop power control in uplink
	1.0 dB

	5.4.2 Inner loop power control in the uplink - One step
	0.1 dB (1 dB and 0 dB step)

0.15 dB (2 dB step)

0.2 dB (3 dB step)

	5.4.2 Inner loop power control in the uplink - seven and ten steps
	0.3 dB

	5.4.3 Minimum Output Power
	1.0 dB 

	5.4.4 Out-of-synchronisation handling of output power: 
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	0.4 dB

	5.4.4 Out-of-synchronisation handling of output power: transmit ON/OFF time
	0 ms 

	5.5.1 Transmit OFF power
	1.0 dB 

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	On power +0.7 dB / -1.0 dB

Off power TT [ ] dB

	5.6 Change of TFC: power control step size
	0.3 dB

	5.7 Power setting in uplink compressed mode:-
UE output power
	See subset of 5.4.2

	5.8 Occupied Bandwidth
	0 kHz 

	5.9 Spectrum emission mask 
	1.5 dB (0 dB for additional requirements for Band II)

	5.10 ACLR
	0.8 dB for ratio

0.0 dB for absolute power

	5.11 Spurious emissions
	0 dB

	5.12 Transmit Intermodulation
	0 dB

	5.13.1 Transmit modulation: EVM
	0%

	5.13.2 Transmit modulation: peak code domain error
	1.0 dB 

	5.13.4 PRACH preamble quality (EVM)
	0%

	5.13.4 PRACH preamble quality (Frequency error)
	10 Hz


F.2.2
Receiver

Table F.2.2: Test Tolerances for receiver tests.

	Clause
	Test Tolerance

	6.2 Reference sensitivity level
	0.7 dB 

	6.3 Maximum input level:


	0.7 dB  for Ior

	6.4 Adjacent channel selectivity


	0 dB 

	6.5 Blocking characteristics


	0 dB 

	6.6 Spurious Response
	0 dB 

	6.7 Intermodulation Characteristics


	0 dB 

	6.8 Spurious emissions
	0 dB 


F.2.3
Performance requirements

Table F.2.3: Test Tolerances for Performance Requirements.

	Clause
	Test Tolerance

	7.2 Demodulation in Static Propagation Condition
	0.3 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.3 Demodulation of DCH in multipath Fading Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.4 Demodulation of DCH in Moving Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.5 Demodulation of DCH in Birth-Death Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.1 Demodulation of DCH in open loop Transmit diversity mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.2 Demodulation of DCH in closed loop Transmit diversity mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.3, Demodulation of DCH in site selection diversity Transmission power control mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.1 Demodulation in inter-cell soft Handover conditions
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 1
	0 dB for Ior1, Ior2
0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 2
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.8.1 Power control in downlink constant BLER target
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.8.2, Power control in downlink initial convergence
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.8.3, Power control in downlink: wind up effects
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.9 Downlink compressed mode
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.10 Blind transport format detection Tests 1, 2, 3
	0.3 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.10 Blind transport format detection Tests 4, 5, 6
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.11 Demodulation of paging channel (PCH)
	TBD

	7.12 Detection of acquisition indicator (AI)
	TBD


F.2.4
Requirements for support of RRM

Table F.2.4: Test Tolerances for Radio Resource Management Tests

	Clause
	Test Tolerance

	8.2 Idle Mode Tasks
	

	8.2.2 Cell Re-Selection
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
+0.60 dB for all Cell 1 and 2 Ec/Ior ratios

-0.50 dB for all Cell 3, 4 ,5, 6 Ec/Ior ratios

+0.03 dB for Ior(3, 4, 5, 6)

During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)

During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
+0.70 dB for all Cell 1 Ec/Ior ratios

-0.80 dB for all Cell 3 and 4 Ec/Ior ratios

Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3, 4)

No change for Ioc(1)

Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)

Channel 2 during T1 and T2:
+0.70 dB for all Cell 2 Ec/Ior ratios

-0.80 dB for all Cell 5 and 6 Ec/Ior ratios

Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)

Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5, 6)

No change for Ioc(2)

	8.2.3 UTRAN to GSM Cell Re-Selection
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc/RXLEV

	8.2.3.2 Scenario 2: Only UTRA level changed
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc/RXLEV

	8.2.4 FDD/TDD cell re-selection
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc1/Ioc2

	8.3 UTRAN Connected Mode Mobility
	

	8.3.1 FDD/FDD Soft Handover
	During T1 and T2/T3/T4/T5/T6:
+0.70 dB for all Cell 1 Ec/Ior ratios

Relative delay: {–147.5 … +147.5} chips
During T1:

Already covered above

During T2/T3/T4/T5/T6:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.3.2 FDD/FDD Hard Handover 
	

	8.3.2.1 Handover to intra-frequency cell
	During T1 and T2 / T3:
+0.70 dB for all Cell 1 Ec/Ior ratios

During T1:

Already covered above

During T2 / T3:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.3.2.2 Handover to inter-frequency cell
	Channel 1 during T1 and T2 / T3:
+0.80 dB for all Cell 1 Ec/Ior ratios

Channel 2 during T1:

Not applicable

Channel 2 during T2 / T3:

+0.80 dB for all Cell 2 Ec/Ior ratios

	8.3.3 FDD/TDD Handover
	TBD

	8.3.4 Inter-system Handover form UTRAN FDD to GSM
	TBD

	8.3.5 Cell Re-selection in CELL_FACH
	

	8.3.5.1 One frequency present in the neighbour list
	During T1 and T2:
+0.60 dB for all Cell 1 and 2 Ec/Ior ratios

-0.50 dB for all Cell 3, 4 ,5, 6 Ec/Ior ratios

+0.03 dB for Ior(3, 4, 5, 6)

During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)

During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)



	8.3.5.2 Two frequencies present in the neighbour list
	Channel 1 during T1 and T2:
+0.60 dB for all Cell 1 Ec/Ior ratios

-0.70 dB for all Cell 3 and 4 Ec/Ior ratios

Channel 1 during T1:

+0.05 dB for Ior(1)

+0.05 dB for Ior(3, 4)

No change for Ioc(1)

Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.60 dB for Ioc(1)

Channel 2 during T1 and T2:
+0.60 dB for all Cell 2 Ec/Ior ratios

-0.70 dB for all Cell 5 and 6 Ec/Ior ratios

Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.60 dB for Ioc(2)

Channel 2 during T2:

+0.05 dB for Ior(2)

+0.05 dB for Ior(5, 6)

No change for Ioc(2)



	8.3.6 Cell Re-selection in CELL_PCH
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

	8.3.7 Cell Re-selection in URA_PCH
	

	8.3.7.1 One frequency present in the neighbour list
	Same as 8.2.2.1

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

	8.4 RRC Connection Control
	

	8.4.1 RRC Re-establishment delay
	TBD

	8.4.2 Random Access
	Settings:

0.3 dB for 
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0.1 dB for AICH_Ec/Ior

Measurements: 

Power difference: ( 1dB

Maximum Power: -1dB / +0.7dB

	8.5 Timing and Signalling Characteristics
	

	8.5.1 UE Transmit Timing
	TBD

	8.6 UE Measurements Procedures
	

	8.6.1 FDD intra frequency measurements
	

	8.6.1.1 Event triggered reporting in AWGN propagation conditions
	TBD

	8.6.1.2 Event triggered reporting of multiple neighbours in AWGN propagation condition
	TBD

	8.6.1.3 Event triggered reporting of two detectable neighbours in AWGN propagation condition
	TBD

	8.6.1.4 Correct reporting of neighbours in fading propagation condition
	TBD

	8.6.2 FDD inter frequency measurements
	

	8.6.2.1 Correct reporting of neighbours in AWGN propagation condition
	TBD

	8.6.2.2 Correct reporting of neighbours in Fading propagation condition
	TBD

	8.6.3 TDD measurements
	

	8.6.3.1Correct reporting of TDD neighbours in AWGN propagation condition
	TBD

	8.7 Measurements Performance Requirements
	TBD

	8.7.1 CPICH RSCP
	

	8.7.2.1 Intra frequency measurements accuracy
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for Ioc

	8.7.2.2 Inter frequency measurement accuracy
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc1/Ioc2

1.0 dB for Ioc

	8.7.2 CPICH Ec/Io
	

	8.7.1.1 Intra frequency measurements accuracy
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

	8.7.1.2 Inter frequency measurement accuracy
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

	8.7.3A UTRA Carrier RSSI
	0.3 dB for 
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1.0 dB for Ioc

	8.7.3B Transport channel BLER
	TBD

	8.7.3C UE Transmitted power
	0.7 dB for mean power measurement by test system

	8.7.4 SFN-CFN observed time difference
	

	8.7.5 SFN-SFN observed time difference
	

	8.7.6 UE Rx-Tx time difference
	0.3 dB for 
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1.0 dB for Ioc

[0.5 chip] for Rx-Tx Timing Accuracy

	8.7.7 Observed time difference to GSM cell
	TBD

	8.7.8 P-CCPCH RSCP
	TBD


F.2.5
Performance requirements (HSDPA)

Table F.2.5: Test Tolerances for Performance Requirements (HSDPA).

	Clause
	Test Tolerance

	9.2.1 Single Link Performance
	0.3 dB for 
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0.1 dB for Ec/Ior


F.3
Interpretation of measurement results

The measurement results returned by the Test System are compared – without any modification – against the Test Requirements as defined by the shared risk principle.
The Shared Risk principle is defined in ETR 273-1-2 clause 6.5.
The actual measurement uncertainty of the Test System for the measurement of each parameter shall be included in the test report.

The recorded value for the Test System uncertainty shall be, for each measurement, equal to or lower than the appropriate figure in clause F.1 of the present document.

If the Test System for a test is known to have a measurement uncertainty greater than that specified in clause F.1, it is still permitted to use this apparatus provided that an adjustment is made value as follows.

Any additional uncertainty in the Test System over and above that specified in clause F.1 shall be used to tighten the Test Requirement – making the test harder to pass. (For some tests e.g. receiver tests, this may require modification of stimulus signals). This procedure will ensure that a Test System not compliant with clause F.1does not increase the chance of passing a device under test where that device would otherwise have failed the test if a Test System compliant with clause F.1 had been used.

For some of the more complex tests e.g. RRM, deriving the overall test system uncertainty is not straightforward.  In such cases the derivation is given in TR 34.902 [24] rather than in subclause F.1. If it is deemed necessary to apply the additional test system uncertainty rules to these tests, the formula for deriving the new overall uncertainty from any excess fundamental test system uncertainties, shall use the formulas provided in 34.902.

F.4
Derivation of Test Requirements (This clause is informative)

The Test Requirements in the present document have been calculated by relaxing the Minimum Requirements of the core specification using the Test Tolerances defined in clause F.2. When the Test Tolerance is zero, the Test Requirement will be the same as the Minimum Requirement. When the Test Tolerance is non-zero, the Test Requirements will differ from the Minimum Requirements, and the formula used for this relaxation is given in table F.4.

Table F.4.1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	5.2 Maximum Output Power

	Power class 1 (33 dBm) 
Tolerance = +1/-3 dB

Power class 2 (27 dBm) 
Tolerance = +1/-3 dB

Power class 3 (24 dBm) 
Tolerance = +1/-3 dB

Power class 4 (21 dBm) 
Tolerance = ±2 dB
	0.7 dB
	Formula: Upper Tolerance limit + TT

 

Lower Tolerance limit – TT

For power classes 1-3:

Upper Tolerance limit = +1.7 dB
Lower Tolerance limit = -3.7 dB

For power class 4:

Upper Tolerance limit = +2.7 dB
Lower Tolerance limit = -2.7 dB

	5.3 Frequency Error


	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + 10 Hz).


	5.4.1 Open loop power control in the uplink
	Open loop power control tolerance ±9 dB (Normal)

Open loop power control tolerance ±12 dB (Normal)


	1.0 dB
	Formula: Upper Tolerance limit + TT

 

Lower Tolerance limit – TT

For Normal conditions:

Upper Tolerance limit = +10 dB
Lower Tolerance limit = -10 dB

For Extreme conditions:

Upper Tolerance limit = +13 dB
Lower Tolerance limit = -13 dB



	5.4.2 Inner loop power control in uplink
	See table 5.4.2.1 and 5,4,2,2
	0.1dB

0.15 dB

0.2 dB

0.3 dB
	Formula: Upper Tolerance limit + TT

 

Lower Tolerance limit – TT

	5.4.3 Minimum Output Power

	UE minimum transmit power shall be less than –50 dBm
	1.0 dB
	Formula: 
UE minimum transmit power + TT

UE minimum transmit power = –49 dBm 

	5.4.4 Out-of-synchronisation handling of output power: 
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0 ms for timing measurement
	Formulas:
Ratio between A and B + TT
Ratio between B and D – TT 
Ratio between D and E – TT
Ratio between E and F + TT
transmit ON/OFF time + TT timing 
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Uncertainty of OFF power measurement is handled by Transmit OFF power test and uncertainty of ON power measurement is handled by Minimum output power test.



	5.5.1 Transmit OFF power (static case)

	Transmit OFF power shall be less than -56 dBm
	1.0 dB
	Formula: Transmit OFF power + TT
Transmit OFF power = –55dBm.

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	Transmit ON power shall be the target value as defined in clause 5.5.2.2

Transmit OFF power shall be less than -56 dBm
	On power upper TT = 0.7 dB

On power lower TT = 1.0 dB 

Off power TT [ ] dB
	Formula for transmit ON power:

Transmit ON power target upper limit + On power upper TT

Transmit ON power target lower limit - On power lower TT

To calculate Transmit ON power target value range take the nominal TX power range from Table 5.5.2.3 then apply table 5.4.1.1 open limits then apply table 5.7.1 (only if there has been a transmission gap) then cap the upper value using table 5.2.1.
Formula for transmit OFF power: Transmit OFF power + Off power TT

Transmit OFF power = [ ]dBm

	5.6 Change of TFC: power control step size
	TFC step size = +5 to +9 dB
	0.3 dB
	Formula: Upper Tolerance limit + TT

 

Lower Tolerance limit – TT

Upper limit = -4.7 dB

Lower limit = -9.3 dB

	5.7 Power setting in uplink compressed mode
	Various
	TBD (Subset of 5.4.2)
	TBD

	5.8 Occupied Bandwidth


	The occupied channel bandwidth shall be less than 5 MHz based on a chip rate of 3.84 Mcps.
	0 kHz
	Formula: occupied channel bandwidth: + TT

occupied channel bandwidth = 5.0 MHz

	5.9 Spectrum emission mask

	Minimum requirement defined in TS25.101 Table 6.10.

The lower limit shall be (50 dBm / 3.84 MHz or which ever is higher.


	1.5 dB
	Formula: Minimum requirement + TT
Lower limit + TT

Add 1.5 to Minimum requirement entries in TS25.101 Table 6.10.

Zero test tolerance is applied for Additional requirements for Band II due to FCC regulatory requirements.

The lower limit shall be (48.5 dBm / 3.84 MHz or which ever is higher.

	5.10 Adjacent Channel Leakage Power Ratio (ACLR)

	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
	0.0 dB
	Formula: Absolute power threshold + TT

	
	Power Classes 3 and 4:

UE channel +5 MHz or -5 MHz, ACLR limit: 33 dB

UE channel +10 MHz or -10 MHz, ACLR limit: 43 dB 


	0.8 dB
	Formula: ACLR limit - TT

Power Classes 3 and 4:

UE channel +5 MHz or -5 MHz, ACLR limit: 32.2 dB

UE channel +10 MHz or -10 MHz, ACLR limit: 42.2 dB 

	5.11 Spurious Emissions

	
	
	Formula: Minimum Requirement+ TT
Add zero to all the values of Minimum Requirements in table 5.11.1a and 5.11.1b.

	
	Frequency Band
	Minimum Requirement
	
	Frequency Band
	Minimum Requirement

	
	9 kHz  f < 150 kHz
	36dBm
/1kHz
	0 dB
	9kHz ( f ( 1GHz
	36dBm
/1kHz

	
	150 kHz  f < 30 MHz
	36dBm
/10kHz
	 0 dB
	150 kHz  f < 30 MHz
	36dBm
/10kHz

	
	30 MHz  f < 1000 MHz
	36dBm
/100kHz
	 0 dB
	30 MHz  f < 1000 MHz
	36dBm
/100kHz

	
	1 GHz  f < 12.75 GHz
	30dBm
/1MHz
	0 dB
	1 GHz  f < 2.2 GHz
	30dBm
/1MHz

	
	
	
	 0 dB
	2.2 GHz  f < 4 GHz
	30dBm
/1MHz

	
	
	
	 0 dB
	4 GHz  f < 12.75 GHz
	30dBm
/1MHz

	
	1893.5 MHz < f < 1919.6 MHz
	41dBm
/300kHz
	 0 dB
	1893.5 MHz < f < 1919.6 MHz
	41dBm
/300kHz

	
	925 MHz  935 MHz f 
	67dBm
/100kHz
	 0 dB
	925 MHz  935 MHz f 
	67dBm
/100kHz

	
	935 MHz < f  960 MHz
	79dBm
/100kHz
	 0 dB
	935 MHz < f  960 MHz
	79dBm
/100kHz

	
	1805 MHz  1880 MHz f 
	71dBm
/100kHz
	0 dB
	1805 MHz  1880 MHz f 
	71dBm
/100kHz

	5.12 Transmit Intermodulation


	Intermodulation Product
5MHz
       -31 dBc
10MHz
 -41 dBc 

CW Interferer level = -40 dBc
	0 dB
	Formula: CW interferer level – TT/2

Intermod Products limits remain unchanged.

CW interferer level = -40 dBc

	5.13.1 Transmit modulation: EVM
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM limit + TT

EVM limit = 17.5 %

	5.13.2 Transmit modulation: peak code domain error
	The measured Peak code domain error shall not exceed ‑15 dB.
	1.0 dB
	Formula: Peak code domain error + TT

Peak code domain error = -14 dB

	5.13.4 PRACH preamble quality (EVM)
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM limit + TT

EVM limit = 17.5 %

	5.13.4 PRACH preamble quality (Frequency error)
	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + 10 Hz).



Table F.4.2: Derivation of Test Requirements (Receiver tests)
	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	6.2 Reference sensitivity level

	Îor = -106.7 dBm / 3.84 MHz

DPCH_Ec = 117 dBm / 3.84 MHz

BER limit = 0.001
	0.7 dB
	Formula:  Îor+ TT




DPCH_Ec + TT

BER limit unchanged

Îor = 


-106 dBm / 3.84 MHz

DPCH_Ec  = 
-116.3 dBm / 3.84 MHz



	6.3 Maximum input level
	-25 dBm Ior

-19 dBc DPCH_Ec/Ior
	0.7 dB
	Formula: Ior-TT

Ior = -25.7 dBm

	6.4 Adjacent Channel Selectivity

	Îor = -92.7 dBm / 3.84 MHz

DPCH_Ec = 103 dBm / 3.84 MHz

Ioac (modulated) = -52 dBm/3.84 MHz

BER limit = 0.001
	0 dB
	Formula: Îor unchanged


DPCH_Ec unchanged

                Ioac – TT

BER limit unchanged

Ioac = -52 dBm/3.84 MHz



	6.5 Blocking Characteristics


	See Table 6.5.3 and 6.5.4. in TS34.121

BER limit = 0.001
	0 dB
	Formula: 
I blocking (modulated) - TT (dBm/3.84MHz)

I blocking (CW) - TT (dBm)

BER limit unchanged



	6.6 Spurious Response


	Iblocking(CW) –44 dBm

Fuw:
Spurious response frequencies
BER limit = 0.001
	0 dB
	Formula: I blocking (CW) - TT (dBm)

Fuw unchanged

BER limit unchanged

Iblocking(CW) = -44 dBm



	6.7 Intermodulation Characteristics


	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -103.7 dBm/3.84 MHz

DPCH_Ec = -114 dBm/3.84
BER limit = 0.001
	0 dB
	Formula: Ior + TT


DPCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BER limit unchanged.
Ior = -114 dBm


BER limit. = 0.001

	6.8 Spurious Emissions

	
	
	Formula: Maximum level + TT
Add zero to all the values of Maximum Level in table 6.8.1.

	
	Frequency Band
	Maximum level
	
	Frequency Band
	Maximum level

	
	9kHz ( f ( 1GHz
	-57dBm
/100kHz
	0 dB
	9kHz ( f ( 1GHz
	-57dBm
/100kHz

	
	1GHz ( f ( 12.75GHz
	-47dBm
 /1MHz
	0 dB
	1GHz ( f ( 2.2GHz
	-47dBm
 /1MHz

	
	
	
	
	
	

	
	
	
	0 dB
	2.2GHz ( f ( 4GHz
	-47dBm
 /1MHz

	
	
	
	0 dB
	4GHz ( f ( 12.75GHz
	-47dBm
 /1MHz

	
	1920MHz ( f ( 1980MHz
	-60dBm
/3.84MHz
	0 dB
	1920MHz ( f ( 1980MHz
	-60dBm
/3.84MHz

	
	2110MHz ( f ( 2170MHz
	-60dBm
/3.84MHz
	0 dB
	2110MHz ( f ( 2170MHz
	-60dBm
/3.84MHz


Table F.4.3: Derivation of Test Requirements (Performance tests)
	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	7.2 Demodulation of DPCH in static conditions
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 1-4
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 5-8
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 9-12
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 13-16
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 17-20
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	Formulas:
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	7.4 Demodulation of DPCH in moving propagation conditions
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	7.5 Demodulation of DPCH birth-death propagation conditions
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	7.6.1 Demodulation of DPCH in transmit diversity propagation conditions
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	7.6.2 Demodulation of DCH in closed loop Transmit diversity mode
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	7.6.3, Demodulation of DCH in site selection diversity Transmission power control mode
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	7.7.1 Demodulation in inter-cell soft Handover 
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	7.7.2 Combining of TPC commands Test 1
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The absolute levels of Ior1 and Ior2 are not important to this test.



	7.7.2 Combining of TPC commands Test 2
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	7.8.1 Power control in downlink constant BLER target
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	7.8.2, Power control in downlink initial convergence
	
[image: image305.wmf]or

c

I

E

DPCH

_

 -8.1 to –18.9 dB

[image: image306.wmf]oc

I

 = - 60 dBm


[image: image307.wmf]oc

or

I

I

ˆ

 =  -1 dB
	0.1 dB
for 
[image: image308.wmf]or

c

I

E

DPCH

_


0.6 dB for 
[image: image309.wmf]oc

or

I

I

ˆ


	Formulas:

[image: image310.wmf]or

c

I

E

DPCH

_

 = ratio + TT


[image: image311.wmf]oc

or

I

I

ˆ

 = ratio + TT


[image: image312.wmf]oc

I

 unchanged


[image: image313.wmf]oc

or

I

I

ˆ

 = -0.4 dB



[image: image314.wmf]or

c

I

E

DPCH

_

 -8.0 to  -18.8 dB:

	7.8.3, Power control in downlink: wind up effects
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	7.9 Downlink compressed mode
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Test 3 -15.1 dB:

	7.10 Blind transport format detection Tests 1, 2, 3
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	7.10 Blind transport format detection Tests 4, 5, 6
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	7.11 Demodulation of paging channel (PCH)
	TBD
	
	

	7.12 Detection of acquisition indicator (AI)
	TBD
	
	


Table F.4.4: Derivation of Test Requirements (RRM tests)
	Test 
	Test Parameters in TS 25.133
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	8.2 Idle Mode Tasks
	
	
	

	8.2.2 Cell Re-Selection
	
	
	

	8.2.2.1 Scenario 1: Single carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	During T1 and T2:

Cells 1 and 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3, 4, 5, 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
Ior(3, 4, 5, 6) = -69.73 dBm


	During T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

+0.03 dB for Ior(3, 4, 5, 6)


	During T1 and T2:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ior(3, 4, 5, 6) + TT



	
	During T1:

Ior(1) = -62.73 dBm 

Ior(2) = -59.73 dBm 


	During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)


	During T1:

Ior(1) + TT

Ior(2) + TT 



	
	During T2:

Ior(1) = -59.73 dBm 

Ior(2) = -62.73 dBm


	During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)


	During T2:

Ior(1) + TT

Ior(2) + TT



	8.2.2.2 Scenario 2: Multi carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	Channel 1 during T1 and T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3 and 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 1 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 1 during T1 and T2:
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 1 during T1:

Ior(1) = -73.39 dBm 

Ior(3, 4) = -77.39 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3,4)

0.00 dB for Ioc(1)


	Channel 1 during T1:

Ior(1) + TT

Ior(3, 4) + TT

Ioc(1) + TT



	
	Channel 1 during T2:

Ior(1) = -67.75 dBm 

Ior(3, 4) = -74.75 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)


	Channel 1 during T2:

Ior(1) + TT

Ior(3, 4) + TT 

Ioc(1) + TT



	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 5 and 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 2 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 2 during T1 and T2:
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 2 during T1:

Ior(2) = -67.75 dBm 

Ior(5, 6) = -74.75 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)


	Channel 2 during T1:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	
	Channel 2 during T2:

Ior(2) = -73.39 dBm 

Ior(5, 6) = -77.39 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5,6)

0.00 dB for Ioc(2)


	Channel 2 during T2:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	8.2.3 UTRAN to GSM Cell Re-Selection
	TBD
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	
[image: image355.wmf]or

c

I

E

CPICH

_

 = -10 dB
Ior/Ioc = 0 dB


	0.1 dB for 
[image: image356.wmf]or

c

I

E

CPICH

_


0.3 dB for Ior/Ioc

0.3 dB for Ioc/RXLEV
	Formulas:

[image: image357.wmf]or

c

I

E

CPICH

_

 = ratio + TT

Ior/Ioc = ratio + TT

(Ioc/Rxlev)test requirement = (Ioc/Rxlev)minimum requirement + TT
Ior/Ioc = 0.3 dB



[image: image358.wmf]or

c

I

E

CPICH

_

= -9.9 dB:
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 = ratio - TT

Ior/Ioc = ratio - TT

(Ioc/Rxlev)test requirement = (Ioc/Rxlev)minimum requirement - TT
Ior/Ioc = -5.3 dB
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	8.2.3.2 Scenario 2: Only UTRA level changed
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	8.2.4 FDD/TDD cell re-selection
	TBD
	
	

	8.3 UTRAN Connected Mode Mobility
	TBD
	
	

	8.3.1 FDD/FDD Soft Handover
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2/T3/T4/T5/T6:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
Relative delay of paths received from cell 2 with respect to cell 1 = {-148 … 148} chips
	During T1 and T2/T3/T4/T5/T6:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB
0.5  chips

	During T1 and T2/T3/T4/T5/T6:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
{-148+TT … 148-TT} chips

	
	During T1:

Already covered above

	During T1:

Covered above


	During T1:

Already covered above



	
	During T2/T3/T4/T5/T6:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T2/T3/T4/T5/T6:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T2/T3/T4/T5/T6:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	8.3.2 FDD/FDD Hard Handover
	
	
	

	8.3.2.1 Handover to intra-frequency cell
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	During T1 and T2 / T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T1 / T2 / T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T1 and T2 / T3:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	During T1:

Already covered above

	During T1:

Covered above


	During T1:

Already covered above



	
	During T2 / T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T2 / T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T2 / T3:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	8.3.2.2 Handover to inter-frequency cell
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	Channel 1 during T1 and T2 / T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 1 during T1 and T2 / T3:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	Channel 1 during T1 and T2 / T3:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 2 during T1:

Not applicable

	Channel 2 during T1:

Not applicable


	Channel 2 during T1:

Not applicable



	
	Channel 2 during T2 / T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 2 during T2 / T3:
+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	Channel 2 during T2 / T3:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	8.3.3 FDD/TDD Handover
	TBD
	
	

	8.3.4 Inter-system Handover form UTRAN FDD to GSM
	TBD
	
	

	8.3.5 Cell Re-selection in CELL_FACH
	
	
	

	8.3.5.1 One frequency present in the neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2:

Cells 1 and 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 3, 4, 5, 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB
Ior(3, 4, 5, 6) = -69.73 dBm


	During T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

+0.03 dB for Ior(3, 4, 5, 6)
	During T1 and T2:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ior(3, 4, 5, 6) + TT



	
	During T1:

Ior(1) = -62.73 dBm 

Ior(2) = -59.73 dBm 


	During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)


	During T1:

Ior(1) + TT

Ior(2) + TT 



	
	During T2:

Ior(1) = -59.73 dBm 

Ior(2) = -62.73 dBm


	During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)


	During T2:

Ior(1) + TT

Ior(2) + TT



	8.3.5.2 Two frequencies present in the neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	Channel 1 during T1 and T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 3 and 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

	Channel 1 during T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB


	Channel 1 during T1 and T2:
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 1 during T1:

Ior(1) = -71.85 dBm 

Ior(3, 4) = -76.85 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T1:

+0.05 dB for Ior(1)

+0.05 dB for Ior(3,4)

0.00 dB for Ioc(1)


	Channel 1 during T1:

Ior(1) + TT

Ior(3, 4) + TT

Ioc(1) + TT



	
	Channel 1 during T2:

Ior(1) = -67.75 dBm 

Ior(3, 4) = -74.75 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.60 dB for Ioc(1)


	Channel 1 during T2:

Ior(1) + TT

Ior(3, 4) + TT 

Ioc(1) + TT



	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 5 and 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

	Channel 2 during T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

	Channel 2 during T1 and T2:
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 2 during T1:

Ior(2) = -67.75 dBm 

Ior(5, 6) = -74.75 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.60 dB for Ioc(2)


	Channel 2 during T1:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	
	Channel 2 during T2:

Ior(2) = -71.85 dBm 

Ior(5, 6) = -76.85 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T2:

+0.05 dB for Ior(2)

+0.05 dB for Ior(5,6)

0.00 dB for Ioc(2)


	Channel 2 during T2:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	8.3.6 Cell Re-selection in CELL_PCH
	
	
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1

 
	Same as 8.2.2.1

 
	Same as 8.2.2.1
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	Formulas:
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Ior/Ioc = ratio + TT

Ioc unchanged

Ior/Ioc = 10.57 dB
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	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

 
	Same as 8.2.2.2

 
	Same as 8.2.2.2
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Ior/Ioc = 2.2 dB

Note: Parameters are valid for cell 1 at time T2 and cell 2 at time T1
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	Formulas:
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Ior/Ioc = ratio + TT

Ioc unchanged

Ioc ratio unchanged

Ior/Ioc = 2.5 dB
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	8.3.7 Cell Re-selection in URA_PCH
	
	
	

	8.3.7.1 One frequency present in the neighbour list
	 Same as 8.2.2.1


	Same as 8.2.2.1

 
	Same as 8.2.2.1

 

	
	
	
	

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2


	Same as 8.2.2.2

 
	Same as 8.2.2.2

 

	
	
	
	

	8.4 RRC Connection Control
	TBD
	
	

	8.4.1 RRC Re-establishment delay
	TBD
	
	

	8.4.2 Random Access
	 RACH  power   difference nominal  3dB ± 2dB UE setting uncertainty
	Measurement TT:Power  difference ± 1dBMaximum Power-1dB / +0.7dB
	Test parameter settings unchanged.Power measurement:Upper limit   +TT  Lower limit    -TT  

	8.5 Timing and Signalling Characteristics
	TBD
	
	

	8.5.1 UE Transmit Timing
	TBD
	
	

	8.6 UE Measurements Procedures
	TBD
	
	

	8.6.1 FDD intra frequency measurements
	TBD
	
	

	8.6.1.1 Event triggered reporting in AWGN propagation conditions
	TBD
	
	

	8.6.1.2 Event triggered reporting of multiple neighbours in AWGN propagation condition
	TBD
	
	

	8.6.1.3 Event triggered reporting of two detectable neighbours in AWGN propagation condition
	TBD
	
	

	8.6.1.4 Correct reporting of neighbours in fading propagation condition
	TBD
	
	

	8.6.2 FDD inter frequency measurements
	TBD
	
	

	8.6.2.1 Correct reporting of neighbours in AWGN propagation condition
	TBD
	
	

	8.6.2.2 Correct reporting of neighbours in Fading propagation condition
	TBD
	
	

	8.6.3 TDD measurements
	TBD
	
	

	8.6.3.1Correct reporting of TDD neighbours in AWGN propagation condition
	TBD
	
	

	8.7 Measurements Performance Requirements
	TBD
	
	

	8.7.1 CPICH RSCP
	TBD
	
	

	8.7.1.1 Intra frequency measurements accuracy
	TBD
	
	

	8.7.1.2 Inter frequency measurement accuracy
	TBD
	
	

	8.7.2 CPICH Ec/Io
	
	
	

	8.7.1.1 Intra frequency measurements accuracy
	 see table 8.7.1.1.1.1 andtable 8.7.1.1.1.2
	±1 dB for Ioc±0.3 dB for Ior/Ioc±0.1dB for….._Ec/Ior
	Any TT applied to the nominal setting shall fulfil:Test 1 (absolute and relative): Io shall not go below -69dBm Test 2(absolute and relative): Io shall not go above -50 dBmTest 3 (absolute and relative): Io shall not go below -94 dBm Ior/Ioc + TTTT on top of  UE measurement accuracy:Absolute±1.0 dB for Ioc±0.3 dB for Ior/Ioc ±0.1dB for CPICH_Ec/Ior ∑ 1.4dBRelative±0.3 dB for Ior/Ioc  (cell1)±0.3 dB for Ior/Ioc  (cell2)±0.1dB for CPICH_Ec/Ior  (cell1)±0.1dB for CPICH_Ec/Ior  (cell2)∑ 0.8dB 

	8.7.1.2 Inter frequency measurement accuracy
	See table 8.7.1.2.1.1 andtable 8.7.1.2.1.2
	±1 dB for Ioc±0.3 dB for Ioc1/Ioc2±0.3 dB for Ior/Ioc±0.1dB for ….._Ec/Ior
	Any TT applied to the nominal setting shall fulfil:Test 1: Io shall not go above -50 dBmTest 2: Io shall not go below -94 dBmIor/Ioc + TTTT on top of  UE measurement accuracy:±0.3 dB for Ioc1/Ioc2±0.3 dB for Ior/Ioc  (cell1)±0.3 dB for Ior/Ioc  (cell2)±0.1dB for CPICH_Ec/Ior  (cell1)±0.1dB for CPICH_Ec/Ior  (cell2)∑ 1.1 dB

	8.7.2 CPICH Ec/Io
	
	
	

	8.7.2.1 Intra frequency measurements accuracy
	  table 8.7.2.1.1.1 and

table 8.7.2.1.1.2
	±1 dB for Ioc

±0.3 dB for Ior/Ioc

±0.1dB 

for ….._Ec/Ior
	Any TT applied to the nominal setting shall fulfil:

Test 1(absolute and relative): Io shall not go above -50 dBm

Test 2 (absolute and relative): Io shall not go below -87dBm 

Test 3 (absolute and relative): Io shall not go below -94 dBm

CPICH Ec/Io shall stay in the  UE accuracy ranges   

Ior/Ioc + TT

TT on top of  UE measurement accuracy:

Absolute

±0.3 dB for Ior/Ioc 

±0.1dB for CPICH_Ec/Ior 

∑ 0.4dB

Relative

  Ioc1=Ioc2   

±0.3 dB for Ior/Ioc  (cell1)

±0.3 dB for Ior/Ioc  (cell2)

±0.1dB for CPICH_Ec/Ior  (cell1)

±0.1dB for CPICH_Ec/Ior  (cell2)

∑ 0.8dB



	8.7.2.2 Inter frequency measurement accuracy
	 table 8.7.2.2.2.1 and

table 8.7.2.2.2.2
	±1 dB for Ioc

±0.3 dB for Ioc1/Ioc2

±0.3 dB for Ior/Ioc

±0.1dB

 for ….._Ec/Ior
	Any TT applied to the nominal setting shall fulfil:

Test 1: Io shall not go above -50 dBm

Test 2: Io shall not go below -87 dBm

Test 3: Io shall not go below -94 dBm

Ior/Ioc + TT

TT on top of  UE measurement accuracy:

  Ioc1=Ioc2.   

±0.3 dB for Ior/Ioc  (cell1)

±0.3 dB for Ior/Ioc  (cell2)

±0.1dB for CPICH_Ec/Ior  (cell1)

±0.1dB for CPICH_Ec/Ior  (cell2)

∑ 0.8 dB


	8.7.3A UTRA Carrier RSSI
	TBD
	
	

	8.7.3B Transport channel BLER
	TBD
	
	

	8.7.3C UE Transmitted power
	Accuracy upper limit

Accuracy lower limit

Depends on PUEMAX see table 8.7.3C.2.1
	0.7 dB
	Formula: Upper accuracy limit + TT

 

Lower accuracy limit – TT

Add and subtract TT to all the values in table 8.7.3C.2.1.

	8.7.4 SFN-CFN observed time difference
	TBD
	
	

	8.7.5 SFN-SFN observed time difference
	TBD
	
	

	8.7.6 UE Rx-Tx time difference
	Io –10.9 dB = Ioc,
Test 1: Io = -94 dBm

Test2 : Io = -72dBm

Test3 : Io = -50dBm

Timing Accuracy ( 1.5 chip 
	1 dB for Ioc

0.3 dB for Ior/Ioc

[0.5 chip for timing accuracy]
	Test 1: Io = -92.7 dBm, 

Ioc = ‑103.6 dBm

Formula:

Ioc*(1-TTIoc+ (Ior/Ioc-TTIor/Ioc)) (
 -94

Test 2: unchanged (no critical RF parameters)

Test 3: Io = -51.3 dBm, Ioc = ‑62.2 dBm

Formula:

Ioc*(1+TTIoc+ (Ior/Ioc+TTIor/Ioc)) ( -50

Timing accuracy [(2.0] chip

Formulas:

Upper limit +TT

Lower limit –TT

	8.7.7 Observed time difference to GSM cell
	TBD
	
	

	8.7.8 P-CCPCH RSCP
	TBD
	
	


Table F.4.5: Derivation of Test Requirements (Performance tests HSDPA)
	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	9.2.1 Single Link Performance
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