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1. Introduction 

BTFD:

 25.101 and 34.121 are currently inconsistent with regard to TFS:

25.101: TFS = 9 (9TFs on DTCH and 1TF on DCCH) 

34.121: TFS =20 (10 TFs on DTCH, one among them is empty, and 2 TFs on DCCH,

             one among them is empty)

(empty: TF0 is defined as 0*Transport block size or  1* zero)

T1 would like to RAN4 to decide on one of the 3 alternatives: 

a)DCCH may be empty or filled with data

b)DCCH shall be filled with data

c)DCCH shall be empty

 in the test 34.121 subclause 7.10:

T1 is aware of the following conflict:

Data on the DCCH keep the DL DPCH power as intended

Data on the DCCH must by dummy, as there is nothing to signal during the test. 

That may make the UE behaviour unpredictable.

DCCH on or off:

The reference measurement channels in 34.121 annex C contain the empty transport format on  the DCCH. In general the empty transport format is used, when there is nothing to signal during the test.

T1 would like RAN 4 to confirm, if any existing requirements are affected by the use of the empty transport format. 

2.Action

1) to select an option for BTFD a) b) or c)

2) to confirm and identify, if any existing requirements are affected by the use of the empty transport format. 

3. Dates of Next T1 Meetings:

T1 # 24

26 – 30 Jul 04
Toronto, NA Friends of 3GPP

T1 # 25

01 – 05 Nov 04
Malta, European Friends of 3GPP
