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Introduction:
This document summarizes T1-040922, a CR that proposes to change test cases in TS34.123-1 clause12.9.

T1-040922 merges T1-040716 and T1-040547.

T1-040716 proposes to introduce test steps to verify behaviour of UE operation mode A in the following test cases because there is no test step to verify the behaviour of the UE.
-12.9.3, 12.9.4, 12.9.5, 12.9.6, 12.9.7a, 12.9.8, 12.9.9, 12.9.10, 12.9.11

Sections highlighted with sky blue, are corrected reflecting the proposal in T1-040547 from Sasken. T1-040547 proposes to introduce Registration on CS procedure in 12.9.3.

Proposed changes in T1-040922:
1. Introduction of test steps for the behaviour of the UE operation mode A in the Expected sequence

Test steps for the behaviour of the UE operation mode A should be introduced into the Expected sequence because the Expected sequence in the test cases should be applied to both UE operation mode A and C.
The following is an example of this modification.
Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The following message are sent and shall be received on cell A.

	1
	UE
	
	The UE is set in UE operation mode C (see ICS). If UE operation mode C is not supported, go to step 23.

	2
	SS
	
	The SS is set in network operation mode II and activates cell A.

	3
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). Cell A is preferred by the UE.

	:
	
	
	

	:

:


	
	
	

	20
	UE
	
	The UE is switched off or power is removed (see ICS).

	21
	->
	DETACH REQUEST
	Message not sent if power is removed.

Detach type = 'power switched off, PS detach'

	22
	SS
	
	The SS releases the RRC connection. If no RRC CONNECTION RELEASE COMPLETE message have been received within 1 second then the SS shall consider the UE as switched off.

	23
	UE
	
	The UE is set to attach to both the PS and non-PS services (see ICS) and the test is repeated from step 2 to step 22.


2. Introduction of Registration on CS procedure in 12.9.3 (Change from T1-040547)
As per 24.008 section 4.7.13.4 “Service request procedure not accepted by the network”:

# 3

(Illegal MS);

# 6

(Illegal ME);

- A GPRS MS operating in MS operation mode A shall in addition set the update status to U3 ROAMING NOT ALLOWED, shall delete any TMSI, LAI and ciphering key sequence number. The SIM shall be considered as invalid also for non-GPRS services until switching off or the SIM is removed." 

Thus UE after receiving Service Reject with cause as “Illegal MS”, when it is again powered on or the SIM is inserted, will perform CS registration.
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