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8.2.2.39.5
Test requirements

After step 1, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message in cell 6.

After step 3, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message in cell 1.
8.2.2.40
Radio Bearer Reconfiguration for transition from from CELL_DCH to CELL_FACH and from CELL_FACH to CELL_DCH: Success (frequency band modification, start and stop of HS-DSCH reception)
8.2.2.40.1
Definition and applicability

All UEs which support FDD and HS-PDSCH.

8.2.2.40.2
Conformance requirement

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

…

If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if "DPCH frame offset" is included for one or more RLs in the active set:

2>
use its value to determine the beginning of the DPCH frame in accordance with the following:

3>
if the received IE "DPCH frame offset" is across the value range border compared to the DPCH frame offset currently used by the UE:

4>
consider it to be a request to adjust the timing with 256 chips across the frame border (e.g. if the UE receives value 0 while the value currently used is 38144 consider this as a request to adjust the timing with +256 chips).

3>
if after taking into account value range borders, the received IE "DPCH frame offset" corresponds to a request to adjust the timing with a step exceeding 256 chips:

4>
set the variable INVALID_CONFIGURATION to TRUE.

3>
and the procedure ends.

2>
adjust the radio link timing accordingly.

…

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

…

If the UE receives a message in which presence is needed for the IE "Activation time", and the value is other than the default value "Now", the UE shall:

1>
at the activation time T:

2>
for an HS-DSCH related reconfiguration caused by the received message:

3>
select the HS-SCCH subframe boundary immediately before the first HS-SCCH subframe, which entirely falls within the 10 ms frame following T;
3>
start using, at that HS-SCCH subframe boundary, the new HS-DSCH configuration in the received message, replacing any old HS-DSCH configuration.

2>
for actions, other than a physical channel reconfiguration, caused by the received message:

3>
perform the actions for the information elements in the received message as specified elsewhere.

NOTE:
An "HS-DSCH related reconfiguration" includes, in particular, reconfigurations that need to be time-aligned with the 2ms subframe of the HS-SCCH, HS-PDSCH and/or HS-DPCCH. For example, start and stop of HS-SCCH reception and serving HS-DSCH cell change.

…

If the IE "Downlink HS-PDSCH Information" is included and the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message, the UE shall:

1>
if the IE "New H-RNTI" is included:

2>
perform the actions as specified in subclause 8.6.3.1b.

1>
if the IE "HS-SCCH Info" is included:

2>
act as specified in subclause 8.6.6.33.

1>
if the IE "Measurement Feedback Info" is included:

2>
act as specified in subclause 8.6.6.34.

1>
For FDD, if, as a result of the received message, the variable H_RNTI is set and the UE has a stored IE "HS-SCCH Info" and a stored IE "Measurement Feedback Info"; and

1>
For FDD, if the UE has received IE "Uplink DPCH Power Control Info" and stored ACK,  NACK  and Ack-NACK Repetition factor; and

1>
For FDD, if the UE has stored IEs "MAC-hs queue to add or reconfigure list", "MAC-d PDU size Info" and "RB Mapping Info" corresponding to the HS-PDSCH configuration;
2>
set the variable HS_DSCH_RECEPTION to TRUE;

2>
start HS-DSCH reception procedures according to the stored HS-PDSCH configuration:

3>
as stated in subclause 8.6.3.1b for the IE "H-RNTI";

3>
in subclause 8.6.6.33 for the IE "HS-SCCH Info"; and

3>
in subclause 8.6.6.34 for the IE "Measurement Feedback Info".

If the IE "Downlink HS-PDSCH Information" is not included, the UE shall:

1>
set the variable HS_DSCH_RECEPTION to FALSE;

1>
stop HS-DSCH reception procedures according to the stored HS-PDSCH configuration.

Reference

3GPP TS 25.331 clauses 8.2.2, 8.6.3.1, 8.6.6.32

8.2.2.40.3
Test purpose

To confirm that the UE transits to CELL_FACH state from CELL_DCH state in another cell and frequency and stops receiving the HS-DSCH according to the received RADIO BEARER RECONFIGURATION message. 

To confirm that the UE transits to CELL_DCH state from CELL_FACH state in another cell and frequency and starts receiving the HS-DSCH according to the received RADIO BEARER RECONFIGURATION message.

8.2.2.40.4
Method of test
Initial Condition

System Simulator: 2 cells–Cells 1 and 6 are active.
UE: PS_DCCH_DTCH_HS_DSCH (state 6-17) as specified in clause 7.4 of TS 34.108.
Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE supports HS-PDSCH

Test Procedure

Table 8.2.2.40
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	f1
	f2

	CPICH Ec
	dBm/3.84MHz
	-55
	-55

	Off
	-60


Table 8.2.2.40 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  
The UE is in CELL_DCH state and has a radio bearer mapped on HS-DSCH established in cell 1. The SS applies the power levels according to “T1” in table 8.2.2.40 and transmits a RADIO BEARER RECONFIGURATION message to the UE. After the UE receives this message, it stops HS-DSCH reception, moves to CELL_FACH state in cell 6 and transmits a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC.
Then, SS transmits a RADIO BEARER RECONFIGURATION message to the UE. After the UE receives this message, it moves to CELL_DCH state in cell 1, resumes HS-DSCH reception and transmits a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	SS
	
	The SS applies the power settings according to “T1” in table 8.2.2.40.

	2
	(
	RADIO BEARER RECONFIGURATION
	Stop of HS-DSCH reception and transit to CELL_FACH state in cell 6, 

	3
	(
	RADIO BEARER RECONFIGURATION
COMPLETE
	

	4
	(
	RADIO BEARER RECONFIGURATION
	Start of HS-DSCH reception and transit to CELL_DCH state in cell 1

	5
	(
	RADIO BEARER RECONFIGURATION
COMPLETE
	

	6
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 2)

Use the same message as specified for "Packet to CELL_FACH from CELL_DCH in PS" in 34.108, except for the following:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B

	RB information to reconfigure list
	

	    - RB information to reconfigure
	(AM DCCH for RRC)

	        - RB identity
	2

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	600

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	250

	                   - Timer_poll
	250

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for NAS_DT High priority)

	        - RB identity
	3

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	600

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	250

	                   - Timer_poll
	250

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for NAS_DT Low priority)

	        - RB identity
	4

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	600

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	250

	                   - Timer_poll
	250

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not Present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	       - RB information to reconfigure
	(High-speed AM DTCH)

	        - RB identity
	23

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	600

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	250

	                   - Timer_poll
	250

	                   - Poll_PDU
	Not Present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not Present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	Frequency info
	Set to the frequency of cell 6

	Maximum allowed UL TX power
	Not Present

	Downlink information per radio link list
	

	-Downlink information for each radio link
	

	    - Primary CPICH info
	

	     - Primary scrambling code
	Set to same code as used for cell 1


RADIO BEARER RECONFIGURATION (Step 4)

Use the same message as specified for "Packet to CELL_DCH from CELL_FACH in PS" in 34.108 except for the following:
	Information Element
	Value/remark

	New H-RNTI
	'0101 0101 0101 0101'

	RB information to reconfigure list
	

	    - RB information to reconfigure
	(AM DCCH for RRC)

	        - RB identity
	2

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	400

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	150

	                   - Timer_poll
	150

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for NAS_DT High priority)

	        - RB identity
	3

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	400

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	150

	                   - Timer_poll
	150

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for NAS_DT Low priority)

	        - RB identity
	4

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	400

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	150

	                   - Timer_poll
	150

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not Present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	       - RB information to reconfigure
	(high-speed AM DTCH)

	        - RB identity
	23

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - CHOICE SDU discard mode
	No Discard

	             - MAX_DAT
	15

	           - Transmission window size
	128

	           - Timer_RST
	500

	           - Max_RST
	4

	           - Polling info
	

	            - Timer_poll_prohibit
	100

	            - Timer_poll
	100

	            - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Windows
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	768

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	100

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	UL Transport channel information for all transport channels
	Not Present

	Added or Reconfigured UL TrCH information
	Not Present

	DL Transport channel information common for all transport channel
	Not Present

	Added or Reconfigured DL TrCH information
	Not Present

	Frequency info
	Set to the frequency of cell 1

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	

	        - CHOICE mode
	FDD

	            - DL Scrambling Code
	

	            - HS-SCCH Channelisation Code Information
	

	                - HS-SCCH Channelisation Code
	1

	    - Measurement Feedback Info
	

	        - CHOICE mode
	FDD

	            - POhsdsch
	6 dB

	            - CQI Feedback cycle, k
	4 ms

	            - CQI repetition factor
	1

	            - CQI
	-3 dB

	    - CHOICE mode
	FDD (no data)

	 CHOICE channel requirement
	Uplink DPCH info

	        - Uplink DPCH power control info
	

	         - DPCCH power offset
	-6dB

	         - PC Preamble
	1 frame

	         - SRB delay
	7 frames

	         - Power Control Algorithm
	Algorithm1

	         - TPC step size
	1dB

	         - ACK
	3

	         - NACK
	3

	         - Ack-Nack repetition factor
	1

	        - Scrambling code type
	Long

	        - Scrambling code number
	0 (0 to 16777215)

	        - Number of DPDCH
	Not Present(1)

	         - spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set

	        - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set

	        - Number of FBI bit
	Reference to TS34.108 clause 6.10 Parameter Set

	        - Puncturing Limit
	Reference to TS34.108 clause 6.10 Parameter Set

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	         - Timing indicator
	Maintain

	         - CFN-targetSFN frame offset
	Not Present

	         - Downlink DPCH power control information
	

	          - DPC mode
	0 (single)

	         - CHOICE mode
	FDD

	           - Power offset PPilot-DPDCH
	0

	           - DL rate matching restriction information
	Not Present

	           - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	           - Fixed or Flexible Position
	Reference to TS34.108 clause 6.10 Parameter Set 

	           - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set 

	           - CHOICE SF
	Reference to TS34.108 clause 6.10 Parameter Set

	        - CHOICE mode
	FDD

	         - DPCH compressed mode info
	Not Present

	         - TX Diversity mode
	None

	         - SSDT information
	Not Present

	        - Default DPCH Offset Value
	Not Present

	        - MAC-hs reset indicator
	TRUE

	Downlink information for each radio link list
	

	 - Downlink information for each radio link 
	

	       - Choice mode
	FDD

	        - Primary CPICH info
	

	         - Primary scrambling code
	Ref. to the Default setting in TS34.108 clause 6.1 (FDD)

	        - PDSCH with SHO DCH info
	Not Present

	        - PDSCH code mapping
	Not Present

	        - Serving HS-DSCH radio link indicator
	TRUE

	        - Downlink DPCH info for each RL
	

	         - Primary CPICH usage for channel estimation
	Primary CPICH may be used

	         - DPCH frame offset
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38400

	         - Secondary CPICH info
	Not Present

	         - DL channelisation code
	

	          - Secondary scrambling code
	1

	          - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set

	          - Code number
	0

	          - Scrambling code change
	No change

	         - TPC combination index
	0

	         - SSDT Cell Identity
	Not Present

	         - Closed loop timing adjustment mode
	Not Present

	        - SCCPCH information for FACH
	Not Present


8.2.2.40.5
Test requirements

After step 2, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC on the uplink DCCH in cell 6.

After step 4, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC on the uplink DCCH in cell 1.

8.2.3
Radio Bearer Release

8.2.4.35
Void
8.2.4.36
Transport channel reconfiguration from CELL_DCH to CELL_DCH: Success (uplink transmission rate modification, with active HS-DSCH reception)
8.2.4.36.1
Definition

All UEs which support FDD and HS-PDSCH.
8.2.4.36.2
Conformance requirement
If the UE receives:

-
a TRANSPORT CHANNEL RECONFIGURATION message:

it shall:
1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
The UE shall then:
1>
enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
…

If the IE "Transport format combination set" is included for the uplink, the UE shall for that direction:

1>
store the new transport format combination set, or (if this exists) modify a previously stored transport format combination set according to IEs included in IE "Transport format combination set";

1>
start to respect those transport format combinations;

1>
if IE "Transport format combination subset" is not received in this message:

2>
clear the IE "Duration" in the variable TFC_SUBSET;

2>
set both the IE "Current TFC subset" and the IE "Default TFC subset" in the variable TFC_SUBSET to the value indicating "full transport format combination set".

Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.5.2
8.2.4.36.3
Test purpose

To confirm that the UE transmits TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC after reconfiguring its uplink TFCS according to a TRANSPORT CHANNEL RECONFIGURATION message.

8.2.4.36.4
Method of test
Initial Condition

System Simulator: 1 cell
UE: PS_DCCH_DTCH_HS_DSCH (state 6-17) as specified in clause 7.4 of TS 34.108.
Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE supports HS-PDSCH

Test Procedure
The UE is in CELL_DCH state of cell 1 with active HS-DSCH reception. The SS transmits a TRANSPORT CHANNEL RECONFIGURATION message to the UE to modify the uplink transmission rate. This message includes new uplink transport and physical channel information in order to limit the uplink rate. The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC after reconfiguring its transport channel parameters and uplink physical channel. 
Next the SS transmits a TRANSPORT CHANNEL RECONFIGURATION message to the UE which includes a new uplink transport and physical channel information in order to take away the previous limitation on uplink rate. The UE transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC after reconfiguring its transport channel parameters and uplink physical channel according to the TRANSPORT CHANNEL RECONFIGURATION message. 

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in the CELL_DCH state of cell 1.

	2
	(
	TRANSPORT CHANNEL

 RECONFIGURATION 
	Limit the uplink transmission rate to 64 kbps

	3
	(
	TRANSPORT CHANNEL

 RECONFIGURATION COMPLETE
	

	4
	(
	TRANSPORT CHANNEL

 RECONFIGURATION
	Remove the limitation on the uplink rate

	5
	(
	TRANSPORT CHANNEL

 RECONFIGURATION COMPLETE
	


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION (Step 2)
The contents of TRANSPORT CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	UL Transport channel information for all transport channels
	

	      - UL DCH TFCS
	Set according to the radio bearer configuration for “Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH” in 34.108 clause 6.10 Parameter Set.

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	Not present

	    - Measurement Feedback Info
	Not present

	    - CHOICE mode
	FDD (no data)

	CHOICE channel requirement
	Uplink DPCH info

	- Uplink DPCH power control info
	Same contents as a RADIO BEARER SETUP message used in initial procedure

	- CHOICE mode
	FDD

	- Scrambling code type 
	Long

	- Scrambling code number
	1

	- Number of DPDCH
	Not Present

	- Spreading factor
	Set according to the radio bearer configuration for “Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH” in 34.108 clause 6.10 Parameter Set.

	- TFCI existence
	Set according to the radio bearer configuration for “Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH” in 34.108 clause 6.10 Parameter Set.

	- Number of FBI bit
	Not Present

	- Puncturing Limit
	Set according to the radio bearer configuration for “Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH” in 34.108 clause 6.10 Parameter Set.

	Downlink information per radio link list
	Not present


TRANSPORT CHANNEL RECONFIGURATION (Step 4)
The contents of TRANSPORT CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	UL Transport channel information for all transport channels
	

	      - UL DCH TFCS
	Same contents as the RADIO BEARER SETUP message used in the initial procedure.

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	Not present

	    - Measurement Feedback Info
	Not present

	    - CHOICE mode
	FDD (no data)

	CHOICE channel requirement
	Uplink DPCH info

	- Uplink DPCH power control info
	Same contents as the RADIO BEARER SETUP message used in initial procedure

	- CHOICE mode
	FDD

	- Scrambling code type 
	Long

	- Scrambling code number
	1

	- Number of DPDCH
	Not Present

	- Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
Set to the same as included in the RADIO BEARER SETUP message used in initial procedure.

	- TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set
Set to the same as included in the RADIO BEARER SETUP message used in initial procedure.

	- Number of FBI bit
	Not Present

	- Puncturing Limit
	Reference to TS34.108 clause 6.10 Parameter Set
Set to the same as included in the RADIO BEARER SETUP message used in initial procedure.

	Downlink information per radio link list
	Not present


8.2.4.36.5
Test requirement

After step 2 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC. 

After step 4 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC.
8.2.5
Transport format combination control

8.2.6.44.5
Test requirement

After step 2, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC which includes which includes a calculated new START value according to the formula “STARTX' = MSB20 (MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the new CKX and IKX from step 1}) + 2”, calculated IE ”Integrity Check Info” using the new FRESH value as included in IE ”Integrity protection initialisation number” in IE ”Integrity protection mode info” in PHYSICAL CHANNEL RECONFIGURATION message and COUNT-I that includes subsequent HFN as used in the old integrity protection configuration. 

After step 3, UE shall enter idle mode in cell 1.
8.2.6.45
Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Compressed mode initiation, with active HS-DSCH reception): Success

8.2.6.45.1
Definition

All UEs which support FDD, HS-PDSCH and compressed mode.
8.2.6.45.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION  message;
it shall:

1>
set the variable ORDERED_RECONFIGURATION to TRUE;
1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.

…
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;
In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
…

If the IE "DPCH compressed mode info" is included, and if the IE group "transmission gap pattern sequence configuration parameters" is included, the UE shall:

2>
at the time indicated by IE "TGCFN":

3>
activate the stored pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" is set to "activate"; and

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "active".

Reference

3GPP TS 25.331 clause 8.2.2.3, 8.2.2.4, 8.6.6.15.
8.2.6.45.3
Test purpose

1.
To confirm that the UE configures compressed mode according to a PHYSICAL CHANNEL RECONFIGURATION message during active HS-DSCH reception.

2.
To confirm that the UE activates compressed mode according to the previously stored configuration when receiving a MEASUREMENT CONTROL message during active HS-DSCH reception.

8.2.6.45.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive
UE: PS_DCCH_DTCH_HS_DSCH (state 6-17) as specified in clause 7.4 of TS 34.108.
Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE supports HS-PDSCH
-
Compressed mode required
yes/no
Test Procedure
Table 8.2.6.45
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-60
	-75
	-70
	-60


Table 8.2.6.45 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. 
The UE is in CELL_DCH state in cell 1 with active HS-DSCH reception and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.45. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message, which includes the IE "DPCH compressed mode info" with the IE "TGPS Status Flag" set to "Deactivate". The UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. 
The SS switches its downlink transmission power setting according to columns "T1" in table 8.2.6.45, but the UE shall not transmit any MEASUREMENT REPORT messages.

The SS then sets up inter-frequency measurements (event 2b) and activates compressed mode, by sending a MEASUREMENT CONTROL message to the UE. The SS waits for 1s for the UE to activate compressed mode. The UE shall transmit MEASUREMENT REPORT message to report event 2b with the measured CPICH RSCP and Ec/No values for cell 6 to the SS. 
NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.45.

	2
	(
	PHYSICAL CHANNEL RECONFIGURATION
	The SS downloads compressed mode parameters without activating compressed mode.

	3
	(
	PHYSICAL CHANNEL

 RECONFIGURATION COMPLETE
	

	4
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.6.45.

	5
	(
	MEASUREMENT CONTROL
	The SS configures inter-frequency measurements in the UE and activates compressed mode.

	6
	(
	MEASUREMENT REPORT
	The UE shall report event 2b with the measured CPICH RSCP and Ec/No values for cell 6.


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 2)

The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	Not present

	    - Measurement Feedback Info
	Not present

	    - CHOICE mode
	FDD (no data)

	Downlink information common for all radio links
	

	- Downlink DPCH info common for all RL
	

	- Timing Indication
	Maintain

	- CFN-target SFN frame offset
	Not Present

	- Downlink DPCH power control information
	

	  - CHOICE Mode
	FDD

	    -DPC Mode
	0 (Single)

	- CHOICE Mode
	FDD

	          - Power offset Pilot-DPDCH
	0

	          - DL rate matching restriction information
	Not Present

	          - Spreading factor
	Refer to the parameter set in TS 34.108

	          - Fixed or flexible position
	Flexible

	          - TFCI existence
	FALSE

	          - Number of bits for Pilot bits (SF=128, 256)
	Not Present

	- CHOICE mode
	FDD

	      - DPCH compressed mode info
	

	         - TGPSI
	1

	         - TGPS Status Flag
	Deactivate

	         - TGCFN
	(Current CFN+(256 – TTI/10msec)) mod256

	         - Transmission gap pattern sequence configuration parameters
	

	- TGMP
	FDD Measurement

	          - TGPRC
	Infinity

	          - TGSN
	4

	          - TGL1
	7

	          - TGL2
	Not Present

	          - TGD
	Undefined

	          - TGPL1
	3

	          - TGPL2
	Not Present

	          - RPP
	mode 0

	          - ITP
	mode 0

	          - CHOICE UL/DL Mode
	UL and DL, UL only, or DL only, depending on UE capability

	            - Downlink compressed mode method
	HLS

	            - Uplink compressed mode method
	HLS

	          - Downlink frame type
	B

	          - DeltaSIR1
	2.0

	          - DeltaSIRAfter1
	1.0

	          - DeltaSIR2
	Not Present

	          - DeltaSIRAfter2
	Not Present

	          - N identify abort
	Not Present

	          - T Reconfirm abort
	Not Present

	      - TX Diversity Mode
	Not Present

	      - SSDT information
	Not Present

	   - Default DPCH Offset Value
	Not Present

	   - MAC-hs reset indicator
	Not Present


MEASUREMENT CONTROL (Step 5)
Use the same message sub-type found in [9] TS 34.108 clause 9, with the following exceptions in the IE(s) concerned:
	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	- Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	- Periodic Reporting / Event Trigger Reporting Mode
	Event Trigger

	Additional measurements list
	Not Present

	CHOICE measurement type
	Inter-frequency measurement

	  - Inter-frequency measurement object list
	

	- Inter-frequency cell info list
	

	    - CHOICE inter-frequency cell removal
	Remove all inter-frequency cells

	    - New inter-frequency cells
	

	     - Inter-frequency cell id
	6

	     - Frequency info
	Set to the frequency of cell 6

	     - Cell info
	

	      - Cell individual offset
	0 dB

	      - Reference time difference to cell
	0 chips

	      - Read SFN Indicator
	FALSE

	      - CHOICE Mode
	FDD

	        - Primary CPICH Info
	

	         - Primary Scrambling Code
	Set to same code as used for cell 6

	        - Primary CPICH TX power
	Not Present

	- Primary CPICH TX power
	

	        - TX Diversity Indicator
	Not Present

	    - Cell for measurement
	Not Present

	
	

	  - Inter-frequency measurement quantity
	

	   - CHOICE reporting criteria
	Inter-frequency reporting criteria

	     - Filter Coefficient
	0

	     - CHOICE Mode
	FDD

	       - Measurement quantity for frequency quality estimate
	CPICH RSCP

	  - Inter-frequency reporting quantity
	

	- UTRA Carrier RSSI
	FALSE

	    - Frequency quality estimate
	FALSE

	- Non frequency related cell reporting quantities
	

	- Cell synchronisation information reporting indicator
	FALSE

	- Cell Identity reporting indicator
	TRUE

	- COICE Mode
	FDD

	      - CPICH Ec/No reporting indicator
	TRUE

	- CPICH RSCP reporting indicator
	TRUE

	      - Pathloss reporting indicator
	FALSE

	- Measurement validity
	

	- UE state
	CELL_DCH

	- Inter-frequency set update
	On with no reporting

	- CHOICE report criteria
	Inter-frequency measurement reporting criteria

	- Parameters required for each event
	

	- Inter-frequency event identity
	2b

	- Threshold used frequency
	-70 dBm

	- W used frequency
	Not present

	- Hysteresis
	1.0 dB

	- Time to trigger
	100 ms

	- Reporting cell status
	

	- CHOICH reported cell
	Report cells within monitored and/or virtual active set on non-used frequency

	- Maximum number of reported cells per reported non-used frequency
	2

	- Parameters required for each non-used frequency
	

	- Threshold non used frequency
	-68 dBm

	- W non-used frequency
	0

	DPCH compressed mode status info
	

	  - TGPS reconfiguration CFN
	(Current CFN + (100 – TTI/10msec))mod 256

	  - Transmission gap pattern sequence
	

	      - TGPSI
	1

	      - TGPS Status Flag
	Activate

	      - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256


MEASUREMENT REPORT (Step 6)
The contents of MEASUREMENT REPORT message is the same as them found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	Measurement Identity
	Check to see if set to 15

	Measured Results
	

	- CHOICE Measurement
	

	- Inter frequency measured results list
	Check to see if set to "Inter-frequency measured results list"

	- Inter frequency measurement results
	

	- Frequency info
	Set to the frequency of cell 6

	- UTRA carrier RSSI
	Not checked

	- Inter frequency cell measurement results
	

	- Cell measured results
	

	- Cell Identity
	Not checked

	- Cell synchronisation information
	Not checked

	- CHOICE Mode
	FDD

	- Primary CPICH Info
	Not checked

	- CPICH Ec/No
	Check to see if it is present

	- CPICH RSCP
	Check to see if it is present

	- Pathloss
	Not checked

	Measured Results on RACH
	Not checked

	Additional Measured results
	Not checked

	- Measured Result
	

	Event results
	

	            - Inter-frequency measurement event results
	

	               - Inter-frequency event identity
	2b

	               - Inter-frequency cells
	

	                  - Frequency info
	Check that the value of this IE is set to the frequency of cell 6

	                 - Non freq related measurement event results
	

	                   - Primary CPICH info
	

	                       - Primary scrambling code
	Check that the value of this IE is set to Scrambling code of cell 6


8.2.6.45.5
Test requirement

After step 2 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

After step 5 the UE shall transmit a MEASUREMENT REPORT message containing the IE "measured results" reporting cell 6's CPICH RSCP and Ec/No values, also report the triggering of event '2c' included in IE "Event results".
8.2.6.46
Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, serving HS-DSCH cell change, compressed mode)
8.2.6.46.1
Definition and applicability

All UEs which support FDD, HS-PDSCH and compressed mode.

8.2.6.46.2
Conformance requirement

If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if "DPCH frame offset" is included for one or more RLs in the active set:

2>
use its value to determine the beginning of the DPCH frame in accordance with the following:

3>
if the received IE "DPCH frame offset" is across the value range border compared to the DPCH frame offset currently used by the UE:

4>
consider it to be a request to adjust the timing with 256 chips across the frame border (e.g. if the UE receives value 0 while the value currently used is 38144 consider this as a request to adjust the timing with +256 chips).

3>
if after taking into account value range borders, the received IE "DPCH frame offset" corresponds to a request to adjust the timing with a step exceeding 256 chips:

4>
set the variable INVALID_CONFIGURATION to TRUE.

3>
and the procedure ends.

2>
adjust the radio link timing accordingly.

…

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
1> the procedure ends.
…

If IE "Timing indication" has the value "initialise", UE shall:

1>
execute the Timing Re-initialised hard handover procedure by following the procedure indicated in the subclause relevant to the procedure chosen by the UTRAN.
…

If the UE receives a message in which presence is needed for the IE "Activation time", and the value is other than the default value "Now", the UE shall:

1>
at the activation time T:

2>
for an HS-DSCH related reconfiguration caused by the received message:

3>
select the HS-SCCH subframe boundary immediately before the first HS-SCCH subframe, which entirely falls within the 10 ms frame following T;
3>
start using, at that HS-SCCH subframe boundary, the new HS-DSCH configuration in the received message, replacing any old HS-DSCH configuration.

2>
for actions, other than a physical channel reconfiguration, caused by the received message:

3>
perform the actions for the information elements in the received message as specified elsewhere.

NOTE:
An "HS-DSCH related reconfiguration" includes, in particular, reconfigurations that need to be time-aligned with the 2ms subframe of the HS-SCCH, HS-PDSCH and/or HS-DPCCH. For example, start and stop of HS-SCCH reception and serving HS-DSCH cell change.

…

If the IE "New H-RNTI" is included, the UE shall:

1>
if the IE "Downlink HS-PDSCH Information" is also included and the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
store the value in the variable H_RNTI.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
use the value of the variable H_RNTI as UE identity in the HS-SCCH reception procedure in the physical layer.

…

If the IE "Downlink HS-PDSCH Information" is included and the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message, the UE shall:

1>
if the IE "New H-RNTI" is included:

2>
perform the actions as specified in subclause 8.6.3.1b of TS 25.331.

1>
if the IE "HS-SCCH Info" is included:

2>
act as specified in subclause 8.6.6.33 of TS 25.331

1>
if the IE "Measurement Feedback Info" is included:

2>
act as specified in subclause 8.6.6.34 of TS 25.331

1>
For FDD, if, as a result of the received message, the variable H_RNTI is set and the UE has a stored IE "HS-SCCH Info" and a stored IE "Measurement Feedback Info"; and

1>
For FDD, if the UE has received IE "Uplink DPCH Power Control Info" and stored ACK,  NACK  and Ack-NACK Repetition factor; and

1>
For FDD, if the UE has stored IEs "MAC-hs queue to add or reconfigure list", "MAC-d PDU size Info" and "RB Mapping Info" corresponding to the HS-PDSCH configuration;
2>
set the variable HS_DSCH_RECEPTION to TRUE;

2>
start HS-DSCH reception procedures according to the stored HS-PDSCH configuration:

3>
as stated in subclause 8.6.3.1b of TS 25.331 for the IE "H-RNTI";

3>
in subclause 8.6.6.33 of TS 25.331 for the IE "HS-SCCH Info"; and

3>
in subclause 8.6.6.34 of TS 25.331for the IE "Measurement Feedback Info".

…

If the IE "DPCH compressed mode info" is included, and if the IE group "transmission gap pattern sequence configuration parameters" is included, the UE shall:

2>
at the time indicated by IE "TGCFN":

3>
activate the stored pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" is set to "activate"; and

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "active".

Reference

3GPP TS 25.331 clauses 8.2.2, 8.3.5.1.2, 8.6.3.1, 8.6.3.1b, 8.6.6.4, 8.6.6.27, 8.6.6.32, 8.6.6.15
8.2.6.46.3
Test purpose

To confirm that the UE is able to perform a timing re-initialised hard handover to another frequency after compressed mode measurement on the target frequency in conjunction with a serving HS-DSCH cell change according to the received PHYSICAL CHANNEL RECONFIGURATION message.

8.2.6.46.4
Method of test
Initial Condition

System Simulator: 2 cells - Cell 1 on frequency f1, and cell 6 on frequency f2. Cells 1 and 6 have different primary scrambling codes.
UE: PS_DCCH_DTCH_HS_DSCH (state 6-17) as specified in clause 7.4 of TS 34.108.
Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE supports HS-PDSCH

-
Compressed mode required
yes/no
Test Procedure
Table 8.2.6.46
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	f1
	f2

	CPICH Ec
	dBm/3.84MHz
	-60
	-75
	-70

	-60


Table 8.2.6.46 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  
The UE is in CELL_DCH state and has a radio bearer mapped on HS-DSCH established in cell 1. 

The SS configures then compressed mode (if required), to prepare the UE for inter-frequency measurements, by sending a PHYSICAL CHANNEL RECONFIGURATION message on DCCH using AM-RLC. The UE shall answer with a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

The SS then sets up inter-frequency measurements (event 2b), by sending a MEASUREMENT CONTROL message to the UE. Compressed mode is started at the same time in that message (if required).
The SS then applies the power settings according to column “T1” in table 8.2.6.46. The UE transmits a MEASUREMENT REPORT message to the SS.
The SS then transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE ordering the UE to change to Cell 6 on frequency f2. At the activation time the UE changes to Cell 6 keeping the HS-PDSCH configuration. Finally the UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC. 
SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PHYSICAL CHANNEL RECONFIGURATION
	The SS downloads the compressed mode parameters in the UE.

	
	
	
	

	2
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE acknowleges the downloading of the  compressed mode parameters.

	3
	(
	MEASUREMENT CONTROL
	The SS configures inter-frequency measurements in the UE, and activates compressed mode.

	4
	
	
	The  SS changes the power of the cells according to column T1 in table 8.2.6.46.

	5
	(
	MEASUREMENT REPORT
	Frequency f2 triggers event 2b in the UE, which sends a MEASUREMENT REPORT message to the SS.

	6
	(
	PHYSICAL CHANNEL RECONFIGURATION 
	The SS instructs the UE to change to Cell 6.

	7
	(
	PHYSICAL CHANNEL RECONFIGURATION
COMPLETE 
	

	8
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 1)
The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/Remark

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	Not present

	    - Measurement Feedback Info
	Not present

	    - CHOICE mode
	FDD (no data)

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	Not Present

	        - DPCH compressed mode info
	

	          - TGPSI
	1

	          - TGPS Status Flag
	Deactivate

	          - TGCFN
	Not present

	          - Transmission gap pattern sequence configuration parameters
	

	          - TGMP
	FDD Measurement

	          - TGPRC
	Infinity

	          - TGSN
	4

	          - TGL1
	7

	          - TGL2
	Not Present

	          - TGD
	undefined

	          - TGPL1
	3

	          - TGPL2
	Not Present

	          - RPP
	Mode 0

	          - ITP
	Mode 0

	          - CHOICE UL/DL Mode
	UL and DL, UL only or DL only (depending on the UE capability)

	           - Downlink compressed mode method
	HLS

	          - Uplink compressed mode method
	HLS

	          - Downlink frame type
	B

	          - DeltaSIR1
	2.0

	          - DeltaSIRAfter1
	1.0

	          - DeltaSIR2
	Not Present

	          - DeltaSIRAfter2
	Not Present

	          - N identify abort
	Not Present

	          - T Reconfirm abort
	Not Present

	         - TX Diversity mode
	Not Present

	         - SSDT information
	Not Present

	         - Default DPCH Offset Value
	Not Present

	Downlink information for each radio link
	Not Present


MEASUREMENT CONTROL (Step 3)

	Information Element
	Value/Remark

	Measurement Identity
	2

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	      - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	      - Periodical Reporting / Event Trigger Reporting Mode
	Event Trigger

	Additional measurements list
	Not Present

	CHOICE measurement type
	Inter-frequency measurement

	      - Inter-frequency cell info list
	

	        - CHOICE inter-frequency cell removal
	No inter-frequency cells removed

	        - New inter-frequency info list
	1 inter-frequency cell

	         - Inter-frequency cell id
	6

	         - Frequency info
	Set to the frequency of cell 6 

	         - Cell info
	

	          - Cell individual offset
	0 dB

	          - Reference time difference to cell
	Not present

	          - Read SFN Indicator
	FALSE

	          - CHOICE Mode
	FDD

	          - Primary CPICH Info
	

	           - Primary Scrambling Code
	Scrambling code of cell 6

	          - Primary CPICH TX power
	Not Present

	          - TX Diversity Indicator
	FALSE

	        - Cells for measurement
	Not present

	      - Inter-frequency measurement quantity
	

	       - CHOICE reporting criteria
	Inter-frequency reporting criteria

	        - Filter Coefficient
	0

	        - Measurement quantity for frequency quality estimate
	CPICH RSCP

	      - Inter-frequency reporting quantity
	

	       - UTRA Carrier RSSI
	FALSE

	       - Frequency quality estimate
	FALSE

	       - Non frequency related cell reporting quantities
	

	        - SFN-SFN observed time difference reporting indicator
	No report

	        - Cell synchronisation information reporting indicator
	FALSE

	        - Cell Identity reporting indicator
	FALSE

	        - CPICH Ec/No reporting indicator
	TRUE

	        - CPICH RSCP reporting indicator
	TRUE

	        - Pathloss reporting indicator
	FALSE

	      - Measurement validity
	

	       - UE State
	CELL_DCH

	      - Inter-frequency set update
	

	       - UE autonomous update
	On with no reporting

	       - Non autonomous update mode
	Not present

	      - CHOICE report criteria
	Inter-frequency measurement reporting criteria

	       - Parameters required for each event
	

	        - Inter-frequency event identity
	2b

	        - Threshold used frequency
	-70 dBm

	        - W used frequency
	0.0

	        - Hysteresis
	1.0 dB

	        - Time to trigger
	100 ms

	        - Reporting cell status
	Report cells within monitored and/or virtual active set on non-used frequency

	          - Maximum number of reported cells per 
             reported non-used frequency
	2

	        - Parameters required for each non-used
          frequency
	

	           - Threshold non used frequency
	-65 dBm

	           - W non-used frequency
	0

	DPCH compressed mode status info
	

	  - TGPS reconfiguration CFN
	(Current CFN + (100 – TTI/10msec))mod 256

	  - Transmission gap pattern sequence
	

	      - TGPSI
	1

	      - TGPS Status Flag
	Activate

	      - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256


MEASUREMENT REPORT (Step 5)
	Information Element
	Value/Remark

	Message Type
	

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	2

	Measured Results
	

	         - Inter-frequency measured results list
	

	          - Frequency info
	Check that the value of this IE is set to the frequency of cell 6

	          - UTRA carrier RSSI
	Check that this IE is absent

	          - Inter-frequency cell measurement results
	Check that the value of this IE is set to 1 cell reported

	           - Cell measured results
	

	            - Cell Identity
	Check that this IE is absent

	            - SFN-SFN observed time difference
	Check that this IE is absent

	            - Cell synchronisation information
	Check that this IE is absent

	            - Primary CPICH info
	

	             - Primary scrambling code
	Check that the value of this IE is set to Scrambling code of cell 6

	            - CPICH Ec/N0
	Check that this IE is present

	            - CPICH RSCP
	Check that this IE is present

	            - Pathloss
	Check that this IE is absent

	Measured results on RACH
	Check that this IE is absent

	Additional measured results
	Check that this IE is absent

	Event results
	

	            - Inter-frequency measurement event results
	

	               - Inter-frequency event identity
	2b

	               - Inter-frequency cells
	

	                  - Frequency info
	Check that the value of this IE is set to the frequency of cell 6

	                 - Non freq related measurement event results
	

	                   - Primary CPICH info
	

	                       - Primary scrambling code
	Check that the value of this IE is set to Scrambling code of cell 6


PHYSICAL CHANNEL RECONFIGURATION (Step 6)
Use the same message as specified for "Packet to CELL_DCH from CELL_DCH in PS" in 34.108 except for the following:
	Information Element
	Value/remark

	New H-RNTI
	'0101 0101 0101 0101'

	Frequency info
	Set to the frequency of cell 6

	Downlink HS-PDSCH Information
	

	    - HS-SCCH Info
	

	        - CHOICE mode
	FDD

	            - DL Scrambling Code
	

	            - HS-SCCH Channelisation Code Information
	

	                - HS-SCCH Channelisation Code
	2

	    - Measurement Feedback Info
	

	        - CHOICE mode
	FDD

	            - POhsdsch
	6 dB

	            - CQI Feedback cycle, k
	4 ms

	            - CQI repetition factor
	1

	            - CQI
	5 (corresponds to 0dB in relative power offset)

	    - CHOICE mode
	FDD (no data)

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	            - Timing indication
	Initialise

	            - CFN-targetSFN frame offset
	0

	            - Downlink DPCH power control information
	Not Present

	            - Downlink rate matching restriction information
	Not Present

	            - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - Fixed or flexible position
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - CHOICE SF
	Reference to TS34.108 clause 6.10 Parameter Set 

	        - DPCH compressed mode info
	Not present

	         - TX Diversity mode
	Not Present

	         - SSDT information
	Not Present

	         - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512

	        - MAC-hs reset indicator
	TRUE 

	Downlink information per radio link list
	1 radio link

	      Downlink information for each radio link
	

	         - CHOICE mode
	FDD

	           - Primary CPICH info
	Set to the scrambling code for cell 6

	           - Cell ID
	Not present

	           - PDSCH with SHO DCH info
	Not present

	           - PDSCH code mapping
	Not present

	           - Serving HS-DSCH radio link indicator
	TRUE

	         - Downlink DPCH info for each RL
	

	                - CHOICE mode
	FDD

	                   - Primary CPICH usage for channel estimation
	Primary CPICH may be used

	                   - DPCH frame offset
	Calculated value from Cell synchronisation information

	                   - Secondary CPICH info
	Not present

	                   - DL channelisation code
	Reference to TS34.108 clause 6.10 Parameter Set

	                      - Secondary scrambling code
	Not present

	                      - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	                      - Code number
	Any value between 0 and Spreading factor-1 

	                      - Scrambling code change
	Not Present

	                      - TPC combination index
	0

	                      - SSDT cell identity
	Not present

	                      - Closed loop timing adjustment mode
	Not present


8.2.6.46.5
Test requirements
After step 1, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

After step 4, the UE shall transmit a MEASUREMENT REPORT message with cell 6 as the reported cell.

After step 6, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message in cell 6.

8.2.7
Physical Shared Channel Allocation [TDD only]
8.3.1.32.5
Test requirement

After step 1, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
After step 3, the UE shall transmit a CELL UPDATE message.

After step 5, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
8.3.1.33 
Cell Update: Transition from CELL_PCH to CELL_DCH, start of HS-DSCH reception, frequency band modification
8.3.1.33.1
Definition

All UEs which support FDD and HS-PDSCH.
8.3.1.33.2 
Conformance requirement

When the UE receives a PAGING TYPE 1 message, it shall perform the actions as specified below.

:

If the UE is in connected mode, for each occurrence of the IE "Paging record" included in the message the UE shall:
1>
if the IE "Used paging identity" is a UTRAN identity and if this U-RNTI is the same as the U-RNTI allocated to the UE:

2>
if the optional IE "CN originated page to connected mode UE" is included:

3>
indicate reception of paging; and

3>
forward the IE "CN domain identity", the IE "Paging cause" and the IE "Paging record type identifier" to the upper layers.

2>
otherwise:

3>
perform a cell update procedure with cause "paging response" as specified in subclause 8.3.1.2.

2>
ignore any other remaining IE "Paging record" that may be present in the message.

1>
otherwise:

2>
ignore that paging record.
…

A UE shall initiate the cell update procedure in the following cases:

1>
Paging response:

…

…

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

…

If the new state is CELL_PCH, the response message shall be transmitted using the old configuration before the state transition, but the new C-RNTI shall be used if the IE "New C-RNTI" was included in the received reconfiguration message, and the UE shall:

1>
when RLC has confirmed the successful transmission of the response message:

…

2>
enter the new state (CELL_PCH);

…

When the UE receives a CELL UPDATE CONFIRM/URA UPDATE CONFIRM message; and

-
if the message is received on the CCCH, and IE "U-RNTI" is present and has the same value as the variable U_RNTI; or

-
if the message is received on DCCH:

2>
if the IE "Frequency info" is included in the message:

3>
if the IE "RRC State Indicator" is set to the value "CELL_DCH":

4>
act on the IE "Frequency info" as specified in subclause 8.6.6.1 in TS 25.331.

…

If the IE "New H-RNTI" is included, the UE shall:

1>
if the IE "Downlink HS-PDSCH Information" is also included and the UE would enter CELL_DCH state according to subclause 8.6.3.3 of TS 25.331 applied on the received message:

2>
store the value in the variable H_RNTI.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
use the value of the variable H_RNTI as UE identity in the HS-SCCH reception procedure in the physical layer.
…

If the IE "Added or Reconfigured DL TrCH information" is included then for the transport channel identified by the IE "DL Transport Channel Identity" the UE shall:

1>
if the choice "DL parameters" is set to 'HSDSCH':

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.6b of TS 25.331.

…

If, after completion of the procedure, the UE will be in CELL_DCH state, the UE shall:

1>
if the IE "Frequency info" is included:

2>
if the frequency is different from the currently used frequency:

3>
store and use the frequency indicated by the IE "Frequency Info"; and

3>
perform the physical layer synchronisation procedure A as specified in TS 25.214 (FDD only).

…

If the IE "Downlink HS-PDSCH Information" is included and the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message, the UE shall:

1>
if the IE "New H-RNTI" is included:

2>
perform the actions as specified in subclause 8.6.3.1b of TS 25.331.

1>
if the IE "HS-SCCH Info" is included:

2>
act as specified in subclause 8.6.6.33 of TS 25.331.

1>
if the IE "Measurement Feedback Info" is included:

2>
act as specified in subclause 8.6.6.34 of TS 25.331.

1>
For FDD, if, as a result of the received message, the variable H_RNTI is set and the UE has a stored IE "HS-SCCH Info" and a stored IE "Measurement Feedback Info"; and

1>
For FDD, if the UE has received IE "Uplink DPCH Power Control Info" and stored ACK,  NACK  and Ack-NACK Repetition factor; and

1>
For FDD, if the UE has stored IEs "MAC-hs queue to add or reconfigure list", "MAC-d PDU size Info" and "RB Mapping Info" corresponding to the HS-PDSCH configuration;
2>
set the variable HS_DSCH_RECEPTION to TRUE;

2>
start HS-DSCH reception procedures according to the stored HS-PDSCH configuration:

3>
as stated in subclause 8.6.3.1b of TS 25.331 for the IE "H-RNTI";

3>
in subclause 8.6.6.33 of TS 25.331 for the IE "HS-SCCH Info"; and

3>
in subclause 8.6.6.34 of TS 25.331 for the IE "Measurement Feedback Info".

…

If the IE "HS-SCCH Info" is included, the UE shall:

1>
store the received configuration.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
in the case of FDD:

2>
receive the HS-SCCH(s) according to the IE "HS-SCCH channelisation code" on the serving HS-DSCH radio link applying the scrambling code as received in the IE "DL Scrambling code".

…

If the IE "Measurement Feedback Info" is included, the UE shall:

1>
store the received configuration.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
use the information for the channel quality indication (CQI) procedure in the physical layer on the serving HS-DSCH radio link.

Reference 

3GPP TS 25.331 clauses 8.1.2, 8.2.2.3, 8.2.2.4, 8.3.1, 8,6,3,1, 8.6.3.1b, 8.6.5.6, 8.6.6.1, 8.6.6.32, 8.6.6.33, 8.6.6.34 
8.3.1.33.3 
Test purpose

To confirm that the UE enters the CELL_DCH state after it receives a CELL UPDATE CONFIRM message with a physical channel configuration causing it to start HS-DSCH reception on a different cell and frequency.  To confirm that the UE enters CELL_PCH state on another frequency and stops HS-DSCH reception when it receives a PHYSICAL CHANNEL RECONFIGURATION message.
8.3.1.33.4 
Method of test

Initial Condition

System Simulator: 2 cells - cell 1 is active and cell 6 is inactive.
UE: PS_DCCH_DTCH_HS_DSCH (state 6-17) as specified in clause 7.4 of TS 34.108.
Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE supports HS-PDSCH

Test Procedure

Table 8.3.1.33
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	f1
	f2

	CPICH Ec
	dBm/3.84MHz
	-60
	-72
	Off
	-55


Table 8.3.1.33 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  
The UE is in the CELL_DCH state in cell 1 and has a radio bearer established that is mapped to HS-DSCH. The SS has configured its downlink transmission power setting according to columns "T0" in table 8.3.1.33. 
The SS switches its downlink transmission power settings to columns "T1". The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message, which invokes the UE to transit from CELL_DCH to CELL_PCH in cell 6. The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC, selects cell 6 and enters CELL_PCH state. 
The SS transmits a PAGING TYPE 1 message. The UE enters the CELL_FACH state to transmit a CELL UPDATE message using uplink CCCH in cell 6 in response to the paging.
The SS transmits CELL UPDATE CONFIRM message, which includes DPCH and HS-PDSCH physical channel parameters for cell 1 on the downlink DCCH. Then the UE establishes the DPCH and HS-PDSCH in cell 1 and resumes HS-DSCH reception and transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH in cell 1.

NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in CELL_DCH state in cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.3.1.33.

	2
	
	PHYSICAL CHANNEL RECONFIGURATION
	

	3
	
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	After transmitting this message, the UE enters the CELL_PCH state in cell 6

	4
	SS
	
	SS sends the L2 ack on the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message and then waits 5 seconds to allow the UE to read system information before the next step.
Note: The SS should continue to keep the dedicated channel configuration during the time when the L2 ack is sent to the UE.

	5
	(
	PAGING TYPE 1
	

	6
	(
	CELL UPDATE
	The UE enters the CELL_FACH state.

	7
	SS
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.3.1.33.

	8
	(
	CELL UPDATE CONFIRM
	

	9
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE changes to cell 1, enters the CELL_DCH state and starts HS-DSCH reception.

	10
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 2)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	New C-RNTI
	Not Present

	RRC State Indicator
	CELL_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not present

	Downlink information for each radio link list
	Not present


CELL UPDATE (Step 6)

The same message found in TS 34.108 clause 9 shall be transmitted by the UE on the uplink CCCH, with the exception of the following IEs:

	Information Element
	Value/remark

	U-RNTI
	

	   - S-RNTI
	Check to see if set to value assigned in cell 1.

	   - SRNC Identity
	Check to see if set to value assigned in cell 1.

	Cell Update Cause
	Check to see if set to “Paging response”


CELL UPDATE CONFIRM (Step 8)
Use the same message sub-type found in TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	New H-RNTI
	'0101 0101 0101 0101' 

	RRC State indicator
	CELL_DCH

	Frequency info
	Set to the frequency of cell 1

	CHOICE channel requirement
	Same as the set defined in RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A9.

	Downlink information common for all radio links
	Same as the set defined in RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A9.

	Downlink HS-PDSCH Information
	Same as the set defined in RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A9.

	Downlink information for each radio link list
	

	 - Downlink information for each radio link 
	

	   - Choice mode
	FDD

	       - Primary CPICH info
	

	         - Primary scrambling code
	Set to the primary scrambling code of cell 1

	       - PDSCH with SHO DCH info
	Not Present

	       - PDSCH code mapping
	Not Present

	       - Serving HS-DSCH radio link indicator
	TRUE

	       - Downlink DPCH info for each RL
	

	           - Primary CPICH usage for channel estimation
	Primary CPICH may be used

	           - DPCH frame offset
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38400

	           - Secondary CPICH info
	Not Present

	           - DL channelisation code
	

	               - Secondary scrambling code
	1

	               - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set

	               - Code number
	1

	               - Scrambling code change
	No change

	           - TPC combination index
	0

	           - Power offset PTPC-DPDCH
	Not Present

	           - SSDT Cell Identity
	Not Present

	           - Closed loop timing adjustment mode
	Not Present

	       - SCCPCH information for FACH
	


8.3.1.33.5
Test requirement

After step 2, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
After step 5, the UE shall transmit a CELL UPDATE message.

After step 8, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC in cell 1.
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