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Reason for change:
(

a) For Cell_FACH state the system configuration is unclear 

b) The connection setup procedure  is incorrect.25.331 states: 

“if a multiplexing option that maps a logical channel corresponding to a TM-RLC entity onto RACH, CPCH, FACH or DSCH or HS-DSCH is included:->set the variable INVALID_CONFIGURATION to TRUE.”

Therefore the RB Setup message used in existing RF Spurious Emission test procedure is invalid. This invalid RB setup procedure is also not required.

c) 34.109 is not clear whether RB test mode is deactiviated on RRC connection release.




Summary of change:
(

a)  The cell parameters under “Initial conditions” are changed from “default” to a unique set for this test now defined in 34.121. Relevant references are updated accordingly.

b) The RB setup in the call procedure is removed.

c) RB test mode deactivation in the call procedure is introduced.  
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Rx Spurious Emission test cannot be executed because an invalid RB Setup message is used as part of the test procedure and the system configuration is unclear.
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Procedure is cahnged and shifted from 7.3.3 to 7.3.5, currenly void.
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7.3.5
Test procedure for Rx Spurious Emission
7.3.5.1 
Initial conditions

System Simulator

-
1cell, with the settings defined in clause 6.8 of TS 34.121 [2] and clause 6.1.4 of the present document.

User Equipment


The UE shall be operated under RF test conditions.


The Test-USIM shall be inserted.
The UE has a valid TMSI (CS) after the execution of the procedure described in 7.2.2.1
The UE has a valid P-TMSI (PS) after the execution of the procedure described in 7.2.2.2
7.3.5.2
Definition of system information messages

The default system information messages specified in clause 6.1 are used with the following exceptions.
For SIB 1 the exceptions are given below.

For SIB 3 the exceptions are given in TS 34.121 [2] clause 6.8.4
Contents of System information block type 1: RRC

Information Element
Value/remark

- CN domain system information


 - CN domain identity
PS

 - CHOICE CN Type
GSM-MAP

  - CN domain specific NAS system information


  - GSM-MAP NAS system information
00 00

 - CN domain specific DRX cycle length coefficient
7

  - CN domain identity
CS

 - CHOICE CN Type
GSM-MAP

  - CN domain specific NAS system information


   - GSM-MAP NAS system information
00(T3212 is set to infinity) 01

 - CN domain specific DRX cycle length coefficient
7

- UE Timers and constants in connected mode


 - T305
Infinity

7.3.5.3
Procedure
For UE supporting CS
Step
Direction
Message
Comments


UE
SS



1
<--
SYSTEM INFORMATION (BCCH)
Broadcast

2
<--
PAGING TYPE1 (PCCH)
Paging (CS domain, TMSI)

3
-->
RRC CONNECTION REQUEST (CCCH)
RRC

4
<--
RRC CONNECTION SETUP (CCCH)
RRC

5
-->
RRC CONNECTION SETUP COMPLETE (DCCH)
RRC

6
-->
PAGING RESPONSE
RR

7
<--
AUTHENTICATION REQUEST
MM

8
-->
AUTHENTICATION RESPONSE
MM

9
<--
SECURITY MODE COMMAND
RRC

10
-->
SECURITY MODE COMPLETE
RRC

11
<--
ACTIVATE RB TEST MODE
TC 

12
-->
ACTIVATE RB TEST MODE COMPLETE
TC

13
<--
DEACTIVATE RB TEST MODE
TC



14
-->
DEACTIVATE RB TEST MODE COMPLETE
TC

15
<--
RRC CONNECTION RELEASE
RRC

16
-->
RRC CONNECTION RELEASE COMPLETE
RRC

For UE supporting PS only

Step
Direction
Message
Comments


UE
SS



1
<--
SYSTEM INFORMATION (BCCH)
Broadcast

2
<--
PAGING TYPE1 (PCCH)
Paging (PS domain, P-TMSI)

3
-->
RRC CONNECTION REQUEST (CCCH)
RRC

4
<--
RRC CONNECTION SETUP (CCCH)
RRC

5
-->
RRC CONNECTION SETUP COMPLETE (DCCH)
RRC

6
-->
SERVICE REQUEST
GMM

7
<--
AUTHENTICATION AND CIPHERING REQUEST
GMM

8
-->
AUTHENTICATION AND CIPHERING RESPONSE
GMM

9
<--
SECURITY MODE COMMAND
RRC

10
-->
SECURITY MODE COMPLETE
RRC

11
<--
ACTIVATE RB TEST MODE
TC 

12
-->
ACTIVATE RB TEST MODE COMPLETE
TC

13
<--
DEACTIVATE RB TEST MODE
TC



14
-->
DEACTIVATE RB TEST MODE COMPLETE
TC

15
<--
RRC CONNECTION RELEASE
RRC

16
-->
RRC CONNECTION RELEASE COMPLETE
RRC

7.3.5.4
Specific message contents

The default message contents specified in clause 9.2 are used with the following exceptions.











Contents of Attach Accept message: GMM 
Information Element
Value/remark

Periodic RA update timer
E0 (timer is deactivated)

The RRC connection setup is defined in 9.1.1 “Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_FACH)”
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