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4
Recommended test case applicability

[…]

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	[…]
	
	
	
	

	8.2.2.39
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, start and stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.2.40
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH and from CELL_FACH to CELL_DCH: Success (frequency band modification, start and stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.3.1
	RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	[…]
	
	
	
	

	8.2.6.42
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving HS-DSCH cell change)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.45
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Compressed mode initiation, with active HS-DSCH reception): Success
	Rel-5
	Cxxx
	UEs supporting FDD and HS-PDSCH and supporting downlink compressed mode or supporting uplink and downlink compressed mode

	8.2.6.46
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change, timing re-initialized hard handover, compressed mode)
	Rel-5
	Cxxx
	UEs supporting FDD and HS-PDSCH and supporting downlink compressed mode or supporting uplink and downlink compressed mode

	8.2.7
	RRC / Physical Shared Channel Allocation [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS

	[…]
	
	
	
	

	8.3.1.32
	Cell Update: Transition from URA_PCH to CELL_DCH, start of HS-DSCH reception
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.1.33
	Cell Update: Transition from CELL_PCH to CELL_DCH, start of HS-DSCH reception, frequency band modification
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.2.1
	RRC / URA Update: Change of URA
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	[…]
	
	
	
	

	SESSION MANAGEMENT

	11.1.1.1
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested
	R99
	C12
	UE supporting PS domain services.

	11.1.1.1a
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested/Correct handling of QoS extensions for rates above 8640 kbps
	Rel-5
	C372
	UE supporting FDD and HS-PDSCH and downlink rates above 8640 kbps (i.e. FDD HS-DSCH  UE Category 7 or 10)

	[…]
	
	
	
	

	RADIO BEARER SERVICES

	[…]
	
	
	
	

	
	Combinations on DPCH and HS-PDSCH
	
	
	

	14.6.1
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C373
	UE supporting FDD and HS-PDSCH and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 14.6.2 is applicable then test case 14.6.1 is optional (14.6.1 considered implicitely covered by 14.6.2).

	14.6.2
	Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C374
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	[…]
	
	
	
	


	[…]

	C372 
IF A.1/1 AND A.18a/13 AND (A,18b.1/7 OR A.18b.1/10) THEN R ELSE N/A

	C373 
IF C374 THEN O ELSE (IF A.1/1 AND A.18a/13 AND A.18 f.1/1 THEN R ELSE N/A)

	C374 
IF A.1/1 AND A.18a/13 AND A.18f.1/2 THEN R ELSE N/A

	C375
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/11 OR A.4/12) THEN R ELSE N/A

	C376
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C377
IF A.1/3 AND A.18c/63.1 THEN R ELSE N/A

	C378
IF A.1/3 AND A.18c/63.2 THEN R ELSE N/A

	Cxxx
IF A.1/1 AND A.18a/13 AND (A.18a/9 OR A.18a/10) THEN R ELSE N/A


<End of modified section>

<Start of next modified section>

A.4
ICS proforma tables

<Skip until first modified table >

A.4.3.3
Physical Layer Baseline Implementation Capabilities

Table A.17: Void

Table A.18: Void

Table A.18a: FDD Layer 1 UE Radio Access Capabilities

	Item
	FDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	

	3
	Support for SF 512 (downlink)
	25.306, 4.5.3
	R99
	

	4
	Support of PDSCH
	25.306, 4.5.3
	R99
	

	5
	Simultaneous reception of SCCPCH and DPCH
	25.306, 4.5.3
	R99
	

	6
	Simultaneous reception of SCCPCH, DPCH and PDSCH
	25.306, 4.5.3
	R99
	

	7
	Support of PCPCH
	25.306, 4.5.4
	R99
	

	8
	Support of uplink compressed mode only
	25.306, 4.9
	R99
	

	9
	Support of downlink compressed mode only
	25.306, 4.9
	R99
	

	10
	Support of uplink and downlink compressed mode
	25.306, 4.9
	R99
	

	11
	Support of Network based Network Assisted GPS
	25.306, 4.8
	R99
	

	12
	Support of UE based Network Assisted GPS
	25.306, 4.8
	R99
	

	13
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	


Table A.18b: TDD Layer 1 UE Radio Access Capabilities

	Item
	TDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	Applicable for 3.84 Mcps and 1.28 Mcps

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	Applicable for 3.84 Mcps and 1.28 Mcps

	3
	Max.number of physical channels and TS per frame
	25.306, 4.5.5, 4.5.6
	R99
	Applicable for 3.84 Mcps only

	4
	Max.number of physical channels and TS per subframe
	25.306, 4.5.5, 4.5.6
	Rel-4
	Applicable for 1.28 Mcps only

	5
	Minimum SF
	25.306, 4.5.5, 4.5.6
	R99
	Applicable for 3.84 Mcps and 1.28 Mcps

	6
	Support of PDSCH (Downlink)
	25.306, 4.5.5
	R99
	Applicable for 3.84 Mcps and 1.28 Mcps

	7
	Max.number of physical channels per TS
	25.306, 4.5.5

4.5.6
	R99
	Applicable for 3.84 Mcps and 1.28 Mcps

	8
	Support of 8PSK
	25.306, 4.5.5, 4.5.6
	Rel-4
	Applicable for 1.28 Mcps only

	9
	Support of PUSCH
	25.306, 4.5.5

4.5.6
	R99
	Applicable for 3.84 Mcps and 1.28 Mcps


Table A.18b.1: FDD HS-DSCH physical layer categories

	Item
	FDD HS-DSCH physical layer categories
	Ref.
	Release
	Comments

	1
	Category 1
	25.306, 5.1
	Rel-5
	

	2
	Category 2 
	25.306, 5.1
	Rel-5
	

	3
	Category 3
	25.306, 5.1
	Rel-5
	

	4
	Category 4
	25.306, 5.1
	Rel-5
	

	5
	Category 5 
	25.306, 5.1
	Rel-5
	

	6
	Category 6
	25.306, 5.1
	Rel-5
	

	7
	Category 7
	25.306, 5.1
	Rel-5
	

	8
	Category 8
	25.306, 5.1
	Rel-5
	

	9
	Category 9
	25.306, 5.1
	Rel-5
	

	10
	Category 10
	25.306, 5.1
	Rel-5
	

	11
	Category 11
	25.306, 5.1
	Rel-5
	

	12
	Category 12
	25.306, 5.1
	Rel-5
	


A.4.3.3.1
FDD Interoperability Radio Bearer Capabilities

The applicability column in table A.18c to A.18f specifies the minimum UE radio access capability for which the reference radio bearer configurations are applicable. The UE radio access capability parameters and their possible value range are defined in TS 25.306 [34a] clause 5.1. The UE does not need to support any RAB which has higher bit rate than the highest value indicated by the UE in “maximum bit rate for uplink” (respectively “maximum bit rate for downlink”) in the Quality of Service information element (TS 24.008 [29] clause 10.5.6.5) for the traffic class of the RAB.

The following labels have been used in tables A.18c to A.18f to represent the various UE radio access capability parameters:

	
	Label
	UE radio access capability parameter as defined in [34a] 25.306.

	Transport channel parameters in downlink
	DL Max TB bits
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant

	
	DL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant

	
	DL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant

	
	DL Max TrCHs
	Maximum number of simultaneous transport channels

	
	DL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	DL Max TTI TB
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval

	
	DL Max TFS
	Maximum number of TFC in the TFCS

	
	DL Max TF
	Maximum number of TF

	
	DL TC
	Support for turbo decoding

	Transport channel parameters in uplink
	UL Max TB bits
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant

	
	UL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TrCHs
	Maximum number of simultaneous transport channels

	
	UL Max TTI TB
	Maximum total number of transport blocks transmitted within TTIs that start at the same time

	
	UL Max TFS
	Maximum number of TFC in the TFCS

	
	UL Max TF
	Maximum number of TF

	
	UL TC
	Support for turbo encoding


<Skip until next modified table >

Table A.18f: FDD interoperability radio bearer capabilities for combinations on PRACH

	Item
	FDD interoperability radio bearer configuration for combination on PRACH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Comments

	1
	Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH
	34.108 6.10.2.4.4.1
	UL Max TB bits
	640
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	N/A
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	2
	

	
	
	
	UL Max TFS
	4
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	N/A
	

	
	
	
	Other required UE radio access capability


	none
	

	2
	Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH

	34.108 6.10.2.4.4.2
	UL Max TB bits
	640
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	N/A
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	2
	

	
	
	
	UL Max TFS
	4
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	N/A
	

	
	
	
	Other required UE radio access capability


	none
	


Table A.18f.1: FDD interoperability radio bearer capabilities for combinations on DPCH and HS-PDSCH
	1
	Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.1
	HS-PDSCH
	Yes
	

	
	
	
	UL Max TB bits
	2560
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	2560
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	8
	

	
	
	
	UL Max TFS
	16
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	None
	

	2
	Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.2
	HS-PDSCH
	Yes
	

	
	
	
	UL Max TB bits
	5120
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	5120
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	16
	

	
	
	
	UL Max TFS
	16
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	None
	


<End of modified section>
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