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1.
Scope

The purpose of the present document is to list TS 34.123 test cases suspended from T1 approval.
2.
References

n/a

3 Definitions, abbreviations and symbols

3.1 Abbreviations

AS

Access Stratum

CN

Core Network

FDD

Frequency Division Duplex

GPRS

General Packet Radio System

GSM

Global System for Mobile

MS

Mobile Station

NAS

Non-Access Stratum

PLMN

Public Land Mobile Network

RRC

Radio Resource Control

TDD

Time Division Duplex

UE

User Equipment (=MS)

UMTS

Universal Mobile Telecommunications System

UTRA

UMTS Terrestrial Radio Access

UTRAN

UMTS Terrestrial Radio Access Network

4 List of TS 34.123 Test Cases

4.1 Idle Mode Operations Layer 2

n/a
4.2 Radio Resource Control RRC

	Test Case
	GCF Package
	Justification for suspension
	References

	8.3.1.18
	P4
	Ambiguity in core specification TS 25.331, section 8.3.1.7a (Physical channel failure). 
	



4.3 Elementary Procedures of Mobility Management

	Test Case
	GCF Package
	Justification for suspension
	References

	9.4.2.4 procedure5
	P2
	The test procedure requires a USIM removal with power-on. This functionality is currently not supported by the UEs available for verification and validation.
	


4.4 Circuit Switched Call Control

n/a

4.5 Session Management Procedures

n/a

4.6 Elementary Procedures for Packet Switched Mobility Management

n/a

4.7 General Tests

n/a

4.8 Interoperability Radio Bearer Tests

	Test Case
	GCF Package
	Justification for suspension
	References

	
	
	


	


n/a
4.9 Supplementary Services

n/a

4.10 Short message service (SMS)

n/a

4.11 Specific Features

n/a

4.12 Multi-Layer Functional Tests

n/a

4.13 Session Management Procedures

n/a
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