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8.6.1.2
Event triggered reporting of multiple neighbours in AWGN propagation condition (R99)

8.6.1.2.1
Definition and applicability

In the event triggered reporting period the measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is twice the TTI of the uplink DCCH.

The requirements and this test apply to the Release 99 FDD UE.

8.6.1.2.2
Minimum requirements

The requirements are the same as in sub clause 8.6.1.1.2.

The normative reference for these requirements is TS 25.133 [2] clauses 8.1.2.2 and A.8.1.2.

8.6.1.2.3
Test purpose

To verify that the UE meets the minimum requirements.

8.6.1.2.4
Method of test

8.6.1.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4. 

The initial test parameters are given in table 8.6.1.2.4.

Table 8.6.1.2.1: Cell specific initial test parameters for Event triggered reporting of multiple neighbours in AWGN propagation conditions

Parameter
Unit
Cell 1
Cell 2
Cell3



T0
T0
T0

CPICH_Ec/Ior
dB
-10
-10
-10

PCCPCH_Ec/Ior
dB
-12
-12
-12

SCH_Ec/Ior
dB
-12
-12
-12

PICH_Ec/Ior
dB
-15
-15
-15

DPCH_Ec/Ior
dB
-17
N/A
N/A

OCNS_Ec/Ior
dB
-1.049
-0.941
-0.941
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or

I

I
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dB
0
-Inf
-Inf

Îor (Note 1)
dBm
-85
-Inf
-Inf
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dBm/3.84 MHz
-85

CPICH_Ec/Io
dB
-13
-Inf
-Inf

Propagation Condition 
AWGN

Note 1:
The nominal Îor values, although not explicitly defined in 25.133 are added here since they are implied and need to be identified so that the test equipment can be configured.

The test parameters are given in table 8.6.1.2.2 and 8.6.1.2.5. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A, 1C and 1B shall be used and the periodical reporting of the events is not applied. The CPICH Ec/Io and SFN-CFN observed time difference shall be reported together with Event 1A. The test consists of six successive time periods, with a time duration of T1, T2, T3, T4, T5 and T6 respectively. In the initial condition before the time T1, defined as T0, only Cell 1 is active.

Table 8.6.1.2.2: General test parameters for Event triggered reporting of multiple neighbours in AWGN propagation conditions

Parameter
Unit
Value
Comment

DCH parameters

DL and UL Reference Measurement Channel 12.2 kbps
As specified in C.3.1 and C.2.1

Power Control

On


Active cell

Cell 1


Reporting range
dB
3
Applicable for event 1A and 1B

Hysteresis
dB
0


W

0
Applicable for event 1A and 1B

Replacement activation threshold

0
Applicable for event 1C

Reporting deactivation threshold

0
Applicable for event 1A

Time to Trigger
ms
0


Filter coefficient

0


Monitored cell list size

32
NOTE: See Annex I for cell information.

T1
s
10


T2
s
1


T3
s
10


T4
s
4


T5
s
1


T6
s
10
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