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9.2.2
Open Loop Diversity Performance

9.2.2.1

Definition and applicability

The receiver  open loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The UE shall be tested only according to the data rate, supported. The data-rate corresponding requirements shall apply to the UE.

The requirements and this test apply to all types of UTRA for FDD UE that support HSDPA.

9.2.2.2

Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to Table 9.2.2.1. During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.2.2.

Table 9.2.2.1: Mapping between HS-DSCH category and FRC

	HS-DSCH category
	Corresponding requirement

	Category 1
	H-Set 1

	Category 2
	H-Set 1

	Category 3
	H-Set 2

	Category 4
	H-Set 2

	Category 5
	H-Set 3

	Category 6
	H-Set 3

	Category 11
	H-Set 4

	Category 12
	H-Set 5


Table 9.2.2.2: Node-B Emulator Behaviour in response to ACK/NACK/DTX

	HS-DPCCH ACK/NACK Field State
	Node-B Emulator Behaviour

	ACK
	ACK: new transmission using  1st redundancy version (RV) 

	NACK
	NACK: retransmission using the next RV (up to the maximum permitted number or RV’s)

	DTX
	DTX: retransmission using the RV previously transmitted to the same H-ARQ process


For the parameters specified in Tables 9.2.2.3, 9.2.2.5, 9.2.2.7 the requirements are specified in terms of minimum information bit throughput R as shown in Table 9.2.2.4, 9.2.2.6,9.2.2.8, and 9.2.2.9 for QPSK and 16QAM and for the DL reference channels specified in Annex C.8.1.

Table 9.2.2.3: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4


Table 9.2.2.4: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	77
	375

	
	
	-3
	180
	475

	2
	PB3
	-6
	20
	183

	
	
	-3
	154
	274

	3
	VA30
	-6
	15
	187

	
	
	-3
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2.5: Test Parameters for Testing 16-QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4


Table 9.2.2.6: Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	295

	
	
	-3
	463

	2
	PB3
	-6
	24

	
	
	-3
	243

	3
	VA30
	-6
	35

	
	
	-3
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


Table 9.2.2.7: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH

	[image: image11.wmf]oc

I


	DBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4


Table 9.2.2.8: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	70
	369

	
	
	-3
	171
	471

	2
	PB3
	-6
	14
	180

	
	
	-3
	150
	276

	3
	VA30
	-6
	11
	184

	
	
	-3
	156
	285

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.2.9: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	116
	563

	
	
	-3
	270
	713

	2
	PB3
	-6
	30
	275

	
	
	-3
	231
	411

	3
	VA30
	-6
	23
	281

	
	
	-3
	243
	426

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


The reference for this requirement is TS 25.101 [1] clauses 9.2.2.1, 9.2.2.2 and 9.2.2.3. 

9.2.2.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.2.4
Method of test

9.2.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1. Connect the SS (Note: This is the Node B Emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.19.

2.
Set the test parameters for test as specified in table’s 9.2.2.11, 9.2.2.13 and 9.2.2.15 and levels as specified in tables 9.2.2.12, 9.2.2.14, 9.2.2.16 and 9.2.2.17. Setup fading simulators as fading condition, which are described in table D.2.2.1A. The configuration of the downlink channels is defined in table E.5.2.

Table 9.2.2.10: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.2.4.2
Procedure 

1. Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3]with levels according to table E.5.0
2. Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.9 and  start transmitting HSDPA Data. 

3.
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long  [27]).  

4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.1, F.6.3.5.3.2. F.6.3.5.3.3 and F.6.3.5.3.4. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.2.5
Test Requirements

Tables 9.2.2.11 to 9.2.2.17 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8 define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary. 
Note that the levels in tables E.5.6 to E.5.8, when applied in this subclause (open loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.   
Table 9.2.2.11: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4


Table 9.2.2.12: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	77
	375

	
	
	-2.9
	180
	475

	2
	PB3
	-5.9
	20
	183

	
	
	-2.9
	154
	274

	3
	VA30
	-5.9
	15
	187

	
	
	-2.9
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2.13: Test Parameters for Testing 16-QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4


Table 9.2.2.14: Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	295

	
	
	-2.9
	463

	2
	PB3
	-5.9
	24

	
	
	-2.9
	243

	3
	VA30
	-5.9
	35

	
	
	-2.9
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


Table 9.2.2.15: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4


Table 9.2.2.16: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	70
	369

	
	
	-2.9
	171
	471

	2
	PB3
	-5.9
	14
	180

	
	
	-2.9
	150
	276

	3
	VA30
	-5.9
	11
	184

	
	
	-2.9
	156
	285

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.2.17: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	116
	563

	
	
	-2.9
	270
	713

	2
	PB3
	-5.9
	30
	275

	
	
	-2.9
	231
	411

	3
	VA30
	-5.9
	23
	281

	
	
	-2.9
	243
	426

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
9.2.3
Closed Loop Diversity Performance

9.2.3.1

Definition and applicability

The receiver closed loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The UE shall be tested only according to the data rate, supported. The data-rate corresponding requirements shall apply to the UE.

The requirements and this test apply to all types of UTRA for FDD UE that support HSDPA.

9.2.3.2

Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to Table 9.2.3.1. During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.3.2.

Table 9.2.3.1: Mapping between HS-DSCH category and FRC

	HS-DSCH category
	Corresponding requirement

	Category 1
	H-Set 1

	Category 2
	H-Set 1

	Category 3
	H-Set 2

	Category 4
	H-Set 2

	Category 5
	H-Set 3

	Category 6
	H-Set 3

	Category 11
	H-Set 4

	Category 12
	H-Set 5


Table 9.2.3.2: Node-B Emulator Behaviour in response to ACK/NACK/DTX

	HS-DPCCH ACK/NACK Field State
	Node-B Emulator Behaviour

	ACK
	ACK: new transmission using  1st redundancy version (RV) 

	NACK
	NACK: retransmission using the next RV (up to the maximum permitted number or RV’s)

	DTX
	DTX: retransmission using the RV previously transmitted to the same H-ARQ process


For the parameters specified in Tables 9.2.3.3, 9.2.3.5, 9.2.3.7 the requirements are specified in terms of minimum information bit throughput R as shown in Table 9.2.3.4, 9.2.3.6, 9.2.3.8, and 9.2.3.9 for QPSK and 16QAM and for the DL reference channels specified in Annex C.8.1.

Table 9.2.3.3: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1


Table 9.2.3.4: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
[image: image44.wmf]/

cor

EI

 (dB)
	T-put [image: image45.wmf]R

 (kbps) *
 [image: image46.wmf]ˆ

/

oroc

II

= 0 dB
	T-put [image: image47.wmf]R

 (kbps) *
[image: image48.wmf]ˆ

/

oroc

II

= 10 dB

	1
	PA3
	-6
	118
	399

	
	
	-3
	225
	458

	2
	PB3
	-6
	50
	199

	
	
	-3
	173
	301

	3
	VA30
	-6
	47
	204

	
	
	-3
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3.5: Test Parameters for Testing 16-QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1


Table 9.2.3.6 Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
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	-3
	500

	2
	PB3
	-6
	74

	
	
	-3
	255

	3
	VA30
	-6
	84

	
	
	-3
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


Table 9.2.3.7: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH

	[image: image53.wmf]oc

I


	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1


Table 9.2.3.8: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value
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	1
	PA3
	-6
	114
	398

	
	
	-3
	223
	457

	2
	PB3
	-6
	43
	196

	
	
	-3
	167
	292

	3
	VA30
	-6
	40
	199

	
	
	-3
	170
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.3.9: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	177
	599

	
	
	-3
	338
	687

	2
	PB3
	-6
	75
	299

	
	
	-3
	260
	452

	3
	VA30
	-6
	71
	306

	
	
	-3
	258
	458

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


The reference for this requirement is TS 25.101 [1] clauses 9.2.3.1, 9.2.3.2 and 9.2.3.3. 

9.2.3.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.3.4
Method of test

9.2.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (Note: This is the Node B Emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.19.

2)
Set the test parameters for tests as specified in table’s 9.2.3.11, 9.2.3.13 and 9.2.3.15 and levels as specified in table’s 9.2.3.12, 9.2.3.14, 9.2.3.16 and 9.2.3.17. Setup fading simulators as fading condition, which are described in table D.2.2.1A. The configuration of the downlink channels is defined in table E.5.3.

Table 9.2.3.10: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


RRC CONNECTION SETUP for Closed loop mode1

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed loop mode1

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.3.4.2
Procedure 

1.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0
2.
Once the HSDPA connection is setup, change levels according to  Tables E.5.6 to E.5.9 and  start transmitting HSDPA Data. 

3. The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long [27]. )  
4. As the uplink is error free, the feedback error ratio is generated by the SS internally as follows: 4% of the feedback bits, received by the SS on the uplink , shall be inverted prior to being processed.  The inverted bits shall occur at random, e.g controled by a random generator  

5.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.4.1, F.6.3.5.4.2, F.6.3.5.4.3 and F.6.3.5.4.4. ACK is counted as a pass. NACK and statDTX are counted as a failure.
9.2.3.5
Test Requirements


Tables 9.2.3.11 to 9.2.3.17 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.
Tables E.5.6 to E.5.8 define the secondary and  subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary. 

Note that the levels in tables E.5.6 to E.5.8, when applied in this subclause (closed loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.3: column Note.
Table 9.2.3.11: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1


Table 9.2.3.12: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value
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	1
	PA3
	-5.9
	118
	399

	
	
	-2.9
	225
	458

	2
	PB3
	-5.9
	50
	199

	
	
	-2.9
	173
	301

	3
	VA30
	-5.9
	47
	204

	
	
	-2.9
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3.13: Test Parameters for Testing 16-QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1


Table 9.2.3.14 Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value
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	1
	PA3
	-5.9
	361

	
	
	-2.9
	500

	2
	PB3
	-5.9
	74

	
	
	-2.9
	255

	3
	VA30
	-5.9
	84

	
	
	-2.9
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


Table 9.2.3.15: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1


Table 9.2.3.16: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value
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	1
	PA3
	-5.9
	114
	398

	
	
	-2.9
	223
	457

	2
	PB3
	-5.9
	43
	196

	
	
	-2.9
	167
	292

	3
	VA30
	-5.9
	40
	199

	
	
	-2.9
	170
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.3.17: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value
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	1
	PA3
	-5.9
	177
	599

	
	
	-2.9
	338
	687

	2
	PB3
	-5.9
	75
	299

	
	
	-2.9
	260
	452

	3
	VA30
	-5.9
	71
	306

	
	
	-2.9
	258
	458

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4
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