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1. Introduction

The purpose of this document is to update the state transition table [1] in order to make the current status clear after T-Plenary#26(2004.12).

This is a revision of T1-050175. The yellow highlighted is changed from T1-050175.
2. State Transition Table

There are three types of cells in the below table.

1) The yellow cells should be tested for conformance test cases.

· The test cases in cells with numbers are already existed in [2]. The numbers stand for a clause and you can see the detail test procedure in that clause.

· The test cases in cells with no number are not existed yet. 

2) The empty cells need not be tested for conformance test cases.

3) The blue cells are proposed to remove with following the reason;
· The proposed test cases of <1> and <2> are the following;
The UE was in the Cell_DCH state and had a radio bearer mapped to HS-DSCH. Then SS requests to establish CS bearer and simultaneously reconfigure RLC entity of already established PS bearer to release a radio bearer mapped to HS-DSCH by a Radio Bearer Setup message. [3]
· The proposed test cases of <3> and <4> are the following:
The UE communicated in CS and PS (not HS-DSCH) mode. Then SS requests to release CS bearer and simultaneously reconfigure RLC entity of already established PS bearer to establish a radio bearer mapped to HS-DSCH by a Radio Bearer Release message. [3]
· 
All of the test cases are not technically suitable. The reason is that it  is impossible to establish (or release) some RBs and simultaneously reconfigure the RLC entity (e.g. reconfigure DL RLC size, RLC parameters, change RB mapping info etc) of already established RB, because there is not the IE ”RB information to reconfigure list” in a Rel-5 Radio Bearer Setup (Radio Bearer Release) message.
Therefore we propose to remove <1>, <2>, <3>, and <4>test case from the table.
4) The test case of 8.2.6.47 has been misplaced in the table. It shall be moved to column 10 of Physical channel Reconfiguration procedure (intra-frequency).

	
	Intra-frequency
	RB Setup
	RB Release
	RB Reconfiguration
	TrCH Reconfiguration
	PhyCH Reconfiguration
	Cell Update Confirm

	1
	Cell_DCH to Cell_DCH
(start of HS-DSCH reception)
	8.2.1.27

8.2.1.28

8.2.1.29
	<3>
	8.2.2.36
	
	
	

	2
	Cell_FACH to Cell_DCH
(start of HS-DSCH reception)
	8.2.1.31
	
	8.2.2.37
	
	
	

	3
	Cell_PCH to Cell_DCH

(start of HS-DSCH reception)
	
	
	
	
	
	

	4
	URA_PCH to Cell_DCH
(start of HS-DSCH reception)
	
	
	
	
	
	8.3.1.32

	5
	Cell_DCH to Cell_DCH
(stop of HS-DSCH reception)
	<1>
	8.2.3.30
	8.2.2.36
	
	
	

	6
	Cell_DCH to Cell_FACH
(stop of HS-DSCH reception)
	
	
	8.2.2.37
	
	
	8.3.1.34

	7
	Cell_DCH to Cell_PCH

(stop of HS-DSCH reception)
	
	
	
	
	
	

	8
	Cell_DCH to URA_PCH
(stop of HS-DSCH reception)
	
	
	
	
	
	

	9
	Cell_DCH  to Cell_DCH
(Serving HS-DSCH cell change)
	
	
	
	
	8.2.6.39a
8.2.6.39b
	

	10
	Cell_DCH to Cell_DCH

(with active HS-DSCH reception)
	
	8.2.3.31
	8.2.2.38
	8.2.4.36
	8.2.6.40
8.2.6.47
	8.3.1.35


	
	Inter-frequency
	RB Setup
	RB Release
	RB Reconfiguration
	TrCH Reconfiguration
	PhyCH Reconfiguration
	Cell Update Confirm

	1
	Cell_DCH to Cell_DCH
(start of HS-DSCH reception)
	8.2.1.30
	<4>
	8.2.2.39
	
	
	

	2
	Cell_FACH to Cell_DCH
(start of HS-DSCH reception)
	8.2.1.32
	
	8.2.2.40
	
	
	

	3
	Cell_PCH to Cell_DCH

(start of HS-DSCH reception)
	
	
	
	
	
	8.3.1.33

	4
	URA_PCH to Cell_DCH
(start of HS-DSCH reception)
	
	
	
	
	
	

	5
	Cell_DCH to Cell_DCH
(stop of HS-DSCH reception)
	<2>
	8.2.3.33
	8.2.2.39
	
	
	

	6
	Cell_DCH to Cell_FACH
(stop of HS-DSCH reception)
	
	8.2.3.34

	8.2.2.40
	
	
	8.3.1.36

	7
	Cell_DCH to Cell_PCH

(stop of HS-DSCH reception)
	
	
	
	
	8.3.1.33
	

	8
	Cell_DCH to URA_PCH
(stop of HS-DSCH reception)
	
	
	
	
	
	

	9
	Cell_DCH to Cell_DCH
(Serving HS-DSCH cell change)
	
	
	
	
	8.2.6.42

8.2.6.46


8.2.6.48
	

	10
	Cell_DCH to Cell_DCH

(with active HS-DSCH reception)
	
	8.2.3.32
	
	
	
	8.3.1.37
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