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1. Description of the Problem
After some discussion during the latest meeting (T1#26), T1 believes that the requirements for Relative Accuracy Requirement in 25.133, section 9.1.3.2 cannot be tested as defined. 
In section 9.1.3.2  the relative accuracy requirement is defined as the UTRA Carrier RSSI measured from one frequency compared to the UTRA Carrier RSSI measured from another frequency.
However UTRA carrier RSSI measurement cannot be signalled with an intra frequency MEASUREMENT CONTROL message.

An alternative proposal using a MEASUREMENT CONTROL with UE internal measurement (10.3.7.77, in TS 25.331) and UE internal measurement quantity for UTRA Carrier RSSI (10.3.7.82), was verified.
But reporting of UTRA carrier RSSI values for UE internal measurement is not defined.
T1 noticed that there is no message in 25.331 containing the measured UTRA Carrier RSSI for the intra frequency cell channel.
2. Possible Solutions:
a) As there is no active way to achieve the test purpose an in-direct method was discussed.

In TS25.331 a MEASUREMENT REPORT message is available, containing CPICH_RSCP and CPICH_Ec/Io for the intra frequency channel.
In TS25.215, section 5.1.5,  there is a formula relating CPICH_RSCP and CPICH_Ec/Io  to UTRA Carrier RSSI as stated:
The CPICH_Ec/No is identical to CPICH_RSCP/UTRA Carrier RSSI.

With this we get the following results:
UTRA RSSI for Channel 2 is obtained from the inter-frequency measurement
and

UTRA RSSI for Channel 1 is calculated from the reported CPICH RSCP and Ec/Io values.
T1 believes that this kind of implementation of the test does not fulfill the test purpose.
b) Change the reporting from periodical reporting to event-triggered which will allow the reporting of the intra-frequency RSSI in the same MEASUREMENT REPORT message. However, this solution is not practical since the test requires repeating the measurement 1000 times, which will require test equipment to setup the measurement and changing RF conditions 1000 times.
3. Assessment:
T1 considers both methods as not practicable to verify the requirements of the core specification of relative measurement accuracy requirement.
2. Actions 

To RAN4:

· To kindly advise T1 how to proceed with this test purpose.
3. Date of Next TSG-T WG1 Meetings:

RAN5#1 (T1#27) 
25 – 29 April 2005 
Bath, UK
RAN5#2 (T1#28)
22 – 26 August 2005
Berlin, Germany
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