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	1. There is a mismatch between the requested Minimum QoS through AT commands (local tree lt_PrepareAT_CmdCGEQMIN of test step ts_AT_OrgPS_Call) and accepted Minimum QoS in PDP context Activation Accept message (test step ts_ReceiveActivatePDP_Accept_FACH). In test cases with an Originating PS call in any of the FACH states, Minimum QoS requested through the AT command is for maxBitRateUplink  64 Kbps and maxBitRateDnlink 64 Kbps but the one sent in the in PDP context Activation Accept message is for maxBitRateUplink  32 Kbps and maxBitRateDnlink 32 Kbps.
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	Local Tree and Test step
	in local Tree lt_PrepareAT_CmdCGEQMIN of teststep ts_AT_OrgPS_Call

	Reason for change
	There is a mismatch between the requested Minimum QoS through AT commands (local tree lt_PrepareAT_CmdCGEQMIN of test step ts_AT_OrgPS_Call) and accepted Minimum QoS in PDP context Activation Accept message (test step ts_ReceiveActivatePDP_Accept_FACH). In test cases with an Originating PS call in any of the FACH states, Minimum QoS requested through the AT command is for maxBitRateUplink  64 Kbps and maxBitRateDnlink 64 Kbps but the one sent in the in PDP context Activation Accept message is for maxBitRateUplink  32 Kbps and maxBitRateDnlink 32 Kbps.



	Summary of change
	1. Added check for the cell configured state in Local Tree lt_PrepareAT_CmdCGEQMIN of test step ts_AT_OrgPS_Call. If the state matches with any of the FACH states set maxBitRateUplink and maxBitRateDnlink to  32 Kbps so that the requested Qos and accepted QoS will match.   
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