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	Test case name 
	RLC ATS TSO Desciption for o_SUFI_Handler

	Reason for change
	1. RLC ATS – There is a misleading comment in the Test Suite Operation Description for o_SUFI_Handler

	Summary of change
	2. In the RLC ATS - Change Test Suite Operation Description of o_SUFI_Handler Comments from
“See proposal for the handling of SUFIs. Doc T1S-020124. If agreed the description of this TSO will be completed.” 

To:

“See TS-34.123-3 section 6.5.2.1 for the handling of SUFIs”

	Source of change
	TS 34.123-3 will contain a misleading comment
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[image: image1.png]Test Sute Operation Description

Operation Name: o_SUFI_Handler( p_SUFI_Params: SUFI_Params; p_SUFI_Stiing: HEXSTRING )
Group,
ResultType:  ResAndSUFls
Comments:  See proposal far the handling of SUFIs. Doc T15-020124.
If agreed the deseription of this TSO will be completed

Description

Parameters

p_SUFL_Params
This parameter contains the list of checking ciiteria to be applied by the TS0

p_SUFI_String
This parameter contains the received string of SUFIs ta be checked,

Description

This TS0 is used to check thatthe received string of SUFIs contained in p_SUFI_String.
Checking criteria o be applied are contained in p_SUFI_Params.

Output

- the BOOLEAN result ofthe TSO:
TRUE if all checking and the filing of the SuperFields structure were successiul;

FALSE ofherwise; in this case the TSO shall produce suffcient outputto allow problem analysis
-The fled-in SuperFields structure
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Operation Name: o_SUFI_Handlert p_SUFI_Params: SUFI_Params; p_SUFI_String: HEXSTRING )
Group:

Result Type: ResAndSUFIs
Comments, See T5-34.123-3 section 6521 forthe handling o1 SUFIs

Description
Parameters

p_SUFI_Params
1Tis parameter contains e list of checking critena o be applied by the 150

p_SUFI_stiing
This parameter contains the received string of SUFIS to be checked

Description

This TGO is used to check that the received string of SUMls contained in p_GUr_Gtring
Checking criteria to be applied are contained in p_SUFI_Params.

output

- the BOOLEAN resuit afthe TEO.
TRUE if all checking and the filing ofthe SuperFields structure were successil;

FALSE otherwise; in this case the TSO shall produce sufiicient outputto allow problem analysis
~Thefiled-in SuperFields structure
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