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TTCN Change description

Change 1 :  
	Local Tree and Test step
	Tc_12_9_1,  lt_TestBody step 6 and 7

	Reason for change
	Detach on power-off performed only if UE not sent DETACH message.

	Summary of change
	Step 6 and 7 removed from lt_TestBody

	Source of change
	


Before change:
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After change:
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Change 2 :  
	Local Tree and Test step
	Tc_12_9_1,  lt_ServiceRequest_Steps_7To9 

	Reason for change
	Detach on power-off performed conditionally

	Summary of change
	Steps 49 and 50 are introduced for performing detach on power-off

	Source of change
	


Before change:
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After change:
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MCC160 Comment: Rejected. (are Anite comments related to test 12.9.1?. We don’t have here ACTIVATE PDP CONTEXT REJECT, and also the line numbers don’t match the latest TTCN code). 

But anyway, we still need to discuss if it is acceptable that the UE sends a DETACH REQUEST after the SERVICE REJECT message. If we agree on this we need to update the code as follows:

· Accept a possible DETACH REQUEST message from the UE (in test step lt_ServiceRequest_Steps_7To9, reception of DETACH REQUEST is marked with a flag)

· In that case, perform conditionally Detach on power-off (i.e. don’t call ts_GMM_DetachOnSwitchOff) 
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