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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.2.2.19 which is part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_2_2_19 

Test Group:
/RRC/RRC_RB_Reconfig/

ATS Version:
iWD-TVB2003-03_D03wk48 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia 3G UE 7600 

Verification Status:
PASS
4 Corrections required for test case 8.2.2.19

4.1 Introduction

This section describes the changes required to make test case 8.2.2.19 run correctly with a 3G UE. All modifications are marked with label “WA#RRC<number>” for  RRC related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was RRC_wk48.mp which is part of the iWD-TVB2003-03_D03wk48 release. This is the most recent ATS provided by MCC160 which contains GCF package 1 and 2 test cases.

The enclosed ATS [1] contains a number of additional changes (see list below) in common test steps which are required for other tests, but which are not applicable to test case 8.2.2.19:

WA#RRC4258, WA#RRC3141, WA#RRC4097, WA#RRC4096, and WA#RRC3142

4.2 tcv_MIB_ValueTagChanged (WA#RRC4258)

Variable name
tcv_MIB_ValueTagChanged

Reason for change
Currently tcv_MIB_ValueTagChanged is initialised to FALSE, which will cause the MIB value tag to 2 to be incremented first time System information is broadcast. But as per 34.108 value tag of 1 is default.

Summary of change
tcv_MIB_ValueTagChanged to be initialised to TRUE in testcase variable declarations

Source of change
Anite CR T1-031777

Label
WA#RRC4258
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4.3 cr_QoS_InteractiveOrBackgroundMO_CellFACH_lv (WA#RRC3141)

Constraint name
cr_QoS_InteractiveOrBackgroundMO_CellFACH_lv

Reason for change
Wrong Comment values used in maxBitRateUplink, maxBitRateDnlink. Should be set to  32kbps

Summary of change
Changed comment to 32kbps

Source of change
New Change

Label
WA#RRC3141

[image: image2.png]Structured Type Canstraint Declaration

Constraint Name: _cr_Qo5_InteractiveOrBackgroundMO_CsIFACH_lv (p_DiyClass p_traficClass :B3)
Group,

Type Name: Qualityofsenvice_tv

Derivation Path;

Encotling Variation

Comments.  The QoS or neracive RAB at 32kups upink s wel s down Ik, seri o e UE
Wazrres 4
e T Sementvas T Type Encoting T S

Tengin 050

cpare s

inciass »_Diyciass

relabilityClass. 011B Unacknowledged GTP, LLC and Acknow|
cdgod RLC, Preectod Dt

peakThioughput ooite S2kops

Cparet 0

etsdenceCiass o0 Subscribed dass

cpare2 o

meanThioughpil Mitie bestofor

yaruciase s taflcCiass ractue

severyorder s Wi delvery o

devenEnorsoy o0 Eronsour 80U ae delvered

TaisbUsze 200 s20octls

TasBRateUpink 200 S2tps

TasBiRaleDnink 200 S20ps

residualBER 01118 1% 10E (-5)

sduEnRatio ‘01008 1HI0EC4)

vanoly 7 Transfordelaywil e negicied in ase g
inerative o backiround Honce e v
Ueis slto pare

vatihandoro 7 o be neglcted by he UE as th afic
2es s Bachgraund

niRateUplnk v oyvalue i upink

bitRateDnink ? Anyvalue in Uplink





4.4 ts_AT_OrgPS_Call (WA#RRC3142)

Test step  name
ts_AT_OrgPS_Call

Reason for change
There is a mismatch between the requested Minimum QoS through AT commands (local tree lt_PrepareAT_CmdCGEQMIN of test step ts_AT_OrgPS_Call) and accepted Minimum QoS in PDP context Activation Accept message (test step ts_ReceiveActivatePDP_Accept_FACH).

Summary of change
Added check for the cell configured state in Local Tree lt_PrepareAT_CmdCGEQMIN of test step ts_AT_OrgPS_Call. If the state matches with any of the FACH states set maxBitRateUplink and maxBitRateDnlink to  32 Kbps so that the requested Qos and accepted QoS will match.

Source of change
Anite CR T1031838

Label
WA#RRC3142
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[(tey_TmpCellinfo.celiConfig = cell_FACH_NoConn) OR

(tev_TmpCellinfo.cellConfi = cell_FACH) OR

(tev_TmpCllinfo.cellConfiy = cell_FACH_NoDedicated ) OR

(tev_TmpCllinfo cellConfiy = cell_FACH_PS) OR

(tev_TmpCllinfo.cellConfiy = cell_FACH_BMC ) OR

(tev_TmpCllinfo.cllConfiy = cell_FACH_BMC_NoConn) OR

(tev_TmpCellinfo.cellConfiy = cell_FACH_2_PRACH_NoConn) OR

(1ev_TmpCellinfo.cellConfig = cell_FACH_2_PRACH) OR

(tev_TmpCellinfo.cellConfiy = cell_FACH_2_SCCPCH_NoConn) OR

(tev_TmpCsllinfo.callConfiy = cell_FACH_2_SCCPCH ) OR tev_TmpCellinfo.cellConfig = cell_FACH_3_SCCPCH
_4_FACH_Cnfg1_NaConn ) OR (tzv_TrmpCellinfo.cellConfiy = call_FACH_3_SCCPCH_4_FACH_Cnfg2_NaCann)
OR (iev_TmpCellinfo.cellCanfiy = cell_FACH_3_8CCPCH_3_FACH_CTCH_NoCann ) OR (tey_TmpCellinfa.cellCo
nfig = cell_FACH_28CCPCH_StandAlonePCH_NoConn ) OR

(tev_TmpCallinfo cellConfiy = cell_FACH_28CCPCH_StandAlonsPCH) OR

(tev_TmpCsllinfo.cellConfiy = cell_FACH_28CCPCH_StandAlonePCH_PS )]

[ pe_nteractive AND ( px_RRC_PS_SenTested = ps_Interactive) |

(itv_AT_Crmd = (AT+COEQMINS1 2,32, 3 3<CRY)
 pe_Background AND ( p¢_RRC_PS_SenTested = ps_Backoround) |
(tv_AT_Crmd = CAT+COEQMIN=1,3,32,32,,1,321 4ET"1,<CR>)
[ TRUE]

[TRUE]

[ pe_interactive AND ( px_RRC_PS_SenTested = p

(ev_AT_Crnd 3<CR)

[ pe_Background AND (p_RRC_PS_SenTested
(cv_AT_Cmd = CAT+COEQMINS 364,541,320,
[ TRUE]

s_Background) |
E3""4E3"1,<CR>")

WAFRRC3142

setupthe Minimum QoS
WAFRRC3142

WAFRRC3142
Parameter error
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4.5 c_RB_InfoReconfigListSpeechNo_RLC_Status_8_2_2_19 (WA#RRC4265)

Test step  name
c_RB_InfoReconfigListSpeechNo_RLC_Status_8_2_2_19

Reason for change
RB indformation to reconfigure in the second Radio Bearer reconfiguration is not according to the prose.

Summary of change
Introduced a new constraint to match the prose

Source of change
New Change

Label
WA#RRC4265
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4.6 cds_RB_ReconfigSpeech_CS_RST400 (WA#RRC4266)

Test step  name
cds_RB_ReconfigSpeech_CS_RST400

Reason for change
RB indformation to reconfigure in the second Radio Bearer reconfiguration is not according to the prose.

Summary of change
Included the new constraint in the RB Reconfig message

Source of change
New Change

Label
WA#RRC4266
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5 Branches executed in test case 8.2.2.19

The test case implementation executed the CS and PS branch with Integrity activated and Ciphering disabled.

6 Execution Log Files

6.1 Nokia 3G UE 7600

The Nokia 3G UE 7600 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 8_2_2_19_PS-Logs\Index.html 

· Execution log files 8_2_2_19_CS-Logs\Index.html
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8_2_2_19-pics-pixit.txt 
Text file containing all PICS/PIXIT parameters used for testing.

7 References

[1]
T1-031904
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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