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	Reason for change:
(

	1. At step 29 in TC_8_3_4_2 the DPCH for Cell1 is removed with the comment that it is not used anymore. But Cell1 is used in the postamble to check that the UE is in Cell_FACH.

2.  At step 36 the DPCH for Cell2 is removed and later on in the postamble at step 9 the DPCH is removed once more. This stops the TC as the SS can not remove the DPCH as it is already removed.
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	1. Row 29 removed.

2. Row 9 is removed.
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	Other comments:
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	Affects R99, Rel4 and Rel5 UEs.
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Before:

tc_8_3_4_2
	Test Case Name
	tc_8_3_4_2 

	Group
	RRC/RRC_ActSetUpdate/ 

	Purpose
	1. To confirm that the UE continues to communicate with the SS on the remaining radio link after radio link removal on the active set.   

2. To confirm that the UE is not using the removed radio link to communicate with the SS. 

	Configuration
	 

	Default
	RRC_Def1 

	Comments
	 

	Selection Ref
	FDD_Mode 

	Description
	Active set update in soft handover: Radio Link removal 


	Nr
	Label
	Behaviour Description
	Constraints Ref
	Verdict
	Comments

	1 
	 
	START t_Guard 
	 
	 
	 

	2 
	 
	  +lt_RRC_InitVariables 
	 
	 
	Initial Test  Case Variables 

	3 
	 
	    +pr_GotoState6_9_Or6_10_MO ( tsc_CellA ) 
	 
	 
	Initial conditions: DCH state either PS or CS according to TS 34.108 clause 7.4 

	4 
	 
	      +ts_SS_CreateCellDCH(tsc_CellB) 
	 
	 
	Create also cell B 

	5 
	 
	        +ts_SendDefSysInfo(tsc_CellB) 
	 
	 
	 

	6 
	 
	          (tcv_TestBody:=TRUE) 
	 
	 
	 

	7 
	 
	            +lt_TestBody 
	 
	 
	 

	8 
	 
	              (tcv_TestBody:=FALSE) 
	 
	 
	 

	9 
	 
	                +ts_SHO_ReleaseDL_DPCH (tsc_CellB) 
	 
	 
	Remove DL DPCH on cell B, Which is not yet removed 

	10 
	 
	                  +po_ConnectionAndSS_Rels 
	 
	 
	Postamble 

	 
	 
	lt_TestBody 
	 
	 
	 

	11 
	 
	+ts_SS_IncrementCellPowerLevel (tsc_CellB ,15) 
	 
	 
	 

	
	
	……………
	
	
	

	28 
	TBP4 
	                            AM ? RLC_AM_DATA_IND  

CANCEL t_WaitMS 
	car_ActSetUpdateCmpl (   

tsc_CellDedicated,  

 tsc_RB2,  

cr_108_ActSetUpdateCmpl (   

tcv_RRC_Ti ) ) 
	(P) 
	Step 8. ACTIVE SET UPDATE COMPLETE (removal of  link to cell A completed) 

	29 
	 
	                              +ts_SHO_ReleaseDL_DPCH (tsc_CellA) 
	 
	 
	Remove DL DPCH on cell A, it is not used any more. 

	
	
	…………
	
	
	


	Detailed Comments
	 




After:

Before:

tc_8_3_4_2
	Test Case Name
	tc_8_3_4_2 

	Group
	RRC/RRC_ActSetUpdate/ 

	Purpose
	1. To confirm that the UE continues to communicate with the SS on the remaining radio link after radio link removal on the active set.   

2. To confirm that the UE is not using the removed radio link to communicate with the SS. 

	Configuration
	 

	Default
	RRC_Def1 

	Comments
	 

	Selection Ref
	FDD_Mode 

	Description
	Active set update in soft handover: Radio Link removal 


	Nr
	Label
	Behaviour Description
	Constraints Ref
	Verdict
	Comments

	1 
	 
	START t_Guard 
	 
	 
	 

	2 
	 
	  +lt_RRC_InitVariables 
	 
	 
	Initial Test  Case Variables 

	3 
	 
	    +pr_GotoState6_9_Or6_10_MO ( tsc_CellA ) 
	 
	 
	Initial conditions: DCH state either PS or CS according to TS 34.108 clause 7.4 

	4 
	 
	      +ts_SS_CreateCellDCH(tsc_CellB) 
	 
	 
	Create also cell B 

	5 
	 
	        +ts_SendDefSysInfo(tsc_CellB) 
	 
	 
	 

	6 
	 
	          (tcv_TestBody:=TRUE) 
	 
	 
	 

	7 
	 
	            +lt_TestBody 
	 
	 
	 

	8 
	 
	              (tcv_TestBody:=FALSE) 
	 
	 
	 

	10 
	 
	                  +po_ConnectionAndSS_Rels 
	 
	 
	Postamble 

	 
	 
	lt_TestBody 
	 
	 
	 

	11 
	 
	+ts_SS_IncrementCellPowerLevel (tsc_CellB ,15) 
	 
	 
	 

	
	
	……………
	
	
	

	28 
	TBP4 
	                            AM ? RLC_AM_DATA_IND  

CANCEL t_WaitMS 
	car_ActSetUpdateCmpl (   

tsc_CellDedicated,  

 tsc_RB2,  

cr_108_ActSetUpdateCmpl (   

tcv_RRC_Ti ) ) 
	(P) 
	Step 8. ACTIVE SET UPDATE COMPLETE (removal of  link to cell A completed) 

	30
	
	AM ! RLC_AM_DATA_REQ 
	cas_UE_CapabilityEnqy(   

tsc_CellDedicated,  

tsc_RB2,  

cs_108_UE_CapabilityEnq (  

tcv_CellIndInfo.dl_IntegrityCheckInfo,  

tcv_RRC_Ti)) 
	
	Step 9. UE CAPABILITY ENQUIRY 

	
	
	…………
	
	
	


	Detailed Comments
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