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	Reason for change:
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	P2 test case 8.1.10.1 is changed so that both UEs performing manual attach and UEs performing auto attach to PS services are taken into account. This change is based on the principle agreed in T1#22.  

	
	

	Summary of change:
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	ts_NAS_SignallingConnectionRelease in RRC_wk17 changed

	
	

	Consequences if 
(

not approved:
	Test case 8.1.10.1 will not work for UEs performing manual attach to the PS services. 
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	Note: Prose correction to 34.123-1 is not needed because the expected sequence step 2 in TC 8.1.10.1 simply specifies “Disconnection of call”.  
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	Test step name
	ts_NAS_SignallingConnectionRelease

	Reason for change
	UE performing manual attach to PS services may optionally send a “Detach Request” message and the SS needs to reply to that with a “Detach Accept” message. 

	Summary of change
	Detach Request – Detach Accept message sequence added. This has been implemented in the same way as the TTCN changes for approved CR T1-040353 (Corrections to PDP context deactivation test cases).

The UE then needs to be triggered to reattach to continue with the test case.
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After the change: 
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CANCEL t_3390
	car_PS_UplinkDirectTransfer [image: image11.png]
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cr_DetachRequest_MO )
	(P)
	UE may optionally send a Detach Request message
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Dc ! RRC_DataReq
	ca_PS_DataReq (tsc_CellDedicated , tsc_RB3, [image: image14.png]



cs_DetachAcc )
	 
	SS responds with Detach Accept message if a Detach Request was transmitted by the UE
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+lt_TriggerAttach
	 
	 
	UE must then be triggered to reattach
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	Wait 1s to allow UE to relax
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+ts_AT_TriggerGMM_Attach
	 
	 
	trigger UE to initiate GMM Attach
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Dc ? RRC_DataInd CANCEL t_WaitS
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c_AttachTypeAny, c_MobileIdAny_lv, c_RAI_Any_v, [image: image27.png]
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	ATTACH REQUEST
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	ATTACH ACCEPT [image: image29.png]



ATTACH COMPLETE
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? TIMEOUT t_WaitS
	 
	F
	IF UE doesn't respond to Attach triggered Fail the UE.

	lt_AttachAccept
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tcv_Assigned_PTMSI_Sig := px_PTMSI_SigDef)
	 
	 
	Use default values
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Dc ! RRC_DataReq
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	ATTACH ACCEPT for combined CS/PS [image: image54.png]
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- Attach result 'GPRS/IMSI attached' [image: image56.png]
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- defaut TMSI
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Dc ? RRC_DataInd
	car_PS_UplinkDirectTransfer [image: image61.png]
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cr_AttachComplete)
	 
	ATTACH COMPLETE
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[TRUE]
	 
	 
	[tcv_Use_E_PLMN = TRUE]
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	ATTACH ACCEPT for combined CS/PS [image: image85.png]
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- Attach result 'GPRS/IMSI attached' [image: image87.png]
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- P-TMSI signature [image: image89.png]



- MobileId P-TMSI [image: image90.png]
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- equivalent PLMN list
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Dc ? RRC_DataInd
	car_PS_UplinkDirectTransfer [image: image93.png]
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cr_AttachComplete)
	 
	ATTACH COMPLETE
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