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1.1 Change 1

	Test Step
	ts_RB_InitTest_1SCCPCH

	Reason for change
	In this test case while executing the test step ts_RB_InitTest_1SCCPCH from the local tree lt_Background a paging message for terminatingInteractiveCall is sent from the TTCN. Thus an “Interactive” RAB is established instead of a “Background” type.

	Summary of change
	Test step ts_RB_InitTest_1SCCPCH is parameterized to take PagingCause and EstablishmentCause as an input parameter and the same is passed to test step ts_RRC_PagType1_P_TMSI_Cause and ts_RRC_ConnEst as input parameter at row 6 and 7 respectively.

	Source of change
	New change
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1.2 Change 2

	Test Step
	Local tree lt_Interactive in tc_14_4_3

	Reason for change
	Refer to Change 1.

	Summary of change
	In the test case body in lt_Interactive at row 2, passed “terminatingInteractiveCall” as an input parameter to the test step ts_RB_InitTest_1SCCPCH.

	Source of change
	New change
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1.3 Change 3

	Test Step
	Local tree lt_Background in tc_14_4_3

	Reason for change
	Refer to Change 1.

	Summary of change
	In the test case body in lt_Background at row 2, passed “terminatingBackgroundCall” as an input parameter to the test step ts_RB_InitTest_1SCCPCH.

	Source of change
	New change
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