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	Reason for change:
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	TTCN implementation of tc_12_6_1_2 has the following issues in handling Attach procedure -

1.  In test step ts_GMM_AttachReject for auto attached ModeC UE case, RRC connection procedure with cause ‘registration’ is not handled.

2. In local tree lt_Attach_In_New_Connection, the test step ts_AT_TriggerGMM_Attach needs to be called only in Non auto attached UE case.

3. In lt_Steps_18To20 local tree, line#72 for handling ATTACH REQUEST and line#73 for handling t_WaitS timer expiry are not in the same TTCN indentation level and is incorrect.
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	TTCN implementation of tc_12_6_1_2 needs following corrections -

1. In ts_GMM_AttachReject, local tree lt_GMMOnly_TriggerAttach RRC connection test step needs to be called before handing ATTACH REQUEST message.

2. In local tree lt_Attach_In_New_Connection, test step ts_AT_TriggerGMM_Attach needs to be called conditionally based on pc_AutomaticAttachSwitchON.

3. To handle ATTACH REQUEST and t_WaitS timer expiry correctly, the indentation levels of line#73 and #74 needs to be decreased by 1 level.
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Change 1.

	Test step name
	ts_GMM_AttachReject, local tree lt_GMMOnly_TriggerAttach, Line#68

	Reason for change
	For Auto attach enabled ModeC UE, RRC connection procedure with cause registration is not handled.

	Summary of change
	At line #68, ts_RRC_ConnEst test step is called.


Before change:
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After change:
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Change 2.

	Test step name
	lt_Attach_In_New_Connection

	Reason for change
	In local tree lt_Attach_In_New_Connection, the teststep ts_AT_TriggerGMM_Attach needs to be called only in Non auto attached UE case.

	Summary of change
	In local tree lt_Attach_In_New_Connection, test step ts_AT_TriggerGMM_Attach will be called conditionally based on pc_AutomaticAttachSwitchON.


Before change:
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After change:
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Change 3.

	Test step name
	tc_12_6_1_2 Local tree lt_Steps_18To20

	Reason for change
	In line#72 for handling ATTACH REQUEST and t_WaitS timer expiry at line#73 are not in the same indentation level and is incorrect

	Summary of change
	The indentation level of line#73 and #74 is decreased by 1.

i.e. Line#73 indentation level modified to level #14 from level #15

      Line#74 indentation level modified to level #15 from level #16


<<End of Document>>
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