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	1) In line 3 the  local tree lt_EmptyStorage( TRUE) is called to empty the storage of the UE. Further on the SMS message storage is emptied a second time within the lt_AT_Init at line 10 without sending SMS in between. Thus the previous step at line 3 is not necessary.

2)  According to the test procedure part e) a maximum of  3 CP-DATA retransmissions may occur. In the ATS it is possible to adjust this value with the pixit px_MaxCP_DataRetx. Thus it is possible to allow a UE to send more than this maximum.
If a mobile retransmits CP-DATA more than 3 times, then the test case will pass a non conformant UE by setting the value of pixit px_MaxCP_DataRetx incorrectly. (Occurs for step 45 and 86)
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	1) Removed call to lt_EmptyStorage(TRUE) at line 3 from the test case body.
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1.1 Change 1

	Test Step
	tc_16_2_1

	Reason for change
	1) In line 3 the  local tree lt_EmptyStorage(TRUE) is called to empty the storage of the UE. Further on the SMS message storage is emptied a second time within the lt_AT_Init at line 10 without sending SMS in between. Thus the previous step at line 3 is not necessary.

	Summary of change
	1) Removed call to lt_EmptyStorage( TRUE) at line 3 from the test case body.

	Source of change
	New change
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1.2 Change 2

	Test Step
	px_MaxCP_DataRetx

	Reason for change
	According to the test procedure part e) a maximum of  3 CP-DATA retransmissions may occur. In the ATS it is possible to adjust this value with the pixit px_MaxCP_DataRetx. Thus it is possible to allow a UE to send more than this maximum.
If a mobile retransmits CP-DATA more than 3 times, then the test case will pass a non conformant UE by setting the value of pixit px_MaxCP_DataRetx  incorrectly.(Occurs for step 45 and 86)

	Summary of change
	A note is added specifying the valid range for the pixit is 1 to 3.

	Source of change
	New change
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