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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.1.2.3, which is part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_8_1_2_3 

Test Group:
RRC/RRC_ConnMgmt

ATS Version:
iWD-TVB2003-03_D04wk31 + essential modifications

System Simulator used:
Anite 3G U-SAT
UE used:
Nokia 7600

Verification Status:
PASS
4 Corrections required for test case 8.1.2.3

4.1 Introduction

This section describes the changes required to make test case 8.1.2.3 run correctly with a 3G UE. The ATS version used as basis was RRC_wk31.mp, which is part of the iWD-TVB2003-03_D04wk31 release.

4.2 Change 1

	 Test step name
	tsc_T300_Diff

	Reason for change
	To start the timer t_LowerBound with the value same as T300, with 10% tolerance

	Summary of change
	Added new constraint tsc_T300_Diff

	Source of change
	New change


	MCC 160
	Accepted in principal
This value specific to this test case will be hardcoded in the test case body.
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4.3 Change 2

	 Test step
	lt_Local1 of  tc_8_1_2_3

	Reason for change
	SS has to wait time period T300 for a RRC connection request from UE.

	Summary of change
	Line #1 of lt_Local1 is modified to start the timer t_LowerBound with the value tsc_T300_Diff. 

	Source of change
	New change

	MCC 160
	Accepted


Before: 
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4.4 Change 3

	 Test step
	lt_Local1 of  tc_8_1_2_3

	Reason for change
	In automation set-up, result checking in ASP AT_CmdCnf is not possible and also not related to test requirements.

	Summary of change
	Removed the constraint checking ca_AT_CmdCnf_er for PS domain before calling the test step + ts_C1_CheckIdleMode ( tsc_CellA ).

	Source of change
	New change


	MCC 160
	Temporarily rejected, further discussions needed

As per specification 27.007 section 10.1.10 if the PDP context cannot be setup for any reason an error message should be sent back by the UE.

We expect the TTCN adaptation layer of the SS to inform TTCN about this via ca_AT_CmdCnf_er. Up to now our TTCN implementation has always followed this understanding.

So in order to keep consistent TTCN, removing the AT command in error case would imply removing it everywhere where the same situation occurs.

We kindly ask the SS vendors to get a common understanding as to whether the ETSI TTCN must handle the error AT commands.
In the meantime in iwd-wk34 the TTCN of tc_8_1_2_3 will accept both reception / non-reception of ca_AT_CmdCnf_er.
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Branches executed in test case 8.1.2.3

The test case implementation executed the combined CS/PS branch with integrity activated and ciphering disabled with px_CN_DomainTested set as cs_domain and ps_domain.

5 Execution Log Files

5.1 Nokia 7600
The Nokia 7600 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

6 References

	[1]
	This archive comprises text format execution log file and the TTCN MP file.
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