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1 Overview

This document details the changes needed introduce test case 12.9.7b  ATS V3.7.0 With these changes applied the test case can be demonstrated to run on at least one independent UE implementations. Only essential fixes to the TTCN are applied. This test case has been tested according to the configuration stated below:-

	Reference document
	TS 34.123-1 version 5.9.0

TS34.108 version 5.2.0

	Referenced CRs
	None

	Based ATS suite
	iWD-TVB2003-03_D04wk34

	Integrity
	Enabled

	Ciphering
	Disabled

	Path tested
	PS 


Tables added to iWD-TVB2003-03_D04wk34

1.1 None

Reason for Change:  As no TMSI  available, UE will DETACH with IMSI

Summary of Change: Changed “c_IMSI_DetachInd” to “c_IMSI_DetachIndIMSI” at line no. 29 and 31 as below
2 Tables Modifed to iWD-TVB2003-03_D04wk34

2.1 lt_Attach_Steps_3To5
Reason for Change: As per 34.123-1 section 12.9.7b.4 at Step 4 of the Expected Sequence 
in ATTACH ACCEPT, Attach result should be 'PS only attached'.
Summary of change : Replaced “c_GMM_AttachResultCombinedCS_PS” with “c_GMM_AttachResultPS_Only”.
	lt_Attach_Steps_3To5

	25
	 
	+ ts_MM_RegistrationHandleAttachReqIMSI ( tsc_CellA )
	 
	 
	Step 3 
@sic VB Handle PS Attach during CS registration sic@

	26
	 
	 +ts_GMM_AuthenticateAndStartIntegrityProtection ( tsc_CellA )
	 
	 
	 

	27
	 
	  Dc ! RRC_DataReq
	ca_PS_DataReq( tsc_CellDedicated, tsc_RB3, 
cs_AttachAcc( 
c_GMM_AttachResultCombinedCS_PS, 
c_GMM_AttachResultPS_Only, 
c_RAI_v ( 
tcv_CellInfoA.mcc, tcv_CellInfoA.mnc, tcv_CellInfoA.lac, 
tcv_CellInfoA.rac ), 
c_PTMSI_Signature (px_PTMSI_SigDef), 
c_MobileIdPTMSI (px_PTMSI_Def), 
c_GMM_MobileIdTMSI(px_TMSI_Def) 
))
	 
	ATTACH ACCEPT 
- Attach result is 'PS/CS attached' 
- RAI of cell A 
- P-TMSI-1 
- P-TMSI signature 1 
- TMSI-1

	28
	 
	   Dc ? RRC_DataInd
	car_PS_UplinkDirectTransfer ( tsc_CellDedicated, tsc_RB3, 
cr_AttachComplete)
	 
	ATTAC
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