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	Proposed change affects:
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	Title:
(
	Correction to GCF P4 RRC test Case 8.3.1.15

	
	

	Source:
(
	Anritsu Ltd

	
	

	Work item code:
(
	N/A
	
	Date: (
	20/10/2004

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(
	To correct the TTCN to be in line with the Prose.


	
	

	Summary of change:
(
	1  table modified in iWD-TVB2003-03_D04wk42
cd_UL_AM_RLC_SRB_New_MaxDAT


	
	

	Consequences if 
(
not approved:
	Test case will be inconsistent with the Prose

	
	

	Clauses affected:
(
	N/A
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	Other specs
(
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	 Other core specifications
(
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	X
	 Test specifications
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	 O&M Specifications
	

	
	

	Other comments:
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How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked ( contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Reason for change:

The specific message contents of the RRC CONNECTION SETUP message should be set to "1", as stated in 34.123-1 v.5.8.0 and both CELL_FACH and CELL_DCH default message contents in 34.108 v5.1.0.
	ASN.1 Type Constraint Declaration


	Constraint Name:
	cd_UL_AM_RLC_SRB_New_MaxDAT

	Group:
	 

	Type Name:
	UL_AM_RLC_Mode

	Derivation Path:
	cb_UL_AM_RLC.

	Encoding Variation:
	 

	Comments:
	@SIC_NAPP


	Constraint Value

	REPLACE transmissionRLC_Discard.noDiscard BY dat4,
REPLACE transmissionWindowSize BY tw32,

REPLACE max_RST BY rst1


	Detailed Comment:
	 


MCC160 comments:  Accepted 
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