	 
	

	Reason for change
	In line 46, assignement 

‘tcv_SIB4.cellAccessRestriction.accessClassBarredList. [ tcv_TmpI ] := tsc_CellNotBarred’ 

is done but SIB 4 is initialized with accessClassBarredList set to OMIT. SIB4 should be initialized with 

accessClassBarredList { notBarred, notBarred, notBarred, notBarred, notBarred,  notBarred,  notBarred, notBarred, notBarred, notBarred, notBarred, notBarred, notBarred, notBarred,     notBarred, notBarred }

	Summary of change
	 After line 44,SIB4 is initialized with accessClassBarredList.

 Assignment (tcv_SIB4 := cb_SIB4_DefUTRAN_GERAN_12216 ( c_CellInfoDef ( 
tsc_CellA, px_PriScrmCode, 
tsc_URA_IdCellA, px_TCellA,tsc_SFN_OffsetA, c_FreqInfo ( px_UARFCN_D_Mid - 950 , px_UARFCN_D_Mid), px_UL_ScramblingCode ))) is introduced.

	
	


Change 1 -  Test Case tc_12_9_8 : : lt_SetSysInfosWithBarredClassX

	Test Case

	 

	lt_SetSysInfosWithBarredClassX
44
 
+ts_UTRAN_GERAN_ParaInit (tsc_CellA)
 
 
Get SIB3 and SIB4 corresponding to cell A into variables tcv_SIB3 and tcv_SIB4.
45
 
 (tcv_SIB4 := cb_SIB4_DefUTRAN_GERAN_12216 ( c_CellInfoDef ( tsc_CellA, px_PriScrmCode, tsc_URA_IdCellA, px_TCellA,tsc_SFN_OffsetA, c_FreqInfo ( px_UARFCN_D_Mid - 950 , px_UARFCN_D_Mid), px_UL_ScramblingCode )))
 
 
 
46
 
  (tcv_SIB3.cellAccessRestriction.accessClassBarredList.[ tcv_TmpI ] := tsc_CellBarred)
 
 
Set SIB3 accordingly
47
 
   (tcv_SIB4.cellAccessRestriction.accessClassBarredList.[ tcv_TmpI ] := tsc_CellBarred)
 
 
Set SIB4 accordingly
48
 
    +ts_SysInfoModifySIB3_And4_RRC(tsc_CellA, tcv_SIB3, 
tcv_SIB4, tsc_Now)
 
 
Send modified Sys Infos
Test Case Id:
tc_12_9_8
Test Group Reference:
GMM/ServiceRequest_procedures/
Purpose:
To test the behaviour of the UE in case of access class control (access is granted).
Configuration:
 
Defaults:
NAS_OtherwiseFail
Comments:
@SIC_NAPP 
Initial conditions 
- SS :One cell operating in network operation mode II 
- UE : The UE has a validP-TMSI, P_TMSI signature, RAI and GPRS ciphering key sequence number
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