Page 4
Draft prETS 300 ???: Month YYYY

Racal Instruments Wireless Solutions, an Aeroflex Company


Change 1 -  Test Step ts_SS_Reconfig_DedicatedCh

	Reason for change
	RLC Entity and MAC Mapping should be removed from the current cell before creating on the new cell.

	Summary of change
	Change the order of line 1 and 2

	MCC 160
	Accepted

	Test Step

	Test Step Id:
ts_SS_Reconfig_DedicatedCh ( p_TargetCellId : INTEGER ; p_CurrentCellId : INTEGER )
Test Step Group Ref:
RRC_SS_Steps/
Objective:
 
Defaults:
SS_Def
Comments:
@SIC_NAPP


	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
+ts_SS_ReconfNoDedicatedToCellFACH ( p_TargetCellId )
 
 
 
2
 
 + ts_ReconfigFACH_ToNoDedicated ( p_CurrentCellId )
 
 
 
3
 
 +ts_SS_ReconfNoDedicatedToCellFACH ( p_TargetCellId )
 
 
 
4
 
  +ts_SetCellCfg ( p_TargetCellId, cell_FACH_NoConn )
 
 
 
5
 
   + ts_SetCellCfg ( p_CurrentCellId, cell_FACH_NoDedicated )
 
 
 



Change 2 -  Test Step ts_ReconfigFACH_ToNoDedicated

	Reason for change
	1. RLC entity should be released before removing the MAC Mappings. Stack release should be from top to bottom.

2. In local step lt_RelBCCH_FACH, Incorrect cell is used for releasing RB DCCH FACH (-3).

	Summary of change
	1. Move line 7 to line 3

2. Use tcv_TmpCellInfo instead of tcv_CellInfoA in line 10.


	MCC 160
	1. accepted

2. accepted

	Test Step

	Test Step Id:
ts_ReconfigFACH_ToNoDedicated ( p_CellId : INTEGER )
Test Step Group Ref:
BasicM_SS_Configuration_Steps/
Objective:
To reconfig the cell from cell_FACH to cell_FACH_NoDedicated.
Defaults:
SS_Def
Comments:
In cell_FACH_NoDedicated, no DCCH/DTCH are configured: no C-RNTI nor U-RNTI are downloaded to CMAC.


	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
+ts_SetTmpCellInfo (p_CellId)
 
 
 
2
 
  [px_RAT = fdd]
 
 
 
3
 
  + lt_RelBCCH_FACH
 
 
@sic Rash implied due to T1s040385 4.12 sic@
4
 
   CMAC ! CMAC_Config_REQ
ca_CMAC_ReconfigInfoActNow ( p_CellId, tsc_S_CCPCH1, c_UE_Info ( OMIT, OMIT ), c_TrChInfoPCH_FACH, c_TrLogMappingPCH_FACH_CellDCH )
 
map PCCH to PCH, CCCH to FACH
5
 
    CMAC ? CMAC_Config_CNF
ca_CMAC_CfgCnf (p_CellId, tsc_S_CCPCH1 )
 
 
6
 
     CMAC ! CMAC_Config_REQ
ca_CMAC_ReconfigInfoActNow (p_CellId, tsc_PRACH1, c_UE_Info ( OMIT, OMIT ), cb_TrChInfoRACH1, cb_TrLogMappingRACH2)
 
mapping CCCH to RACH
7
 
      CMAC ? CMAC_Config_CNF
ca_CMAC_CfgCnf (p_CellId, tsc_PRACH1)
 
 
8
 
      + lt_RelBCCH_FACH
 
 
@sic Rash implied due to T1s040385 4.12 sic@
9
ERR1
  [px_RAT = tdd]
 
I
 
10
ERR2
  [TRUE]
 
I
 
lt_RelBCCH_FACH
11
 
[ ( tcv_CellInfoA.cellConfig = cell_FACH_NoConn ) OR 
( tcv_CellInfoA.cellConfig = cell_FACH) OR 
( tcv_CellInfoA.cellConfig = cell_FACH_PS ) ]
 
 
 
12
 
[ ( tcv_TmpCellInfo.cellConfig = cell_FACH_NoConn ) OR 
( tcv_TmpCellInfo.cellConfig = cell_FACH) OR 
( tcv_TmpCellInfo.cellConfig = cell_FACH_PS ) ]
 
 
 
13
 
 + ts_CRLC_Rel ( p_CellId , tsc_RB_BCCH_FACH )
 
 
 
14
 
 [ TRUE ]
 
 
 



Change 3 : tc_6_1_1_5
	Reason for change
	Guard Timer should be increased as per Anite’s CR for this test case.

	Summary of change
	Change the Gurd Timer to 600 sec in line 1.

	MCC 160
	Accepted done in wk_47

	Test Case

	Test Case Id:
tc_6_1_1_5
Test Group Reference:
Idle_Mode/
Purpose:
1. To verify that in Automatic Network Selection Mode Procedure, the UE selects "Other PLMN/access technology combinations" in a random order according to conformance requirement 2.4. UE requirement on measurement accuracy for PLMN selection is not specified in core specifications. Therefore, the ordering of PLMNs according to conformance requirement 2.5 is not tested.
Configuration:
 
Defaults:
RRC_Def1
Comments:
@SIC_NAPP


	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
START t_Guard (600)
 
 
 
3
 
  [px_RAT=fdd]
 
 
FDD specific behaviour
4
 
  +lt_InitVariables
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