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1 Overview

This document details the changes needed introduce test case 8.1.2.4 to ATS 3.6.0. With these changes applied the test case can be demonstrated to run on at least one independent UE implementations. Only essential fixes to the TTCN are applied. This test case has been tested according to the configuration stated below:-

	Reference document
	TS 34.123-1 version 5.8.0

TS34.108 version 5.1.0

	Referenced CRs
	None

	Based ATS suite
	iWD-TVB2003-03_D04wk34

	Integrity
	Enabled

	Ciphering
	Disabled

	Path tested
	CS 


2 Tables added to iWD-TVB2003-03_D04wk34

         None

3 Tables Modifed to iWD-TVB2003-03_D04wk34

3.1 tc_8_1_2_4
Reason for Change: The current Power setting in Table 8.1.2.4 for Cell 4 is an “unsuitable neighbour cell”  

When the UE is expected to select a cell on the new frequency it can only select a cell which is "suitable". For a cell to be suitable it is necessary for the measured CPICH RSCP to excede Qrxlevmin; in this case Qrxlevmin is -80 dBm.

The absolute accuracy requirement for CPICH RSCP measurement under normal conditions at this level is +/-6 dBm (25.133 clause 9.1.1.1). Therefore to ensure that the UE measures a level sufficient to determine the cell is suitable it is necessary for the level to be at least -74 dBm. A further margin should be allowed for SS tolerances, cable loss etc. (note that the requirements on the SS for this in signalling tests are shown as "<FFS>" in 34.108 clause 5.4.1 and a signalling tester would not be expected to have the accuracy of an RRM tester). Therefore a level of -72 dBm would be suitable.  
Summary of change: Modified Line 8  to –72 dBm as below.
	Test Case

	 

	Test Case Id:
tc_8_1_2_4
Test Group Reference:
RRC/RRC_ConnMgmt/
Purpose:
To confirm that the UE retries to establish the RRC connection after the "wait time" elapses, if the UE receives an RRC CONNECTION REJECT message which includes the IE "wait time" not set to 0. 
To confirm that the UE performs a cell reselection when receiving an RRC CONNECTION REJECT message, containing relevant frequency information of the target cell to be re-selected.
Configuration:
 
Defaults:
RRC_DefConnEst
Comments:
 


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
 [px_RAT=fdd]
 
 
FDD specific behaviour
3
 
  +ts_RRC_InitVariables ( cell_DCH )
 
 
 
4
 
   ( tcv_CellInfoA.attenuationLevel := tsc_AttLevToPower60_dBm)
 
 
 
5
 
    +ts_SS_CreateCellDCH (tsc_CellA)
 
 
Configure lower tester of Cell0
6
 
     +ts_SendDefSysInfo (tsc_CellA)
 
 
Sends the default system information in CellA
7
 
      +ts_IdleUpdated (tsc_CellA)
 
 
Idle Update @sic RASH ER1956 sic@
8
 
       ( tcv_CellInfoD.attenuationLevel := tsc_AttLevToPower75_dBm)
 
 
 
9
 
       ( tcv_CellInfoD.attenuationLevel := tsc_AttLevToPower72_dBm)
 
 
( tcv_CellInfoD.attenuationLevel := tsc_AttLevToPower75_dBm)
10
 
        +ts_SS_CreateCellDCH (tsc_CellD)
 
 
Configure Lower test of Cell1
11
 
         +ts_SendDefSysInfo (tsc_CellD)
 
 
Sends the default system information in CellB
12
TBS
          (tcv_TestBody:=TRUE)
 
 
 
13
 
           + lt_TestBody
 
 
 
14
TBE
            (tcv_TestBody:=FALSE)
 
 
 
15
 
             +po_ConnectionAndSS_Rels
 
 
Release the RRC Connection
16
ERR1
 [px_RAT=tdd]
 
I
TDD specific behaviour
17
ERR2
 [TRUE]
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