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1 Overview
This document gives details of the changes made to TTCN implementation for test case 8.1.3.4, which is part of RRC iWD_wk37 test suite. Please see section 6 for log information. Changes are made so that it can be executed with one or more 3G UE. 
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3 Verification Test Summary
Test Case:
tc_8_1_3_4

Test Group:
RRC

ATS Version:
iWD_wk37 

System Simulator used:
Racal Instruments Wireless Solution 6401 AIME/CT 

UE used:
Nokia 3G UE 6630 (and 7600)

Verification Status:
PASS

4 
Corrections required for test case 8.1.3.4
4.1 Introduction

The TTCN ATS used is RRC iWD_wk37.mp which is part of the iWD-TVB2003-03_D04wk37 release.  

4.2 Change 1 -  Test Case tc_8_1_3_4
	 
	

	Reason for change
	A delay is needed to ensure tranmission of RRC Connection Release Message before applying the CMAC TFCI Restriction to disallow tranmission on SRBs

	Summary of change
	 +ts_RRC_Delay (80) is called after RRC Connection Release is sent (Line 14)

	
	


	Test Case

	 

	Test Case Id:
tc_8_1_3_4
Test Group Reference:
RRC/RRC_ConnRelease/
Purpose:
To confirm that the UE releases all its radio resources and enters idle mode when the UE does not succeed in transmitting the RRC CONNECTION RELEASE COMPLETE message using acknowledged mode to the SS (i.e. the UE-RLC does not receive an acknowledgement for the transmission of the RRC CONNECTION RELEASE COMPLETE message from SS.).
Configuration:
 
Defaults:
RRC_Def1
Comments:
 


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
  [px_RAT=fdd]
 
 
FDD specific behaviour
3
 
  +ts_RRC_InitVariables ( cell_FACH )
 
 
 
4
 
   +ts_SS_CreateCellFACH ( tsc_CellA )
 
 
Configure lower tester
5
 
    +ts_SendDefSysInfo ( tsc_CellA )
 
 
Sends the default system information in CellA
6
 
     +ts_IdleUpdated (tsc_CellA)
 
 
Idle Update and bring UE to CELL_FACH state and release the connection again
7
 
      + ts_GotoState6_2_Or6_4_MO (tsc_CellA)
 
 
 
8
TBS
        (tcv_TestBody:=TRUE)
 
 
 
9
 
        + lt_TestBody
 
 
 
10
TBE
          (tcv_TestBody:=FALSE)
 
 
 
11
 
          +po_ConnectionAndSS_Rel (tsc_CellA)
 
 
Release the channels that are configured in the SS.
12
ERR1
  [px_RAT=tdd]
 
I
TDD specific behaviour
13
ERR2
  [TRUE]
 
I
 
lt_TestBody
14
 
UM ! RLC_UM_DATA_REQ
cas_RRC_ConnRelDCCH ( 
tsc_CellDedicated , 

tsc_RB1, 
cs_RRC_ConnRelDCCH_Cau (tcv_CellIndInfo.dl_IntegrityCheckInfo, tcv_RRC_Ti,OMIT, 
normalEvent 
) )
 
step 2; SS ask to disconnect the radio link
15
 
 +ts_RRC_Delay (80)
 
 
 
16
 
  +ts_SetSS_DisableAck ( tsc_CellA )
 
 
To Disable SS response STATUS PDU of RLC for the message from UE in AM mode
17
 
   START t_WaitS
 
 
 
18
TBF1
    ? TIMEOUT t_WaitS
 
(F)
 
19
TBP1
    AM?RLC_AM_DATA_IND 
CANCEL t_WaitS
car_RRC_ConnRelCmpl ( tsc_CellDedicated , 
tsc_RB2, cbr_108_RRC_ConnRelCmpl ( tcv_RRC_Ti))
(P)
step 3; UE response RRC Connection Release Complete in AM mode, but SS ignores it and doesn't transmit a STATUS PDU of RLC for this message, UE shall releases its all radio resources and enter idle mode
20
 
     ( tcv_CellInfoA.cellConfig := cell_FACH_NoConn )
 
 
 
21
 
      +ts_SetSS_EnableAck ( tsc_CellA )
 
 
Enable SS to response ACK of RLC for the message come from UE in AM mode)
22
 
       +ts_RRC_Delay(tsc_WaitBeforePaging)
 
 
Give delay for the UE to enter Idle and to read all SIB infos
23
 
        + ts_CRLC_RelReconfSRB ( tsc_CellA )
 
 
RLC entities to reconfig and to assign correct RLC SeqNum
24
 
         + ts_C1_CheckIdleMode ( tsc_CellA )
 
 
step 4 and step 5


	 

	Detailed Comment:
 





5 Branches executed in test case 8.1.3.4
Test case was executed with pc_CS=TRUE, pc_PS=TRUE with px_CN_DomainTested to both cs_domain and ps_domain.

6 Execution Log Files
The Nokia 3G UE 6630 (and 7600) have been used and test case passed on the Racal Instruments Wireless Solution 6401 AIME/CT Test platform. Nokia 6630 logs of the successful test case execution is enclosed in T1s040650[2].

7 References
	[1]

RRC iWD_wk37.mp

	[2]
T1s040650[2].zip
Attachment containing the successful log.
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