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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.2.3.11, which is part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_8_2_3_11 

Test Group:
RRC/RRC_RB_Release

ATS Version:
iWD-TVB2003-03_D04wk31 + essential modifications

System Simulator used:
Anite 3G U-SAT
UE used:
Nokia 7600

Verification Status:
PASS
4 Corrections required for test case 8.2.3.11

4.1 Introduction

This section describes the changes required to make test case 8.2.3.11 run correctly with a 3G UE. The ATS version used as basis was RRC_wk31.mp, which is part of the iWD-TVB2003-03_D04wk31 release.

4.2 Change 1

	 Test step name
	lt_ReceiveMeasurementReport

	Reason for change
	A timer is required to avoid indefinite wait for measurement report

	Summary of change
	A timer t_WaitS is added (line #1) with value 30 sec.

	Source of change
	New change
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4.3 Change 2

	 Test step name
	lt_LocalTest

	Reason for change
	Call to test step ts_CalculateActTime at line #10 is not required as Measurement Control message at line 11 does not use Activation Time.

	Summary of change
	Removed +ts_CalculateActTime (tsc_CellA) from line #10

	Source of change
	New change



Before:
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4.4 Change 3

	 Test step name
	lt_LocalTest

	Reason for change
	A timer is required to avoid indefinite wait for Radio Bearer Release Failure message

	Summary of change
	A timer t_WaitS is added (after expiry of timer t_T312) with value 30 sec.

	Source of change
	New change



Before:

[image: image4.png]TBP2

TBE

| START T312
| 2TMEOUTL Ta12
M ? RLC_AM_DATA_IND car_RE_RelFail ( )
tsc_CellDedicated,
tec_RE2,
or_108_RE_RefFail
TB_RRC_TI,
physicalChannelFailure N
uLL)
)
"'\LR’eceweMeasuvsmemR’Epn
11

 (tov_TestBody=FALSE)

step3

Step 4




After:

[image: image5.png]TBP2

TBE

| START1 T312

| 2 TMEOUTLT312
faits (30)
2 TIMEOUT { waits

W 7 RO CRE_ReIFal ®
ICELt_Wails tsc_CellDedicated,
tse_RB2,
©r_108_RB_RelFail (
fr_RRC_TI,
physicalChannelFailure
NULL)

)
"ouj-eceweMeasmememRepn

111 Ttev_TestBooh

LSE)

step3

Step 4




Branches executed in test case 8.2.3.11 

The test case implementation executed the combined CS/PS branch with integrity activated and ciphering disabled.

5 Execution Log Files

5.1 Nokia 7600
The Nokia 7600 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

6 References

	[1]
	This archive comprises text format execution log file and the TTCN MP file.
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