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This document creates a running list of open issues regarding required Rules in 23.241 and 24.241, for two purposes  -

A – Rules to establish a process for 3GPP to create and administer Common Objects. It is recommended that the process and procedures resulting from these be inserted as Section 8 in 23.241

B – Rules to establish a process for XML Schema generation for data entities. It is recommended that the rules resulting from these be added to Section 7 of 23.241.

Each issue is listed as primarily type A or/and type B

ISSUES FOR RULES TYPE A

A1. What is to be stored in the 24.241 Common Objects?

A1A - what is a CO, exactly and precisely

A1B - how to show complete and unique references for local elements 

A2. What is the syntax of CO’s in 24.241?

- what parts are required to completely define a CO, if the CO is of the type below- 

A2A - for a frag

A2B -  for an element

A2C - for a Profile

A2D - for a PCG

A2E - for a PC

A2F - for an attribute

A1C – what information about datatypes is mandatory to be stored in COs

A3. Which WG will have the responsibility to administer the insertion of COs into 24.241; and provide editorship role

A3A – What is the Process of insertion of a CO

A3B – what is the process for bringing versions of 24.241 for approval – same as for all specs? or different?

A4. How to require that all WGs shall submit their new CO’s to the group in A3.

A5. Sample of a CO defining block - 

Defining Group - < T WG2 SWG3 >

Defining Application - < MMS Configuration Data >

Type of item - <datatype, PC>

Name of Item (being defined) - <PDP_address>

Parent tree – <names of PC, PCG, PCG, P>

Linkages to related items

More Mandatory information – 

Generic privacy control data

Generic error data

Date and time

Service date

Service Indentification

Master Copy indicator

access rights

User Identity - private IDs or public IDs or other addresses

ISSUES FOR RULES TYPE B

B1. How big is the XML namespace for the 3GPP GUP Application – 

B1A - What are its EXACT boundaries - 

- All 3GPP Specs?

-  All 3GPP Specs and OAM&P Servers?

- All 3GPP Specs and OAM&P Servers and Value-Added (3rd party) Servers?

B1B – Shall multiple namespaces be allowed within 3GPP, e.g. a different namespace for each major application area?

B2. Shall only Global Element declarations be allowed (e.g. in one namespace, or within 1A above) 

B2A - or shall both Global and Local element declarations be allowed.

B3. If local element declarations are allowed, how to uniquely reference local elements in terms of parentage/ownership in 24.241. 

B3A - What referencing scheme shall be used?

B4 Rules for XML Schema

To be added to Section 7 of 23.241?

Naming conventions for 

Profiles

PCGs

PCs

datatypes, 

frags

elements

attributes

Hierarchical naming rules for 

Profiles

PCGs

PCs

Rules/restrictions for elements 

Rules/restrictions for datatypes 

etc.

Prior text from 24.241 is given below - 

8.1
New vObjects or Other Constructs

New vObjects or other constructs shall be defined in a stand-alone 3GPP specification.  This specification may be a wholly self-contained definition or it may simply be a reference to an independent SDO’s specification, where such exists.

8.2
Formal Recognition

Formal recognition of the new vObject or other construct shall be through the use of a CR to 24.241 requesting the addition to Section 6 of the specification of the vObject or other construct to be recognized.

8.3
Approval Process

[tbd]

