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�
5	WAP MExE devices


Editor‘s note: more detailed input to be provided by Peter Stark/ Hans Hansen.


WAP MExE devices shall be based on the WAP specifications version 1.0 [6].  In addition to these base specifications in [6], further developments made in the WAP specifications shall form part of this MExE specification as subsequently and explicitly identified in this MExE specification.


WAP MExE devices shall implement the WAP version as specified in reference [6], or a later version, under the condition that the version of WAP is backward compatible with the version specified in reference [6]. 


The existing WAP specification covers security, creation and transfer of applets and content, access, and execution. 


�
2.1	Normative references


[1]	GSM 01.04 (ETR 350): “Digital cellular telecommunications system (Phase 2+); Abbreviations and acronyms”.


[2]	GSM 02.57: "Digital cellular telecommunications system (Phase 2+);MExE Stage 1 Description"


[3]	Personal Java, this specification is available from Sun Microsystems’s website at http://java.sun.com/products/personaljava/index.html.


[4]	MNCRS WG 4 specifications are still under development. When completed, MNCRS WG 4 specifications will be available at http://www.mncrs.org/.


[5]	JTAPI 1.2, this specification, currently in the ECTF approval process, is available from Sun Microsystems’s website at http://www.java.sun.com.


[6]	Wireless Application Protocol (WAP) version 1.10, this specification is available from WAP‘s website at http://www.wapforum.org. 


[7]	vCard – The Electronic Business Card Exchange Format – Version 2.1, The Internet Mail Consortium (IMC), September 1996, http://www.imc.org/pdi/vcard-21.doc.


[8]	vCalendar – The Electronic Calendaring and Scheduling Exchange Format – Version 1.0, The Internet Mail Consortium (IMC), September 1996, http://www.imc.org/pdi/


[9]	Hypertext Transfer Protocol – HTTP/1.1, IETF document RFC2068, http://www.w3.org/Protocols/rfc2068/rfc2068


[10]	Java Mail API version 1.0.2, available from http://www. java.sun.com


[11]	UMTS TR 22.70: “Universal Mobile Telecommunications System (UMTS); Service aspects; Provision of Services in UMTS - The Virtual Home Environment”.


[12]	UMTS TS 22.xx: “Universal Mobile Telecommunications System (UMTS); Provision of Services in UMTS - The Virtual Home Environment: Stage 1”.


[13]	ISO 639 International Standard - codes for the representation of language names


[14]	UMTS TS 22.01: “Universal Mobile Telecommunications System (UMTS); Service Aspects; Service Principles”.


�
4.4	Capability and content negotiation


 Interaction between the MExE MS and the MSE shall be supported by the use of the hypertext transfer protocol HTTP/1.1 [9], or an HTTP/1.1 derived protocol (e.g. WSP/B as defined in Wireless Application Protocol version 1.0 [6]).  Communication between the MExE MS and the MSE supports:-























