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TSG-T3 asks TSG-T2 and TSG-SA1 to comment on the attached proposed work item : "Use of local link (e.g. RS232,  Bluetooth, USB, Irda) as a bearer for USAT".

Some of the applications envisaged are :

· local mobile e-commerce : for instance, the user could buy a soft-drink with a Bluetooth-enabled mobile from a Bluetooth-enabled vending machine,

· local mobile banking : for instance having a separate banking application on the UICC which could be used for paying the bill at the check-out at the supermarket, using one of the above mentioned links.

· access control : for instance, the user could open an IRDA-enabled gate with its IRDA-enabled mobile.

This work would extend the existing bearer independent functionality and allow a USAT application to communicate with local devices using the local connectivity capabilities of the terminal.

Note from the T3 Secretary: A T3 ad hoc meeting will be held to discuss R2000 T3 work items (including the above, which has not yet been presented to TSG-T) on 18 – 21st April. Feedback provided before that date could be dicusssed at that meeting.

TSG WG3 - Work Item:
"Use of local link (RS232,  Bluetooth, USB, Irda) as a bearer for USAT"
Justification and scope

This work would extend the existing bearer independent functionality and allow a (U)SAT application to communicate with local devices using the local connectivity capabilities of the terminal.

For applications dedicated to third party equipment, the knowledge of the local environment (attached devices) is useful. So it is also proposed to have a way for the (U)SAT to get the local connection status, independent of the type of link.

Some applications may require a secure link. Security facilities offered by the bearer may be used, and if necessary an upper security layer could be defined. For example, an implementation of security mechanisms specified in GSM 03.48 for bearer independent channels, could be considered.

This work item will result in appropriate Change Requests to 3G TS 31.111 and if necessary to the 3GPP version of GSM 03.48.

3GPP work area

TSG Terminals, WG3 (USIM)

Linked work items

USIM Application Toolkit

Service aspects

Service aspects to be identified in co-operation with S1

MMI-aspects

None.

Charging aspects

None. 

Security Aspects

Security Requirements from TSG-SA WG3 shall be taken into account.

Impacts 

Affects:
USIM
ME
NW
Others

Yes
X
X



No 


X


Don't know 





Expected Output and Timescales 

TSG adoption of WI


June 2000 


Start of work 


June 2000


CRs for WG approval

November 2000


CRs for TSG approval


December 2000 


Work item rapporteur

TBD

Supporting companies

Alcatel, Gemplus, G&D, Orga, Schlumberger, Bull, Oberthur S.C., Sonera, Bouygues telecom, France Telecom.

Primary responsible working party

3GPP TSG-T  WG3

Secondary responsible working parties

None.

Others

None.

