
Explanation of T2-00217

<Background>

We proposed the CR (T2-00071) at the last T2 meeting in Mexico.

And it was agreed at the last T2 meeting, but it was withdrawn to get the best solution at the last T meeting.

At this meeting, we submit this CR which changes +CSDF command to allow 4-digit as the year format of +CCLK and +CALA command.

<About T2-00217>

We propose to add a new parameter to +CSDF command to set the date format of the TE-TA interface as follows.

+CSDF=[[<mode>][,<auxmode>]]

<auxmode>: 
1 yy/MM/dd (default)

2
yyyy/MM/dd
also all other values are reserved by this TS
NOTE:
The <time> format of +CCLK and +CALA "yy/MM/dd,hh:mm:ss(zz" when <auxmode>=1 and it is "yyyy/MM/dd,hh:mm:ss(zz" when <auxmode>=2. If ME does not support time zone information then the three last characters may be omitted. (see +CCLK command)

This command sets the date format via MMI of the date information presented to the user, which is specified by use of the <mode> parameter . The <mode> affects the date format on the phone display and doesn't affect the date format of the AT command serial interface.  The command also sets the date format of the TE-TA interface, which is specified by use of the <auxmode> parameter. (e.g. the <auxmode> affects the <time> of  +CCLK and +CALA.) If the parameter is omitted ("+CSDF =","+CSDF =<mode>","+CSDF=,<auxmode>"),then this sets the default value.
This CR enables a user to allow 4-digit for the year format of <time>-parameter and to have a backward compatibility.

