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7.11
Call waiting +CCWA

Table 1: +CCWA parameter command syntax

Command
Possible response(s)

+CCWA=[<n>[,<mode>[,<class>]]]
+CME ERROR: <err>

when <mode>=2 and command successful
+CCWA: <status>,<class1>

[<CR><LF>+CCWA: <status>,<class2>

[...]]

+CCWA?
+CCWA: <n>

+CCWA=?
+CCWA: (list of supported <n>s)

Description
This command allows control of the Call Waiting supplementary service according to GSM 02.83 [5]. Activation, deactivation and status query are supported. When querying the status of a network service (<mode>=2) the response line for 'not active' case (<status>=0) should be returned only if service is not active for any <class>. Parameter <n> is used to disable/enable the presentation of an unsolicited result code +CCWA: <number>,<type>,<class>,[<alpha>][,<CLI validity>[,<subaddr>,<satype> [,<priority> ]]] to the TE when call waiting service is enabled. Command should be abortable when network is interrogated.

The interaction of this command with other commands based on other GSM supplementary services is described in the GSM standard.

Test command returns values supported by the TA as a compound value.

Defined values
<n> (sets/shows the result code presentation status in the TA):

0
disable

1
enable

<mode> (when <mode> parameter is not given, network is not interrogated):

0
disable

1
enable

2
query status

<classx> is a sum of integers each representing a class of information (default 7):

1
voice (telephony)

2
data (refers to all bearer services; with <mode>=2 this may refer only to some bearer service if TA does not support values 16, 32, 64 and 128)

4
fax (facsimile services)

8
short message service

16
data circuit sync

32
data circuit async

64
dedicated packet access

128
dedicated PAD access

<status>:

0
not active

1
active

<number>: string type phone number of calling address in format specified by <type>

<type>: type of address octet in integer format (refer GSM 04.08 [8] subclause 10.5.4.7)

<alpha>: optional string type alphanumeric representation of <number> corresponding to the entry found in phonebook; used character set should be the one selected with command Select TE Character Set +CSCS

<CLI validity>:

0
CLI valid

1
CLI has been withheld by the originator.

2
CLI is not available due to interworking problems or limitations of originating network. 

When CLI is not available (<CLI validity>=2), <number> shall be an empty string ("") and <type> value will not be significant. Nevertheless, TA may return the recommended value 128 for <type> (TON/NPI unknown in accordance with GSM 04.08 [8] subclause 10.5.4.7).

When CLI has been withheld by the originator, (<CLI validity>=1) and the CLIP is provisioned with the "override category" option (refer GSM 02.81[3] and GSM 03.81[40]), <number> and <type> is provided. Otherwise, TA shall return the same setting for <number> and <type> as if the CLI was not available.

<subaddr>: string type subaddress of format specified by <satype>

<satype>: type of subaddress octet in integer format (refer GSM 04.08 [8] subclause 10.5.4.8)

<priority>: optional digit type parameter indicating that the eMLPP priority level of the incoming call. The priority level values are as defined in eMLPP specification 3G TS 22.067.

Implementation
Optional.

