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There is no way forseen to configure the Originator-to-dispatcher information IE to send in an GC or BC Setup or Immediate Setup 2 message by AT commands.
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Other 
comments:


NEW Sub-Clause in section 11.1.x

Originator to Dispatcher Information +COTDI

+COTDI action command syntax

Command
Possible response(s)

+ COTDI =<message>[,<OTDIE> [,<message>[,<OTDIE>]]]
+CME ERROR: <err>



+ COTDI?
+ COTDI: <message>,<OTDIE> [,<message>,<OTDIE>]
+CME ERROR: <err>

+ COTDI=?
+ COTDI:  (list of supported <message>s)

Description

This command allows control of the Originator-to-Dispatcher Information and Compressed Originator-to-Dispatcher Information  according to GSM 04.68[52] and GSM 04.69[53]. 

When <message> and <OTDIE> are both present the string specified in <OTDIE> is included in the corresponding group or broadcast control <message> as the value part of the Originator-to-Dispatcher Information Element or Compressed Originator-to-Dispatcher Information Element (as defined in GSM 04.68[52] and GSM 04.69[53]) into all subsequent messages of type <message>. If parameter <message> is present but parameter <OTDIE> is not present then the Originator-to-Dispatcher Information Element shall not be present in sub-sequent messages of type <message>.

The read command returns the content of <message> and of <OTDIE>.

Test command returns values supported by the TA as a compound value.

Defined values

<message> 

1 SETUP


message containing the outgoing Originator-to-Dispatcher Information Element

2 IMMEDIATE SETUP 2
message containing the outgoing Compressed Originator-to-Dispatcher Information Element

< OTDIE>: the Originator-to-Dispatcher Information Element or Compressed Originator-to-Dispatcher Information Element (as defined in GSM 04.68 [52] and GSM 04.69 [53]) in hexadecimal character format (for hexadecimal format, refer +CSCS).

Implementation
Optional.







